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My wooden floor, 
looks and feels great, 
is natural, durable and 
should remain that 
beautiful in the future.

OVERVIEW
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FLOOR PREPARATION

WELL PREPARED FOR  
A PERFECT RESULT

You will know, and be able to feel, if your wood has been 
perfectly sanded, the surface will be very smooth but still 
has a vivid optical character. Unlike plastic or metal sur-
faces, you will always be able to feel the direction of growth 
of the woods natural fibers, the surface will feel smooth 
along the grain and blunt against or across the grain. 
Always work with and along the woods grain to ensure 
perfect results. 
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A perfectly sanded and, with Hardwax-Oil, finished floor is, 
also thank to the woods natural cell density, dirt repellant and 
doesn’t allow soiling to get into the surface. The structural 
qualities of the wood are established during the processing 
of the material, the tree trunks are firstly split into rough sawn 
planks which can then be planed and sanded into flooring 
boards. After installation the flooring is once again sanded in 
preparation for applying the Hardwax-Oil, leaving the surface 
feeling great and well protected. 

Floors which have been finished with oils and waxes do not 
have to be sanded completely before renovation, damaged, 
lacquered, new and untreated floors however will certainly 
need to be sanded before you can successfully apply a 
Hardwax-Oil. 

1st STEP
Depending on the surface you may need to start with either a very 
rough or medium (P 40 then P 60 for removing old finishes – P 80 
for raw wood) sanding grit. Important, please do not skip steps in 
grit whilst sanding. A drum / band sander should be used. 

2nd STEP
100 grit medium sanding paper using either a single disc  
or trio sanding machine or drum / band sander. 

3rd STEP
Filling of cracks, spilts, knots and damage (if required) using 
Osmo wood filler (for up to 2 mm in depth)

4th STEP
100 grit medium sanding paper or mesh using either a single  
disc or trio sanding machine 

5th STEP
120 fine grit sanding paper or mesh using either a single  
disc or trio sanding machine 

PERFECT SANDING  
STEP BY STEP
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POLYX®- OILS: ALMOST INVISIBLE PROTECTION FOR 
WOODEN FLOORING.

Do you love wood? Then treat it to the correct protective 
finish, Osmo Polyx-Oil protects it from wear and tear, soiling 
and moisture without changing its natural character and 
beauty.

Wood is an organic material which, similar to the human skin, 
can absorb and release moisture, wood “breathes”. Osmo 
developed wood finishes which are perfectly matched to 
and preserve these special characteristics of wood. The oils 

Wood is wood; natural, vivid and extremely  
durable, it can even withstand landing toy planes. 

 

CLEAR

penetrate into the wood and protect it from inside, while the 
waxes form an elastic, micro-porous surface which protects 
the surface, permanently retaining the woods natural beauty.

The Osmo Polyx®- Oils are based on natural oils and waxes, 
they are resistant to perspiration and saliva, are food safe 
and suitable for children´s toys. Polyx®- Oils accentuate the 
woods natural colour tone and create a beautiful permanent 
wet effect.

POLYX®- OIL // CLEAR
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Holz und Color
GmbH & Co. KG

Z-157.10-1

Emission 
standard for 

building 
products as 
per DIBt-

regulations

POLYX® THE ORIGINAL  
HARDWAX-OIL

Certain wood species require specially designed finishes, more information 
can be found on page 30. Samples can generally be obtained from your 
local Osmo dealer. We always recommend testing on a small sample before 
application.

ADVANTAGES

 > extremely hardwearing and durable 
 > resistant to perspiration and saliva, safe for childrens toys 
 > developed for wood and micro-porous
 > resistant against coffee, wine and cola
 > can be partially renovated 

PROPERTIES

Natural oils and waxes provide perfect protection for the strong 
demands on wooden floors, the oils penetrate into the wood 
and protect it from inside, while the waxes form an elastic, 
micro-porous surface which protects the surface.
When dry, the Osmo Hardwax-Oil is safe for humans, animals 
and plants and can even be used on children's toys.

Anti-slip finishes are growing in demand for 
domestic areas, and are nowadays almost a 
must for commercial areas. The Osmo Polyx-
Oil Anti-slip offers a perfect solution to meet 
these requirements.

MANUAL APPLICATION 
finished surface after 2 days

1.  First coat on the raw, sanded floor surface 
(see Floor preparation on page 6 –7); approx. 35 ml / m2

2.  “Application mistakes” can be repaired in the still wet surface  
up to 30 mins after the first coat has been applied.

3.  Drying time approx. 8 –10 hours (under normal conditions, approx. 
23° C and approx. 50 % humidity). Lower temperatures and /or  
higher humidity will increase the drying time. Please ensure for  
good ventilation.

4.  If desired the dry surface can be de-nibbed using a fine sanding 
paper (400 Grain) or scotchpad.

5.  Second coat approx. 35 ml / m2

6.  Drying time approx. 8 –10 hours; see point 3.

Application using:

4 GLOSS 
LEVELS

2 SLIP 
RATINGS

ANTI-SLIP CLASSIFICATION

 > R  9 / 3088 / satin-matt
 > R11 / 3089 / satin-matt

GLOSS LEVEL

 > matt / 3062
 > semi-matt / 3065
 > satin-matt / 3032
 > gloss / 3011

 24 m2 / 1 ltr.

WOOD WAX FINISH CLEAR EXTRA THIN // CLEAR 
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Holz und Color
GmbH & Co. KG

Z-157.10-1

Emission 
standard for 

building 
products as 
per DIBt-

regulations

ADVANTAGES

 > quick drying 
 > extremely hardwearing and durable
 > developed for wood, micro-porous and safe for children
 > resistant against coffee, wine and cola
 > can be partially renovated 

PROPERTIES

The Polyx®- Oil Rapid is the quick drying version of the renow-
ned Polyx®- Oil from Osmo. A second coat is already possible 
after 4 to 5 hours, the flooring is accessible after 24 hours. The 
Polyx®- Oil Rapid does not differ from the Original Polyx®- Oil 
when dry. 

GLOSS LEVEL

 > matt / 3262
 > satin-matt / 3232

POLYX® OIL RAPID

POLYX®- OIL RAPID

Certain wood species require specially designed finishes, more information 
can be found on page 30. Samples can generally be obtained from your 
local Osmo dealer. We always recommend testing on a small sample before 
application.

QUICK  
DRYING

MANUAL APPLICATION 
finished surface after 1 day 

1.  First coat on the raw, sanded floor surface (see Floor preparation  
on page 6 –7); approx. 35 ml / m2

2.  Drying time approx. 4 – 5 hours (under normal conditions, approx. 
23° C and approx. 50 % humidity). Lower temperatures and/or  
higher humidity will increase the drying time. Please ensure for  
good ventilation.

3.  If desired the dry surface can be de-nibbed using a fine sanding 
paper (400 Grain) or scotchpad.

4.  Wenn gewünscht, kann der getrocknete Anstrich mit feinem  
Schleif papier (Körnung 400) oder einem Scotchpad zwischen-
geglättet werden.

5.  Second coat approx. 35 ml / m2

 6.  Drying time approx. 4 – 5 hours; see point 3.

Application using:

 24 m2 / 1 ltr.
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Certain wood species require specially designed finishes, more information 
can be found on page 30. Samples can generally be obtained from your 
local Osmo dealer. We always recommend testing on a small sample before 
application.

POLYX®- OIL 2K PURE

POLYX® OIL 2K PURE

ADVANTAGES

 > fast drying 
 > suitable for exotic woods
 > can be used for finishing darker wood species  

(e.g. smoked Oak)
 > developed for wood, micro-porous and safe for children
 > resistant against coffee, wine and cola
 > can be partially renovated 

PROPERTIES

A professional 2-component oil which is solvent and water free 
and has been exclusively designed for mechanical application 
and fast drying. The breathable surface is hardwearing and 
resistant against dirt and moisture.

GLOSS LEVEL 

 > satin-matt / 6125

MECHANICAL APPLICATION 
finished surface after 1 day

1.  Preparation: Mix the Polyx®- Oil 2K Pure with the hardener  
thoroughly, do not dilute. The open-time (working time) for  
the product is approx. 4 hours.

2.  Spread the first coat on the raw, sanded floor surface thinly and 
evenly with a double blade scraper.

3.  Leave the finish on the wood for approx. 30 – 60 mins.

4.  Massage the finish into the wood surface with a single  
disc machine using a green pad.

5.  Repeat steps 2 – 4 and apply “wet in wet”.

6.  Then equalize the finish with a single disc machine and  
a white pad and leave to dry.

7.  The surface is dry, and can be walked on, after approx. 4 hours 
and is fully hardened and resilient after 24 hours. (under normal 
conditions, approx. 23° C and approx. 50 % humidity

Application using:

 40 – 50 m² / 1 ltr.
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Holz und Color
GmbH & Co. KG

Z-157.10-1

Emission 
standard for 

building 
products as 
per DIBt-

regulations

POLYX®- OIL EFFECT NATURAL 

ADVANTAGES

 > light wood remains light 
 > almost invisible protection for, no permanent wet effect
 > especially recommended for wooden and cork floors 
 > only recommend for light woods 
 > developed for wood and micro-porous

PROPERTIES

Whereby clear oils can darken the wood and give a more 
intensive colour shade the new Polyx®- Oil Effect 3041 Natural 
is especially designed for lighter wood species and permanent-
ly retains the natural light elegance of your wooden floor. The 
finish contains a small amount of white pigments which make 
the finish almost invisible whilst the natural oils and waxes 
protect the timber and make it water-repellent, dirt-resistant 
and durable. After drying, we recommend to apply a final coat 
of Polyx®- Oil Original.

GLOSS LEVEL

 > natural / 3041 (UK Version Polyx®- Oil Effect RAW 3044)

POLYX®- OIL EFFECT NATURAL 

INVISIBLE 

NATURAL  

with EFFECT NATURAL

NEW

MANUAL APPLICATION 
finished surface after 2 days

1.  First coat on the raw, sanded floor surface (see Floor preparation  
on page 6 –7); approx. 30 ml / m2

2.  “Application mistakes” can be repaired in the still wet surface  
up to 30 mins after the first coat has been applied.

3.  Drying time approx. 8 –10 hours (under normal conditions, approx. 
23° C and approx. 50 % humidity). Lower temperatures and/or  
higher humidity will increase the drying time. Please ensure for  
good ventilation.

4.  If desired the dry surface can be de-nibbed using a fine sanding 
paper (400 Grain) or scotchpad.

5.  Second coat approx. 35 ml / m2 with Polyx®- Oil Original, clear

6.  Drying time approx. 8 –10 hours; see point 3.

Application using:

Certain wood species require specially designed finishes, more information 
can be found on page 30. Samples can generally be obtained from your 
local Osmo dealer. We always recommend testing on a small sample before 
application.

 24 m2 / 1 ltr.



13

Certain wood species require specially designed finishes, more information 
can be found on page 30. Samples can generally be obtained from your 
local Osmo dealer. We always recommend testing on a small sample before 
application.

ADVANTAGES

 > especially recommended for exotic woods such as  
Merbau, Wenge, Jatoba etc.

 > particularly deep penetrating 
 > protects against abrasion, dirt and moisture
 > can be partially renovated 
 > developed for wood and micro-porous

PROPERTIES

Wood is not always just wood, tropical and exotic wood spe-
cies are rich in natural oils and ingredients making them difficult 
to finish with normal Hardwax-Oils. Osmo Wood Wax Finish 
Clear Extra Thin was developed specifically for these types 
of wood, It penetrates deeply into the heavy, dense wood 
structure and protects it from both inside and out, giving your 
wooden floor exactly what it needs to keep it looking beautiful. 

GLOSS LEVEL

 > satin-matt / 1101

WOOD WAX FINISH CLEAR EXTRA THIN 

WOOD WAX FINISH CLEAR  
EXTRA THIN 

 PENETRATES DEEP 
INTO THE WOOD

MANUAL APPLICATION 
finished surface after 1 day

1.  First coat on the raw, sanded floor surface (see Floor preparation  
on page 6 –7); approx. 35 ml / m2

2.  Allow the oil to sink into the surface for at least 30 minutes, then 
wipe off excess and / or apply more finish to unsaturated areas.

3.  Drying time approx. 12 hours (under normal conditions, approx. 
23° C and approx. 50 % humidity). Lower temperatures and / or  
higher humidity will increase the drying time. Please ensure for  
good ventilation.

4.  Apply second thin coat. 

5.  4Allow to dry for approx. 30 mins then wipe off the excess.

6.  Drying time approx. 12 hours, see point 3.

Application using:

 24 m2 / 1 ltr.
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Creativity with traction. For subtle color  
shades and strong accents.

TINTS

ONE FINISH THAT STAINS AND PROTECTS IN ONE.

You can easily choose the colour your wooden flooring should 
be with the Polyx®- Oil Tints, Osmo Wood Wax Finish Trans-
parent and Creativ from Osmo. As with the clear finishes only 
two coats are required (e.g: 1 coat of a tinted or coloured 
finish followed by a coat of Polyx®- Oil clear) to protect the 
floor surface, the pigmented finishes don’t only stain the floor, 
the oils and waxes protect it at the same time. Osmo offers a 
wide range of products for the creative design of your home, 
for example with Osmo Polyx®- Oil Tints you could slightly 

darken the colour shade of your floor, or you can create stron-
ger accents with more intensively pigmented finishes. The 
pigmented finishes from Osmo are not only great for wooden 
floors, you can also give wooden paneling a completely new 
look using the modern pastel shades of our Wood Wax Finish 
Creativ. The pigmented Osmo Polyx®- Oils are easy to use, 
simply apply the coloured oils with either a floor brush or with 
a roller, allowing you to achieve an even and harmonious co-
lour tone, convince yourself. try it out on a small sample.

POLYX®- OIL TINTS // WOOD WAX FINISH
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Holz und Color
GmbH & Co. KG

Z-157.10-1

Emission 
standard for 

building 
products as 
per DIBt-

regulations

POLYX®- OIL TINTS

POLYX®- OIL TINTS

3040 White  
on Oak

3071 Honey 
on Oak

3072 Amber
on Oak

3073 Terra 
on Oak

3074 Graphit
on Oak

3075 Schwarz
on Oak

ADVANTAGES

 > protects and tints
 > harmonious even colour tone
 > wood grain remains visible
 > resistant against coffee, wine and cola
 > resistant to perspiration and saliva, safe for childrens toys 

PROPERTIES

The tinted version of the renowned Polyx®- Oils are much 
easier to use when staining wooden floors than water based 
stains, any DIY’er or handyman can easily apply the Polyx®- Oil 
Tints and achieve an even and harmonius optic of the surface 
without trouble.
Simply apply one coat of the Polyx®- Oil Tints to give the floor 
the required colour and then, after drying, a coat of the original 
clear Polyx®- Oil to protect the pigments from abrasion.
 

GLOSS LEVEL
 > satin-matt

MANUAL APPLICATION 
finished surface after 2 day 

1.  First coat on the raw, sanded floor surface (see Floor preparation  
on page 6 –7); approx. 30 ml / m2

2.  “Application mistakes” can be repaired in the still wet surface  
up to 30 mins after the first coat has been applied.

3.  Drying time approx. 8 –10 hours (under normal conditions, approx. 
23° C and approx. 50 % humidity). Lower temperatures and / or  
higher humidity will increase the drying time. Please ensure for  
good ventilation.

4.  If desired the dry surface can be de-nibbed using a fine sanding 
paper (400 Grain) or scotchpad.

5.  Second coat approx. 35 ml / m2 with Polyx®- Oil Original, clear

6.  Drying time approx. 8 –10 hours; see point 3.

Application using:

VISIBLE WOOD 
GRAIN

Certain wood species require specially designed finishes, more infor-
mation can be found on page 30. Samples can generally be obtained 
from your local Osmo dealer. We always recommend testing on a 
small sample before application.

 30 m2 / 1 ltr.
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Holz und Color
GmbH & Co. KG

Z-157.10-1

Emission 
standard for 

building 
products as 
per DIBt-

regulations

 30 m2 / 1 ltr.

MANUAL APPLICATION
TRANSPARENT STAINING: 
1.  You can use either the Osmo Natural Bristle Brush, Osmo  

Microfibre Roller or the Osmo Scraper.

2.  equalise the finish with a single disc machine using a white pad

3.  Drying time approx. 12 hours (under normal conditions, approx. 
23° C and approx. 50 % humidity). Lower temperatures and / or 
higher humidity will increase the drying time. Please ensure for 
good ventilation.

INTENSE STAINING: 
4.  For a more intense colour apply a second thin coat with the Osmo 

Natural Bristle Brush, Osmo Microfibre Roller or the Osmo Scraper 
and massage it into the surface using single disc machine with a 
white pad.

5.  Drying time approx. 12 hours (regular temperature approx. 23° C; 
relative humidity approx. 50 %). At lower temperature and / or higher  
humidity the drying time will increase. Please ensure good ventilation.

After step 3 or 5 apply one coat of Osmo Polyx®-Oil Clear and allow 
the surface to dry. 

Application using:

OIL STAIN

ADVANTAGES

 > attractive colour shades, transparent or intense
 > based on natural oils
 > low maintenance
 > micro-porous 

PROPERTIES

Our Oil Stains allow you to stain your floor without visible 
transitions, applying a single coat of the Oil-Stain will create a 
transparent look, a second coat will achieve a more intense 
colour tone. A clear top coat of Osmo Polyx®- Oils is a must to 
protect the pigmented finshes from wear and tear.

OIL STAIN

3519 Natural 3501 White

intensiv

transparent

3512 Silver Grey

intensiv

transparent

3564 Tabak

intensiv

transparent

3590 Black

intensiv

transparent

3514 Graphite

intensiv

transparent

3518 Light Grey

intensiv

transparent

3516 Jatoba

intensiv

transparent

3541 Havanna

intensiv

transparent

3543 Cognac

intensiv

transparent

Certain wood species require specially designed finishes, more information 
can be found on page 30. Samples can generally be obtained from your 
local Osmo dealer. We always recommend testing on a small sample before 
application.
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Holz und Color
GmbH & Co. KG

Z-157.10-1

Emission 
standard for 

building 
products as 
per DIBt-

regulations

 30 m2 / 1 ltr.

POLYX®- OIL EFFECT

POLYX®- OIL EFFECT
SILVER / GOLD

ADVANTAGES

 > with real metallic pigments
 > matches to modern living styles
 > recommended for dark woods
 > dirt and moisture repellent
 > no risk to health

PROPERTIES

A Polyx®- Oil for that special touch, the subtle metallic effects, 
available in two different shades, give your wooden floor an 
exclusive edge and sheen. The original character of the natural 
wood combined with this finish creates an individual and mo-
dern style while the technical properties correspond to those of 
the Polyx®- Oil Original. 

MANUAL APPLICATION 
finished surface after 2 days 

1.  First coat on the raw, sanded floor surface (see Floor preparation  
on page 6 – 7); approx. 30 ml / m2. For light wood species: First 
apply the Wood Wax Finish Creativ Black 3169 in order to achieve 
the chosen effect.

2.  “Application mistakes” can be repaired in the still wet surface up to 
30 mins after the first coat has been applied.

3.  Drying time approx. 24 hours (under normal conditions, approx. 
23° C and approx. 50 % humidity). Lower temperatures and / or 
higher humidity will increase the drying time. Please ensure for good 
ventilation.

4.  If desired the dry surface can be de-nibbed using a fine sanding 
paper (400 Grain) or scotchpad.

5.  Second coat approx. 35 ml / m2 with Polyx®- Oil Original, clear

6. Drying time approx. 8 –10 hours; see point 3.

Application using:

Certain wood species require specially designed finishes, more infor-
mation can be found on page 30. Samples can generally be obtained 
from your local Osmo dealer. We always recommend testing on a 
small sample before application.

3091 Silver  
on Oak smoked

3092 Gold  
on Oak smoked
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WOOD WAX FINISH TRANSPARENT 

WOOD WAX FINISH TRANSPARENT

ADVANTAGES

 > easy to apply
 > especially recommended for furniture and children’s 

toys as well as interior paneling and flooring
 > durable, water-repellent and dirt-resistant, resistant 

to common household cleaning materials.
 

PROPERTIES

 > the Wood Wax Finishes contain more pigments than 
the Polyx®- Oil tints. 

 > Wood Wax Finishes can be mixed both with each 
other and with Polyx®- Oil Original to achieve new or 
more subtle colours.

 > After drying, we recommend to apply a final coat 
of clear Osmo Polyx®- Oil Original to protect the 
pigments from wear and tear. 

GLOSS LEVEL

> satin-matt

WOOD WAX FINISH CREATIV

ADVANTAGES

 > very attractive pastel shades, easy to apply
 > especially recommended for furniture as well as floors, 

stairs, profiled wood and children´s toys.
 > water-repellent, dirt-resistant and resistant to common 

household cleaning materials

 
PROPERTIES

Wood Wax Finish Creativ allow you to set stylish accents 
in your home. You can either use the finishes in original 
form or, for a more subtle shade, mix the Wood Wax 
Finishes with the original clear Polyx®-Oils. After drying 
apply a final coat of one of the Osmo clear Polyx®-Oils 
to protect the pigments from abrasion. The application 
method of Wood Wax Finish Creativ is same as for Wood 
Wax Finish Transparent.

 
GLOSS LEVEL

> satin-matt

3166 
Walnut

3111 
White 

3143 
Cognac 

3123  
Maple

3151 
Dove Blue

3127  
Savanna

3161 
Ebony 

3128 
Beech

3164 
Oak

3136 
Birch

3168 
Oak Antique

3118 
Granite Grey

3119 
Silk Grey

3137 
Cherry 

3138 
Mahogany 

All color samples are shown on spruce.

MIX WITH  
POLYX®- OILS FOR 
SUBTLE SHADES

MIX WITH  
POLYX®- OILS FOR 
SUBTLE SHADES

WOOD WAX FINISH
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 24 m2 / 1 ltr.  20 m2 / 1 ltr.

WOOD WAX FINISH CREATIV

3172  
Silk 

3181  
Pebble 

3182  
Sand 

3183  
Coral 

3177  
Bamboo 

3173  
Fjord 

3169  
Black 

3188  
Snow 

3186  
White matt

MANUAL APPLICATION 

1.  Apply Wood Wax Finish or the mixture of Polyx®- Oil Original and 
Wood Wax Finish with a floor brush or a roller thinly on the correctly 
sanded wood (see Floor preparation page 6 – 7)

2.  Wipe off the excess with a cotton cloth. “Application mistakes” can 
be repaired in the still wet surface up to 30 mins after the first coat 
has been applied.

3.  Drying time approx. 24 hours (under normal conditions, approx. 
23° C and approx. 50 % humidity). Lower temperatures and / or 
higher humidity will increase the drying time. Please ensure for  
good ventilation.

4.  If desired the dry surface can be de-nibbed using a fine sanding 
paper (400 Grain) or scotchpad. 

5.  Second coat approx. 35 ml / m2 with Polyx®- Oil Original, clear

6.  Drying time approx. 8 –10 hours; see point 3.

Application using:

THERE ARE 2 WAYS OF STAINING THE FLOOR.* 

FOR STANDARD SHADES 
1.  First a coat of Wood Wax Finish, then a coat of clear 

Polyx®- Oil Original

FOR A SUBTLE SHADES 
2.  Mix the Wood Wax Finish with the Polyx®- Oil Original  

(mix ratio 1:10) and use for the first coat, then a second coat  
of clear Polyx®- Oil Original.

 *It is not possible to achieve an Opaque 
finish with this product (do not apply 
Wood Wax Finish Creativ twice) 

When staining with 3111 (white) and 
3188 (snow), use Polyx®- Oil Original 
Tints 3040 (white) as a top coat.

Certain wood species require specially designed 
finishes, more information can be found on page 30. 
Samples can generally be obtained from your local 
Osmo dealer. We always recommend testing on a 
small sample before application.

TRANSPARENT // CREATIV
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ADVANTAGES

 > extremely high resistance
 > based on natural, vegetable oils and waxes
 > easy to clean and hard-wearing
 > especially recommended for moist environments
 > resistant against coffee, wine, beer, fruit juice, cola and milk

PROPERTIES

Natural oils and waxes provide an optimal protection of heavily 
used stairs, countertops and furniture the oils penetrate deep 
into the wood and protect it from inside and the waxes provide 
an elastic, micro-porous protective surface. The clear Spray 
Polyx also accentuates the natural character of wood (perma-
nent wet effect). 

GLOSS LEVEL

 > Clear matt / 3084
 > Clear satin-matt / 3085
 > Semi-matt Anti-Slip (R9) / 3009
 > White opaque / 3012
 > White transparent / 3066

Note:Further information on spray nozzles and air pressure  
can be found in the product information sheet.

SPRAY POLYX
FOR STAIRS AND FURNITURE

Certain wood species require specially designed finishes, more information 
can be found on page 30. Samples can generally be obtained from your 
local Osmo dealer. We always recommend testing on a small sample before 
application.

MANUAL APPLICATION 
Finished surface in 1 day

1.  Stir well before use. The first coat should be applied with a cup 
gun, Airless / Airmix or HVLP (Can also be applied with a brush or 
cloth). Application amount approx. 35 – 40 g / m2 (The application 
quantity depends on, among other things, the wood species and 
the sanding) 

2.  Allow to dry at normal room temperature and allow for good  
ventilation.

3.  Intermediate sanding: Minimum P220

4.  Second coat with a cup gun, Airless / Airmix or HVLP.

5.  TRYING METHODS AND TIMES:  
Dust-dry: After approx. 2 – 3 hours (under normal conditions, 
approx. 23° C and approx. 50 % humidity). Lower temperatures 
and / or higher humidity will increase the drying time. Please ensure 
for good ventilation), or after 1 hour in a convection oven at 50° C. 
 
Surfaces can be sanded after approx. 6 – 8 hours (under normal 
conditions, approx. 23° C and approx. 50 % humidity). Lower 
temperatures and / or higher humidity will increase the drying time. 
Please ensure for good ventilation); or after 2 – 3 hours in a convec-
tion oven at 50 °C. 
 
Stackable / resilient: After approx. 12 – 16 hours (under normal 
conditions, approx. 23° C and approx. 50 % humidity). Lower tem-
peratures and / or higher humidity will increase the drying time; or 
after approx. 6 – 8 hours in a convection oven at 50° C. 

Application using:

SPRAY POLYX

 24 m2 / 1 l
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Life is too short for incorrect maintenance.  
Take it easy with Osmo.

CLEANING AND CARE

CLEANING AND CARE // THE BEST PRODUCTS

CLEANING, CARE, REFRESHING AND RENOVATING

treated with Osmo Polyx®- Oil will last for generations, the 
protective micro-porous finish allows the wood to breath kee-
ping it “alive”. The finish is dirt repellant, resistant to fluids and 
easy to clean and repair should any soiling or damage occur.

Caring for Polyx®- oiled floors is easy if you follow some basic 
rules, using the correct care products is a must, other more 
aggressive cleaning materials will break down the protective 
hardwax-oil coat and cause your wooden floor to become 
more dirt-sensitive.

We recommend the regular damp mopping of the floor using 
either the gentle Osmo Wash & Care concentrate. You can 
refresh the surface or remove stubborn stains using the 
Osmo Liquid Wax Cleaner. At some point, if the floor shows 
signs of wear and tear, it may be necessary to refinish the 
surface, this is no problem when using Osmo Polyx®- Oils 
as both the clear and Wood Wax Finishes can be partially 
refinished or renovated without the need for emptying rooms 
completely.
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DRY CLEANING

Polyx®-oiled wooden floors repel dirt and contrary to 
many other types of flooring they will not be charged 
electrostatically nor do they serve as a breeding ground 
to microbes or allergens. You can remove dust, lint 
and fluff with a broom, vacuum-cleaner or the specially 
designed Osmo Opti-Set and the green dust-mop, the 
Opti-Set makes dry mopping childsplay.

 > A cap full of Osmo Wash & Care in water easily 
removes normal day-to-day dirt and stains whilst 
nourishing the wooden floor

 > You can use the white micro-mop plush from  
the Osmo Opti-Set for regular damp mopping.

 > Please refrain from using aggressive cleaning  
materials.

CLEANING AND CARE

REGULAR DAMP MOPPING

How often you need to clean your wooden floor 
depends on its usage. In private areas once a week 
should be enough, while in bars, restaurants and 
other highly-frequented areas damp mopping may 
be necessary on a daily basis.

 > A cap full of Osmo Wash & Care in water easily 
removes normal day-to-day dirt and stains whilst 
nourishing the wooden floor

 > You can use the white micro-mop plush from the 
Osmo Opti-Set for regular damp mopping.

 > Please refrain from using aggressive cleaning 
materials.

Wash and CareOpti-Set Opti-SetDust-mop 
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INTENSIVE CLEANING AND  
REFRESHING

From time to time your wooden floor will need refres-
hing with Osmo Liquid Wax Cleaner, this regenerates 
the protective oil-wax coat and preserves the charm 
and charisma of your floor. The interval for refreshing 
your floor depends on its usage, in bars and restau-
rants this may be necessary more regularly than in 
private areas. 

 > Osmo Liquid Wax Cleaner cleans and refreshes  
in one due to its natural oils and hardwaxes.

 > Also available as Liquid Wax Cleaner White for  
white floors. 

 > Also available as a spray.
 > Please use together with the Osmo Opti-Set and 

active fibre cloth.
 > For larger areas we recommend using the Osmo 

FloorXcenter.

RENOVATION AND RE-OILING

Even a perfectly cared for floor will one day show signs 
of wear, this is no problem for floors finished with Osmo 
as the protective finish can be renewed or repaired wit-
hout having to sand the floor. This is a great advantage 
in comparison to lacquered wood surfaces. 

 > First clean the floor thoroughly.
 > Manual application: Please apply a thin coat of 

Osmo Polyx®- Oil with the Flooring Brush or the Floor 
Roller Set.

 > Mechanical application: Please use the Osmo 
FloorXcenter to firstly intensively clean and then 
apply the Polyx®- Oil.

HOW TO

Floor Brush Floor Roller Set FloorXcenterPolyx®-OilFloorXcenterLiquid Wax 
Cleaner

Liquid Wax  
Cleaner Spray

Opti-Set
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CLEANING AND CARE

POLYX®- OIL ORIGINAL 

Refinishing is not a problem for floors treated with Osmo 
hardwax oils. After a thorough cleaning, simply apply a 
thin coat of Polyx®- Oil to the area, the partial renovation 
of a surface (e.g. walkways) is also possible.

MAINTENANCE OIL  

Refresh blunt and dull floors with Osmo Maintenance Oil. 
The regular use of Osmo Maintenance Oil can avoid time 
consuming sanding or renovation work. 

WASH AND CARE  

A mild soap which also nourishes the floor, especially 
designed for the regular damp mopping of wooden floors 
finished with Osmo Polyx®- Oil as well as laminates, tiles 
and PVC floors. 

LIQUID WAX CLEANER 
3029 Clear / 3087 White 

Clear or white transparent. For the refreshing of dull floors, both 
cleans and regenerates the wood, as well as nourishing the 
surface with necessary waxes. 
 

LIQUID WAX CLEANER SPRAY 
3029 Clear 

Clear or white transparent. Liquid Wax Cleaner in spray form, 
both cleans and regenerates the wood, as well as nourishing the 
surface with necessary waxes.

INTENSIVE CLEANER  

A highly effective – slightly alkaline special cleaning 
concentrate designed to clean and remove contaminants 
from both indoor and outdoor areas. Particularly recom-
mended for the intensive cleaning of oiled and waxed 
surfaces before finishing with Osmo finishes.
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MAINTENANCE KIT FOR FLOORS  

Here you have everything you need for the cleaning and care 
for your wooden floor: 1 L Wash and Care, 0.4 L Liquid Wax 
Cleaner Spray, 3 cloths and detailed care instructions for your 
wooden floor.

PRODUCT OVERVIEW

OPTI-SET  
 
The four piece opti-set makes cleaning floors easy. It contains a 
back-friendly telescopic handle with dust-mop for dry cleaning, 
a micro-mop plush for the regular damp mopping and an active 
fibre cloth to apply Liquid Wax Cleaner.

TIPS AND TRICKS

CHANGING THE LEVEL OF SHEEN

With the Liquid Wax Cleaner you can also change the 
gloss level of your floor, dull floors will become shinier 
when the Liquid Wax Cleaner is polished into the surface 
and shiny floors will become a less sensitive satin gloss.

CONSTRUCTIVE PROTECTION

Ensure that you have a sufficiently large foot mat which 
can act as a type of “dirt trap” for moisture, sand and dirt 
picked up on shoes. To protect the floor surface against 
scratching and pressure marks/dents, felt pads should 
be attached to the legs of tables, chairs and furniture etc 
and a protective mat should be used for beneath chairs 
with wheels or castors, this is the only way in which you 
can efficiently protect the valuable wood surface.
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AS GOOD AS NEW AFTER 
SMALL REPAIRS.

Thoroughly sand the damaged area.

HOW TO REPAIR SMALL 
DAMAGES YOURSELF 
STEP BY STEP
Wooden floors finished with Polyx®-Oil can easily be renovated – 
even partially, which is one of the key benefits of a Hardwax-Oil 
in comparison to lacquered surfaces.

1.  Tape off the damaged area(s) using masking tape.

2.  Sand the damaged, taped off area evenly, the final sanding 
grit should be that of the surrounding wood surface.

3.  The sanded area must be totally dust free before progressing 
(e.g. using a vacuum cleaner).

4.  Apply a thin coat of Osmo Polyx®- Oil using the micro fibre 
roller evenly to the surface.

5.  Leave the treated area to dry for approx. 8 – 10 hours.

6.  When dry apply a second thin coat using Osmo Polyx®- Oil 
clear and a lint free cloth.

7.  If there is a difference in the gloss of the repaired surface to 
the original boards please correct it using the Liquid Wax 
Cleaner.

CLEAR

PARTIAL RENOVATION
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Apply a thin coat of Osmo Polyx®-Oil using the microfibre roller. When dry apply a second thin coat of Osmo Polyx®-Oil clear with a lint 
free cloth.

STAINED

PARTIAL RENOVATION OF 
STAINED WOODEN FLOORS

Unlike lacquered surfaces, stained wooden floors which were finished 
using Osmo products can be touched up or partially renovated. The 
working steps are very similar to those for the partial renovation of 
unstained floors. 

1.  Tape off the damaged area(s) using masking tape.

2.  Sand the damaged, taped off area evenly, the final sanding grit  
should be that of the surrounding wood surface.

3.  The sanded area must be totally dust free before progressing  
(e.g. using a vacuum cleaner).

4.  Prepare the correct Osmo Polyx®- Oil Tints, Oil Stain or the correct mix 
of Osmo Polyx®- Oil Tints and Polyx®- Oil (Please take care to use the 
same mixture ratio) clear used originally for finishing of the surface. 

5.  Apply a thin coat of the Osmo Polyx®- Oil Tints, Oil Stain or the mixture 
with a lint free cloth. Leave the treated area to dry for approx. 24 
hours. If the resulting colour is not sufficient, please repeat and let it 
dry again.  
TIP: Use a spare piece of flooring left over from installation to do a trial 
application. 

6.  When dry apply a thin coat of Osmo Polyx®- Oil clear with a lint free 
cloth. If there is a difference in the gloss of the surface, see point 7 of 
page 26.

CLEAR OR STAINED
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TOOLS

FLOOR BRUSH NATURAL BRISTLE BRUSH

 > Perfect for applying all Osmo Polyx®- Oils 
and Wood Wax Finishes as well as the 
Osmo exterior finishes for the treatment  
of decking.

 > Available in 150, 220 and 400 mm

 > Perfect for applying all Osmo oil finishes
 > Available in 25, 50, 60 and 100 mm

FLOOR ROLLER SET ROLLER AND BRUSH SET

 > Micro fibre roller
 > Perfect for applying all Osmo Polyx®- Oils 

and Wood Wax Finishes
 > Contains a micro-fibre roller (250 mm), tray 

with ridged area and disposable tray inserts 
(3 pieces)

 > Perfect for applying all Osmo oil finishes on sawn  
and raw wood

 > Ideal for smaller areas
 > Contains a micro-fibre roller (100 mm), natural bristle 

brush (60 mm), tray with ridged area and disposable  
tray inserts (3 pieces)
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PRODUCT OVERVIEW

DOUBLE BLADE SCRAPER 

 > Suitable for Osmo Oil Stain and 
Polyx®- Oil 2K Pure

FLOORXCENTER DECKING AND FLOOR CLEANER

 > Easy-to-use lightweight single-disc machine
 > Multifunctional, 4 additional tools for cleaning and appli-

cation
 > White pad for removing day-to-day soiling or the appli-

cation of Osmo clear or coloured finishes.
 > Brush ring for intensive cleaning
 > Red pad for removing heavy soiling and de-nibbing
 > Micro-fibre pad for removing loosened dirt and moisture
 > Machine can possibly be rented from an authorised 

dealer

 > For intensive, deep cleaning of wooden floors and 
reviving greyed wood fibres

 > Suitable for interior and exterior use
 > Highly effective thanks to counter-rotating brushes
 > Removal and collection of dirt in one step
 > Dirty water is lifted from the surface and collected 

in a tray whilst working
 > Machine can possibly be rented from an autho-

rised dealer

TIPS AND TRICKS

CLEANING TOOLS

After applying Osmo Polyx®-Oils or Wood Wax Finishes 
you can clean brushes or the micro-fibre rollers quickly 
and easily with the Osmo Paint Remover, additional 
inserts are available for the roller set trays, simply replace 
instead of having to clean. Osmo Easy Clean hand wipes 
are perfect for cleaning your hands: special, damp, hand 
wipes for the effortless removal of oil, waxes and glues 
when there is no water or sink around.

MANUAL OR MECHANICAL? 

For highly-frequented or larger areas we recommend 
the regular cleaning and caring of the surface using the 
FloorXcenter, the lightweight single disc machine is much 
faster and more efficient for these purposes. Achieving a 
light and even colour tone when staining a floor especially 
when working with certain application methods (e.g. “wet- 
in-wet”) can only be achieved with mechanical application. 

A professional contractor can also be used for the regu-
lar cleaning and care.
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WOOD POLYX®-
OIL  

ORIGINAL

POLYX®-
OIL  

RAPID

POLYX®-
OIL  

2K PURE

WOOD  
WAX FINISH 
CLEAR EX
TRA THIN

POLYX®-
OIL  

TINTS

COLOUR 
STAIN

POLYX®-
OIL  

EFFECT  
NATURAL

POLYX®-
OIL EFFECT 

GOLD / 
SILVER

WOOD WAX  
FINISH 

CREATIV

WOOD 
WAX FINISH 

TRANS
PARENT

SPRAY 
POLYX

Maple + + + o + o + – o o +

Afromosia – – + + – – – – – – –

Acacia + 1) + 1) + o + 1) + – o + 1) + 1) +

Bamboo + 1) + 1) + o – – + 1) – – – –

Birch + + + o + + + – + + +

Pear tree + + + o + + o – + + +

Beech + + + o + + + – o o +

Doussie / Afzelia – – + + – – – – – – –

Oak + + + o + + + o + + +

Oak, smoked + 1) + 1) + o + 1) + – + 1) + 1) + 1) o

Alder + + + o + + + – + + +

Ash + + + o + + + o + + +

Eucalyptus + 1) + 1) + o + 1) o – – o o +

Spruce / Pine + + + o + + + – + + +

IPE – – + + – – – – – – –

Jarrah, Australien + + + o + + – + + + +

Jatoba – – + + – – – – – – –

Kambala / Iroko – – + + – – – – – – –

Kempas + 1) + 1) + o + 1) o – + 1) o o o

Pine + + + o + + + – + + +

Cherry + 1) + 1) + o + 1) – – – – – +

Cork + 1) + 1) + o + 1) + + 1) – + 1) + 1) +

Larch + + + o + + + – + + +

Mahogani – – + + – – – – – – –

Merbau + 1) + 1) + + 1) + 1) o – – o o +

Walnut, american + 1) + 1) + o + 1) o – – o o +

Walnut, brazilian – – + + – – – – – – –

Olive + 1) + 1) + + + 1) – – – – – o

OSB, sanded + 1) + 1) – o + 1) + + 1) – + 1) + 1) +

Palisander – – + + – – – – – – –

Pitch Pine + + + o + + + – + + +

Robinia + + + o + + + o + + +

Teak + 1) + 1) + o + 1) + – o + 1) + 1) +

Tigerwood + 1) + 1) + o – – – – – – +

Elm + + + o + + – – + + +

Walnut + 1) + 1) + o + 1) + – – o o +

Wenge – – + + – – – – – – –

+
+ 1)

o
–

recommended

thin application!

possible

not recommended

WOOD SPECIES / PRODUCT OVERVIEW

OSMO RECOMMENDATIONS
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CAN I STAIN MY WOODEN FLOOR A DIFFERENT 
COLOUR?
Yes, Osmo Polyx®-Oil Tints can be applied easily usinga firm 
brush. The Osmo Wood Wax Finishes should be applied 
using a firm brush, then allow it to work in for a few minutes 
and then wipe off the excess with a cloth, following the grain 
of the wood. Leave the floor to dry overnight, ensuring that 
there is good ventilation and then apply one thin coat of 
Polyx®-Oil to finish. Osmo also offers the professional Color 
Oil range for the mechanical staining of floors.
HOW SHOULD I PREPARE THE SURFACE OF MY 
WOOD FLOOR?
The surface should be sanded following the grain of the 
wood and finished with 120 –150 grit sandpaper. Care should 
be taken to remove all scratch marks.
WHAT HAPPENS IF I DAMAGE PART OF MY FLOOR?
Unlike many of the traditional lacquers, damaged areas on 
floors treated with our products can be sanded and re-trea-
ted with the same products without any visible brushmarks 
(see page 26 – 27).
DO I NEED TO SAND BETWEEN COATS?
You should always assess the surface before applying the 
second coat, as sanding between coats may be necessary.
IS THERE ANYTHING SPECIAL TO WATCH OUT FOR 
WHEN TREATING HARDWOOD FLOORS?
Some hardwoods such as jatoba and merbau are dense 
and have a high oil content, which reduces their capacity to 
absorb other finishes. We recommend treating woods such 
as these with Wood Wax Finish Clear Extra Thin or Osmo 
Polyx®-Oil 2K Pure, which penetrate deeply into the pores of 
these wood species.
WHAT HAPPENS IF I OVER APPLY THE PRODUCT 
WHEN TREATING A FLOOR?
If you have applied too much Polyx®-Oil, the drying time will 
be extended considerably. If this happens, provide additional 
ventilation by opening windows and doors so that the pro-
duct can dry naturally by oxidation. If damage occurs to the 
surface as a result, repair the surface as described above.
WHAT HAPPENS IF I UNDER APPLY THE PRODUCT 
WHEN TREATING A FLOOR?
If you have applied too little of the product, the surface may 
watermark, the wood may dry out or appear dull. In such 
cases, please apply another thin coat of Osmo Polyx®-Oil.
CAN I MIX ALL THE OSMO COLOUR-SHADES AMONG 
EACH OTHER?
Yes. The colour shades of the respective product ranges can 
be mixed in any ratio. The Osmo Wood Wax Finishes are 
mixable allowing for a larger colour range.
HOW LONG DOES THE SURFACE TAKE TO DRY? 
Osmo products dry within 8 –10 hours (except Polyx®-Oil 
Rapid: 4 – 6 h). The surface dries by oxidation and absorpti-
on. Please ensure that there is sufficient ventilation for drying 
purposes.
WHEN CAN I WALK ON THE FLOOR AGAIN?
As a general rule, the floor can be used one day after the final 
coat is applied. However, you must make sure that the final 

coat is dry to the touch. The surface will take 14 days to cure 
completely. As a result, we recommend that rugs etc are first 
placed on the surface after 2 – 3 weeks.
DOES THE FLOOR NEED POLISHING ONCE THE FINAL 
COAT OF OSMO POLYX®-OIL HAS BEEN APPLIED?
No, at this stage no further floor treatment is necessary. 
However, the surface may be buffed with a single-disc buffing 
machine (white pad) once completely dry. If a higher level of 
sheen is desired, the floor can be treated after one day at the 
earliest with Osmo Liquid Wax Cleaner and then polished.
HOW DO I MAINTAIN MY FLOOR?
This all depends on how much it is used. For regular, protec-
tive cleaning, we recommend adding Osmo Wash and Care 
to the mop water. If the floor starts to look dull and lifeless, 
simply refresh it using Osmo Liquid Wax Cleaner. This can 
be done in small areas, e.g. under doors or where there are 
rub marks, without needing to refresh the whole floor area as 
our products leave no visible brushmarks. If the signs of wear 
and tear are more substantial, the floor should be re-treated 
with Osmo Polyx®-Oil. The Osmo Opti-Set has proven to be 
an invaluable tool in maintaining floors, as it contains all the 
implements required for the job, including mops and cloths 
(see pages 25).
WHY DOES THE COLOUR IN THE TIN LOOK DIFFERENT 
THAN AFTER IT HAS BEEN APPLIED?
Depending on the wood species they are applied on, finishes 
can appear differently in colour shade. This shade does not 
have to match the small sticker on the tin. We recommend 
to apply a small sample treatment on a similar piece of wood 
before complete application.
HOW SHOULD THE WOOD SURFACE BE PREPARED 
BEFORE USING OSMO COLOR?
The surface must be clean, dry (moisture content max. 20 %) 
and frost-free.
DOES WOOD FINISHED WITH OSMO SMELL?
The finishes, after drying, have a slight natural oil and wax 
aroma. During application you will also notice the slight smell 
of the solvents as you work, we use dissaromatised white 
spirit as a solvent, which is not harmful to health, instead 
of so called "Eco" solvents, sauch as citrus oils, which can 
cause allergic reactions. The solvent is 100% dissipitated after 
drying and curing. 
DO OSMO PRODUCTS CONTAIN HARMFUL  
SUBSTANCES?
Osmo products are based on carefully purified natural oils 
and waxes, dried surfaces are safe for humans, animals and 
plants (suitable for childrens toys EN 71.3 and fast to saliva 
and perspiration according to DIN 53160).
NOTE FOR USING HARDWAX-OILS 
Cloths and material soaked with Hardwax-oil products should 
either be washed out immediately or stored in an air tight 
metal container (Danger of self-ignition!).

QUESTIONS AND ANSWERS



Your local Osmo dealer:

Osmo Holz und Color  
GmbH & Co. KG 
 
Affhüppen Esch 12  
D-48231 Warendorf  

PO Box 110161  
D-48203 Warendorf
 
Tel +49 (0) 2581/ 922-100  
Fax +49 (0) 2581/ 922-200 

www.osmo.com 
info@osmo.com 

FURTHER PRODUCTS 

>  GARDEN 
Decking  
Screens  
Garden houses 

>  TIMBER CLADDING 
Solid wood cladding profiles 
Cladding profiles  
Cladding wood 

>  COLOR 
Interior and exterior wood finishes 
Wood protection and care  

>  FLOORING 
Solid wood flooring 
Renovation Plank 
Creativ-Flooring 
Engineered Parquet 

 

>  INTERIOR WOOD  
Solid wood profiles for walls 
and ceilings  

>  SKIRTING 
Functional skirting 
Hobby and construction 
Construction wood 
Floor profiles 

>  EDGE GLUED PANELS 
Work surfaces 
Stair profiles 
Furniture doors 
Construction wood
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