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Armored/Metal Clad Cable Fittings

Two Screw  
Strap Type  
Connectors

Used to connect MC cable to box or enclosure.

 File No. E20534:  682-DC2

 File No. E202876:  683-DC2 thru 689-DC2; 683-DCI2 thru  
689-DCI2 and 683-DCX2 thru 689-DCX2

Zinc Die Cast (Round Opening)
Catalog K.O. MC Cable Range Unit Std.
Number Size Min. Max. Qty. Pkg.

682-DC2 3/4" 10/3 (.530") 6/4 (.865")* 10 100
683-DC2 1" 6/4 (.875") 4/3 (1.040") 10 100
684-DC2 1 1/4" 4/4 (1.100") 3/4 (1.250") 10 100
685-DC2 1 1/2" 2/4 (1.250") 3-2/0 (1.500") 5 25
686-DC2 2" 4-4/0 (1.750") 4-250 MCM (2.000") 2 10
687-DC2 2 1/2" 4-300 MCM (2.000") 4-500 MCM (2.500") 1 5
688-DC2 3" 4-500 MCM (2.375") 4-750 MCM (3.000") 1 5
689-DC2 3 1/2" 4-600 MCM (2.750") 4-750 MCM (3.500") 1 5
*AC/MC

Zinc Die Cast (Round Opening) / Insulated Throat - 105°C
Catalog K.O. MC Cable Range Unit Std.
Number Size Min. Max. Qty. Pkg.

683-DCI2 1" 6/4 (.750") 4/3 (1.040") 10 100
684-DCI2 1 1/4" 4/4 (1.100") 3/4 (1.250") 10 100
685-DCI2 1 1/2" 2/4 (1.250") 3-2/0 (1.500") 5 25
686-DCI2 2" 4-4/0 (1.750") 4-250 MCM (2.000") 2 10
687-DCI2 2 1/2" 4-300 MCM (2.000") 4-500 MCM (2.500") 1 5
688-DCI2 3" 4-500 MCM (2.375") 4-750 MCM (3.000") 1 5
689-DCI2 3 1/2" 4-600 MCM (2.750") 4-750 MCM (3.500") 1 5

683-DC2 683-DCI2 683-DCX2

Zinc Die Cast (Rectangular Opening)
Catalog K.O. MC Cable Range Unit Std.
Number Size Min. Max. Qty. Pkg.

683-DCX2 1" 6/4 (.875") 4/3 (1.040") 10 100
684-DCX2 1 1/4" 4/4 (1.100") 3/4 (1.250") 10 100
685-DCX2 1 1/2" 2/4 (1.250") 3-2/0 (1.500") 5 25
686-DCX2 2" 4-4/0 (1.500") 4-250 MCM (1.850") 2 10
687-DCX2 2 1/2" 4-300 MCM (2.000") 4-500 MCM (2.500") 1 5
688-DCX2 3" 4-500 MCM (2.375") 4-750 MCM (3.000") 1 5
689-DCX2 3 1/2" 4-600 MCM (2.750") 4-750 MCM (3.500") 1 5




