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GENERAL INFORMATION

1.1 Introduction

The Ltl Acorn Ltl-6210M is a step-up to Ltl-5210M. provides enhanced featurg
performances. Bundled with the MMS-module (MultineedViessaging Service
LTL-MM2), the standard scouting camera (Part #82tOMC) can be upgraded
remote cellular camera. With its highly sensitivassive Infra-Red (PIR) sensg

(ROI), triggers to take pictures/videos, and sehdsmages via GSM ne
phone or email account. With newly added SMS renoatetrol feature

content.

Features:

e 1440 x 1080/
Infrared night
model 940nm
“Cam # Video”

ing on, programmable to only worlsprecified period every day. This
sed together with Time Lapse fedatumeet your timetable

cover built-in 2.0” TFT colosgiay to review images and videos.
erature, moon phase and batteey ¢ew be stamped on picture

and password protected

x 480 resolution MMS image

tup is a snap by running the user-friendly saftvean the enclosed CD on the computer,
directly on the built-in TFT display.

’: Can change several language of the menu througjingsedbuntry in MMS menu or in PC



Setup
* Separation of the Camera and the MMS module previders flexibility: starting with

the value models a standard scouting camedaypgrading to the premium mgdel with
MMS function.

e SD card can be set in “Cycling Save” mode, whictoaatically deletes the garli
photos or videos and makes room for new ones.

* Advanced Remote Cellular Technology transmits irsatge your cell p
email account constantly at lower battery consuomptind shorter trans nitime,
compared to products of its kind on the market.

» Text alert when battery power level goes low

» Check cellular signal reception on the built-in Téi$play on the field

* Internal antenna design. External antenna is dleail@hen using sgedr lro .

e Operates globally via GSM/GPRS network. Supports toagpiéls: 850
1900MHz.

1.2 SM Sremote contr

Ofler example meanin
cotle p g

Made: , Vi 1 HVi

cameta(0), video ‘ ) sicamerg+vided 01*1# Set to video mode

Image size MP (0), 5I\/§3 (B, 2MP (2) 02*1# 5MP

Videb size 1080P(0), 7208(1) VGA(2) 03*1# 720p

Pictire Ne 01 phota(0), 02 phota(1), 03 photo

% i P PROTON gaxo 3 photos

Video length#1-60 indicates different value 05*59# 59s

Intetvali begihning with S(s) represents Second,
i ( epresents minute 1-60 indicate86*s30# Interval:30s
p/lff erdt value

Serig@tNa off (0), on (1), take camera setting
for reference

figure+ letter

PIR sense level Low (0), normal (1), High
(2) ,off (3)

07*1AbC | Serial number
D# AbCD

08*1# normal




09 | Time lapse off (0), on (1) 09*0# off
10 | Side PIR off (0), on (1) 10*1# on

11 MMS status off (0), VGA (1), SMS (2) 11*2# SMS
12*151976| Phone ngmb
11542# 151976F1542
13*info@! | Email !n
tlacorn.cn#| info@ltla

14*info@! | Email 4

12 Phone No 2 or Email Maximum 48 types

13 Phone No 3 or Email Maximum 48 types

14 Email: Maximum 48 types

tlacorn.cn#| info@ltlagatn.

15 Maximum photo number settingd (no limit) 15*0# N imit

. L . mg2 oéting
16 Time lapse off (0), on(1), Time indicated with) 16*101330 st bf ied
2 bytes, EX 1h 33m 2s indication: 01 33 02. 2#

5 &
17 Timer 1: off (0), on (1) . Tiine indicated with 174101530 h s
2 figures, EX 1h 33m 2s indigation: 01 33 02. 4. 2# ’
Timer 22 off (0), on (1) . Téme indicated wi 7*101330
18 , . h 38m 2s
2 figures, EX 1h 33m 2s indigation: 01 33 0% #H
19 SMS receipt time 0-24h 0 indicates $@:limi e "
25 off ‘ -1
Shooting t for this time @f£: (0,5 on (1
After th ipt of the ord : 3
60 (After Ie receip .o e ordér By came .; ’ hdl and return
there will beiia picture be shat ang sent bi )

your phone/
Ord*r 12 an

MS or email/GPRSE)
3are ineffectiie TP mo¢

e starts with*¥ , @&ll the valtie

30#07*10A3Z#A
2MP, interval:30s S€nial No: 0A3Z

control setting, different valuehwdifferent extra power consumption,
“off” zero.

es for all the"SMS content, for mul#i parameters setting please send
Please do not send SMS continuosslyd again only when you
ess of the last order by checking.

module, after the identificatiorttif phone number the module will
iately on parameter set format ssicedailure.



® Set up SMS remote control on pc

L1 Acorn

Yersion:1.2.022

Select Language M Camera Model

Camera Setup MMS Setup Smtp Setup

Click here to get the latest updates |

tp:Setup, and

I'Lt1 Acorn 6210

smoMode THNNE sviesews [T

SMS Hemaote Control
GPRS Setting

APN

Account

Password
Sender

S Server

Por 25

Sl m g |123456783@9qqg.com

EEEEEEERELE
Password

Recipients

Email 01 123456789@163.com
sWsS_—
’VPhung No 151688665888




In Auto mode, first select country and operatomianual mode, you fill ilPN / Account /
Password. This parameter you can find from your mobile opearat
Write in yourE-mail server / port / sender E-mail / Password andRecipients E—majlﬂ

Operator
SMS Remaote Control |
(o] ST ) f— 7
APN
Account
Password
sender———|
Smtp Server _

Port

Sender Email

SMS receipt time,
“off” indicates

SMS remote control, the value ranges
“0” indicates 10mins, “1~24" indicates

nt mera and

SMS Remote Control

d ¥ key to navigate



g — N

Use & and ¥ key to set the value

1.3 Application

e Trail camera
e Animal or even
* Motion-triggere
« All other indoo

hunting

observation
security camefagifor Alome, office
utdoor surveik

comehunity
dence an e alert needed

L4Hlustratiol
Figur, shows the front vi artl-6210M)
Fig 1.2 shows the bottom ¥ie merat (@ atl-6210M)

Figure 1.3 shows the back view ofithe era Phat-6210M)



T
T

LED IR
Flash

Y ¢

FigurerllI‘Fro Vi’«v Ltl-izlti/t l

-

Push Open/
Close the
Cover

UsB

Power/Mode
Switch

4 Cell SD Card SIM Card 8 Cell
, Figure 1.2: Bottom View of Ltl-6210M

heicamera pravides the following connections fdemal devices: USB 2.0 port, SD card slot,

\'%

t jaek, and external DC power in jack. The &wPower/Mode Switch is used to select the

mainioperation mode€QFF, ON andTEST.



To power up the camera, install fdMEW high-performance alkaline or lithium AA batteries
the camera. FOR BETTER PERFORMANCE, WE RECOMMENDONIS ENERGIZER
LITHIUM AA BATTERIES. To achieve longer in-field life, always install A2 batteries.

Loundspeaker

e a—
Figure 1.3: Back |ewutl-6210M
CAUTION: 1fyou are not using the erator tended period of time, it is highly

recommendedithat you ovethebatieri om the camerato avoid possible acid leak
thatimay damage the cafner a which waulds@id the warranty.



GETTING START

21 Insert SIM Card (Only for Model LtI-6210M M)

A SIM card is needed from a Mobile Phone
Network Operator (MPNO). Make sure they
provide Multimedia Messaging Service
(MMS).

Insert the SIM card into the slot at the
bottom of the camera. Push once to insert,
twice to get out.

-10 -
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2.2 Load Batterieson the Front Camera

» Open the bottom cover by pulling down the lock hole
» Push or dig two battery boxes and release therpattmor.
» Install 4 AA batteries in front of camera and 8 AAtteries in back of cameray Make

sure the polarity matches the sign on the cover.
» Push to close the door.

Alternatively the camera can run on an external B3+ DC power source (optiofial). ¥hen

both external power and batteries are connected;amera will be powered by the gxterjal one
preferentially. Hooked up with Ltl-SUN Solar Poweanel (purchased separately),«the icamera
can work in the field over one year without chagdiratteries.

When battery level gets low, the Motion Indicatorthe LED arra
Wireless camera will automatically send a “Batteow” text ale phone or
email account. Meanwhile, the battery ilevel will fiown as C
MMS pictures.B3 stands for high level arll indicates th@dgvel i o change
the batteries soon.

2.3Insert SD Card and format It

The camera does not come with interngak g i cure Digital)
memory card or SDHG! (High Capacity)icard: Beforgening inte the card slot,
please make sure the write-protect switchion i OT in the “Lock”
position). The ;supportéd memory capacity is:up 2GE
32GB; make stire you test it before pu the: carireu

\ UP or ¥ideo

{ | LEFT or EES EENU

' DOAN or Camera

’ e .
V Figure 2-2

Always format the SD card on the CAMERA when use it first time. Switch to theTEST
posiio enter the Test mode. Pr&sENU button to access the main menu. Scroll down to
Format. Pres<OK to format the SD card.

-11 -



2.4 Set up Cameraon PC

After formatting it, pull the SD card out from tkamera and insert it in your computer. If your
computer is too old to read the SD card, you negalitchase an SD card reader. Of course ,you
can use the camera’'s USB port connected to PQlgirec

Find the enclosed compact CD from the package hdxpat it on the CD tray. Run up.exe
file.

You canalsovisit the nationaldistributor'swebsiteto downloadthelatest version of the
program,or downloadfrom http://www.sendspace.com/folder/7zd6ic

The following window prompts:

PBiLt]l Acorn

Yersion:1.2.005%

e o

Click here 1o get the latest updates

Seleét your lariguage and the correct ¢
yourwill see the followi

-12 -



mLtl Acorn 6210 X

Video Size 1280x720 ~ Picture No. 01 Photo ~

Time Stamp m Sense Level w '

Side PIR m Video Length “ Sec
Interval m “ Date Format m

Beep Sound m SD Cycle m

Set Clock . 2011/10/24 08:37:29 |

Startt  Hour Min  Stop: Hour ° Min

e OO o | o] o o]
Serial No. forr [N - (RN - (N - [ - |

Hour : Min .

Sec
Time Lapse m 0 | 0 | 0 |

Set up the camera basgd on your owninged. Bldaseng td3.1 Pariamet tingsin

Advanced Settings secti@n to find detailed €xplanations bf eda¢h setting.
i GetTime | ptrieve the co er time. Cligk ¢ _Setect 1 to find and choose the
' is placed, us a l@ter E:\{Foriexdmple, the SD card is inserted

elect only D@ NOT choosganyifalder under F:\.

>

. Aimessage window popsiout as below. Click OlleAnamedmenu.dat
has Been created and saved in the root directdhegdsD card.

LtlAcorn 4

‘ Ltl 6210 Configuration file is generated

If youi like; yodic uﬁe manufacturer defaettisgs by clicking on__ Pefault |,

ATTENTfON: THE PASSWORD CAN ONLY BE SET UPON THE CAMERA, NOT ON
THEPC

Cli £l and go back to the main menu.

-13-



2.5 Set up MM S Function on PC

On the main menu, pres$M S Setup.

2 Lt1 Acorn

Version:1.2.027

Select Language M Camera Model LU 6210MG  ~

Camera Setup MMS Setup Smtp Setup

Click here to get the latest updates

LElTAcorn 62100
MMS

MMS Mode I I | MMS Status

Picture No.{ day “ Note: 0 = Unlimited

3MS5 Remote Control

Gateway

Port

Account
Password
Phone or Email

Phone or Email

Country

United Kingdom =/ @nd the Mobile Phone Network Operator (MPNO). Witito

-14 -



setup, the URL, APN, Gateway, and Port sectionkbgilgrayed. You only need to input the
phone number and/or email address you'd like theSvidttures to be sent to. You can enter up to
three different phone numbers and/or email accounts

If you chooseM anual to manually input all the parameters, you neecbtttact your Mobil

Phone Network Operator (MPNO) to have them proyimie all the required informa ch as
URL, APN, Gateway, and Port.
Note: The MMS parameters of the major MPNO'’s in eachntry have been pre-storedin ihe

setup program. You're recommended to chobsto to let the system to set up the
However, because each local MPNO has their owimgstfor their MMS service,
settings can change over time, you may need toirgctipe settings from your
Auto-selected settings fail to work. If you find oub#e settings have ch
information provided by your MPNO, or you have isgf$ from your,
Operators list, please notify us so we caf updategram.

Q).
o
()]
(4]

o

Clickon  Sefeet | {0 find and choose iie drive where
after E:\. For example, the SD card is inSerte@®ane F:\.
choose any folder under F:\.

Click on__ Generate | message wind@w: popsioutiasibelow; Click OKil edsetup.dat
has been created and saved in the ro rect

Setup

Q MMS configuration file (URL|APN|Gateway|Port ...) has been generated

etrieve the SD card asettit in the
5T mode. Two lines inshdw up

iles have been successfully installed on the
dat andsetup.dat are not installed successfully.
h step and strictly follow the instruttio

-15-



“Ltl Acorn

Version:1.2.005

Select Language M Camera Model Ltl 6210MG  ~

e o

Click here to get the latest updates |

Display below:

LET Acorn 6270

Smitp Mode SMTP Status YGA

SMS Remote Control
GPRS Setting

APN

Account

Password

] T L —— e ——

Smip Server

Sender Email

Password

Flemplents
Emall 0m
SMS

o

Generate

0 mode first selegt country an’operatonmmual mode, you fill il PN / Account /
ord. Thig parameter you can find from your mobile oparat
in your mer'l server / port / sender E-mail / Password andRecipients E-mail.

Select parameter to SD card and insert SD carccartera and power on the

hat'siwjll OK.
iewik ocal MNPO name and Signal Srength on TFT Display

find your local Mobile Phone Network Opera name and the signal strength on the

-16 -



TFT display on the camera, just like you can seadgeption on a regular cell phone.

Install the SIM card and 12 AA batteries. Switctitte TEST position. If you like, you can

strength on the TV. If you don'’t have an access T/, wait for 40 seconds or until
short beep. Then you can see the information oif Biedisplay.Note: During the pr
slightly move the camera to make sure the LED lighhe front keeps flashing. If
long (over one minute) , the display may poweranifl shut down. You need to sw
then TEST to start over.

Signal strength

Mobile operators

[«] 1w  cmcc [

[00100/01800m]

th. ToitnakeitheiMMS module to work, at least
theifeceptioniis.too weak for the MMS to

s on the screen, it means the MMS-module isfowtd (installed). If your
ard Model Ltl-6210MC, then it isli@cause your camera is not equipped with

-17 -



[&] 1w vowmn

= [00100/018000]

2.8 CameraWorking with MM S

» The camera is ON and functions: The SD card hasgim
enough power capacity. The camiera is in Cam ry

mode.

* SIM card is installed. The MM ‘ ervice igiactivaeds ice§ need pre-paid
balance in the @ccount.) The SEMicard i

» The signal is gffong in the field i Ehe regipicit's
entered correctly. You are suggested té take thgsi i nd do the

send-and-recei¥e test on site.

» The Timer function is OFF. If yguihaveithe Time 3 are in the specified
time period when expecting ingorming IMMS pi
MMS Status VGA -

Off

VGA
Note: 0 = Unlimiti{*}[¢].] :

SMS ; Us is not set OFF.

Picture No. day ! LS iThe 'SEtting is “0”, or the daily limit has
not Been reachgd. If the daily fimitthas:beegh redckiou can reset that number on your
compdter or onithe TFT display. Then thé daily fistarts to count from No. One.

The camera is stationary whilg sending MMS pictures

2.9 Enter TestiMode
Under the test mode, ©ne useful function you wdikld is testing the work area of the PIR
ive Infrafed), senser, specifically the senaimgle and distance. To perform the test:

First strapi the gafprera on a tree aiming the regfianterest (ROI).

Walk slowly f one side of the ROI to the otharallel to the camera. Try different
distangeg and angles from the camera.

Iffthe Motion Indicator flashes blue, it indicatése position from where you are
tected by one of the side Prep PIR sensors.elfMhbtion Indicator flashes red, it
icates the position from where you are captimgethe main PIR sensor.

-18 -



By doing this test, you can find the best placememén mounting and aiming the Ltl Acorn
camera. In general, you are recommended to placeamera 3 to 6 feet (1 to 2 meters) above
the ground.

To avoid potential false triggers due to tempemtamd motion disturbances, pleasé dainot aim
the camera at a heat source (i.e. the sun) oryé&ad branches and twigs. The ideal diréction to
aim at is the north. Also, remove any twigs clas¢he front of the camera.

2.10 Enter Live Mode

Switch to the ON position to enter the live modaeTotion Indicator will flash e bout
10 seconds and the camera starts working by itg&#ibut any manual ha . atonce
shoot pictures or record videos when game or ahgcts enter the PIR i

directly. If the game enters the PIR area of trep@ensors from th rs detect
the movement and activate the camera rea of the
main sensor, the camera takes photos/yideos imtegdi¥ the g away @afterientering

sensor working. When d on and starts
shooting pictures. Theiti
The trigger time varies i 3 i t, generally from 1
to 5 plus secgnds. O second trigger time.

capture the rear part of

of the two side/prep se ' op with a 100 to 120° angle of induction,

a very wide scbpe far fcamera lens. When game first crosses the
PIRarea of the prep adliverte ready to shoot after 1 second. If the
ga continually ent ca of thennsensor, the camera takes pictures

r 3 seconds. If the trigger et&nonsecutively happened twice only in the PIR
sensors, the camera will not beased by the side prep sensors, but only by
ensor. So later on when the game ertterRIR area of the main sensor eventually,
not in fast movement, the picture Wiflall means capture the whole body of the game
on our standard 0.8 second response time.

-19 -



ADVANCED SETTINGS

The Ltl Acorn trail camera comes with preset maotufieer settings. You can change
to meet your requirements, by manually operatingttee camera or programmifig
computer.

3.1 Parameter Settings

Switch to theT EST position to enter the Test mode. In this mode g take pict’*:r r
yp

clips like a regular digital camera, or enter therd to set up parameters. On t
are four “shortcut” functional keys (see Figure)3abrking as below: J

e

UP or V¥ideo

i LEFT or NES NENU

RIGHT or SHOT

DOWN or Camera

*
Fi

Pres§thed ' Key to set the ca shoot video clips.
Pressithe¥ key to set thg cameraitotake still pictures.
Pressithe P T key to manua
on the: cameraiisetting) will Be tz
“CARB PROTECTED” when
the S card and slide its writé-protect switch ffo o
Pressithe0K R
connegteq TV
in the picture.

Press “MENUkéy to enter/exit the Camera Setupum@mes‘, ¥ to move the marker,

settings
your

ideo
Td there

trigger the shutter. A photo adeo (depending
en and savechéoSD card. If the display shows
pu press tIBHOT key, switch the power OFF, remove

PLAY key to review/playback photos/videos on the LCEeen, or a
onitor. Us& and ¥ key to navigate. Usd and P key to zoom

4 P tg.change the setting, arOK to confirm the change. Always remember to prOK; to

save thgichange. Otherwise you will lose your nettrg.

-20 -



Par ameter Settings Description
(Bold = default)
Mode Camera, Select whether still photos or video clips
Video, are taken. IlCamera+Video mo
Cam+Video camera takes photos and vid
trigger event.
Format Enter All files will be deleted after f

the SD cardFor mat the SD
the camerawhen useit first t

ne

the
SD card have been bac
Photo Size (affects still 5MP, 12MP, 2MP | Select desired resolufig tos
photos only) from 2 to 12 megapixe
resolution proglu
photos, but greate
occupy. more §pace & r time
htly
i
Video Size (affects 1440X 1080, (pixels per
video clips only) 1280 X %20, produces
640X 48 reates larger
cE280X720

Set Clock

selected interval, the camera will not
take pictures/videos. This prevents the
SD card from filling up with too many
redundant images.

High, Normal, L ow,

Off

Select the sensitivity of the PIR sensor.

The High setting suits indoors and
environments with little interference,
while the Normal/Low suits outdoors

Enter; ) set up date and time.
apacifor will remain the clogk
p #6 7 minutes when changing
ureNo. cts 01 Photo, @2 Photqs, | $elect"the number of photos taken|in
still photo 03 Photo sequence per burst in Camera mode.
Vigdeo Length (affects: | Avi 10 s, ogtional frot [FVideos are in AVI format that can be
ideo clips anly) 1s t@ 60s played back on most media players.
val 1 Min, optionaFirom | Select the length of time that the camera
1S oM will wait from when the last picture wasg
taken and written on the SD card, until|it
responds to any new triggers. During the

-21 -



and environments with more
interference, Off which turns the
function off. Temperature also affects
the sensitivity. The High settingils
suitable when the ambient tendperature is
warm, and the Low setting is i
cold weather.

Time Stamp (affects On, Off SelectOn if you want the dat
still photos only) imprinted in every photo.
Timer 1 Off, On SelecOn if you only want th 0

work within a specified peri

the camera will flRctie!
current day 08
the time periog@ihe cé

triggefed: nor ke phatosiyide
feat nb used

Timer 2 Off, C i SelecOniif yau only wantithe camera to

setiat 18:35 and the endi
the
cureent day ta8:25 the next day. Outsi
the time perigd the camera will not be
tgggered: ngrtake photos/videos. This

feat an be used together witime
apsefeature.
Off,iOn Set up a password to protect your camera
,O from unauthorized users.
Off £0n SelectOn to assign a serial number to

each camera you have. You can use the
combination of 4 digits and/or alphabets
to record the location in the photos (e.g.
YSP1 for Yellow Stone Park). This helps
multi-camera users identify the location
f when reviewing the photos.
Off, On If setOn, the camera will automatically
take photos/videos at the set interval
(Note: in this mode, the PIR sensor is
disabled). This is helpful when
monitoring fields in long range, or the
process of flowering, etc. This feature

-22 -



can work together witfiimer feature.

SidePIR

On, Off

The default setting i©n. The two side
prep PIR sensors provide wider sensin
angle and enhance response ti
(Reference.10 Advantages of Brep
Sensors.) However, in some situatiohs
you have difficulty removing
interfering twigs, or avoiding
sunlight. If so, you have the pptigh t
turn off the side sensors.

g

Sound Settings

On, off

Choose OFF to turn offithé

Cycling Save

On, off

he

Default Set

rer

=

3.2 Setup MMSon Camera

(Bold = gefault)

Description

Choose your Country ->Wireless
Operator. Then enter the receiving cell
phone number/email account. You can
enter up to three numbers/accounts.

If you don’t see your country and/or the

wireless operator oAuto Setting, you

need to manually enter the parameters.

Ask your operator for URL, APN,
Gateway, and Port (Account and
Password if required). Then enter the
receiving cell phone number/email
account. You can enter up to three
numbers/accounts.

-23-




SM S remote control 0, 1~24, Off the value ranges from “0"to “off “whicl
represents the SMS receipt time, “0”
indicates 10mins, “1~24" indicates the

interval time 1~24h to recei SMS§,
“off” which turns the SMS’ reote
control function off.

MMS Options Off, VGA, SMS The default setting i©ff, whig
is3o
sl

choose either VGA or SMS.
send 640x480 pictures, whe
messages (date & ting
MM S Max Image No. 0 You can decide the

i
the MMS function off. To turg i E

Reset MM S Config.

Press 4 key to enter/exit the MMS Set Amenu

Auto Setting MMS Param.

-24 -



Choose the Wireless Operator.

g — N

China Mobile

[mendl$

hange L ahgliage

et dp langugge on PC
Select @ountry fand store update file to SD cardiTipeit SD card into
amera.Power agh the camerg willFthange your largguag

Set Up langugage From MM S menu:

nter MMS setting menu @&nd select country, saveatgpdavill change your
anguage.

3.4 Eile Forma

TheiSD ¢ard istgres all original pictures and videoshe folder \DCIM\100IMAGE, and all
MMS§ picturesiin the folder \MMS\ with the same filame. Pictures are saved with filenames
like IMAGO001.JPG and videos like IMAGOO001.AVI.

In the'OFF mode, you can use the provided USB cable to dadhtbe files to a computer. Or

-25-



you can insert the SD card into a SD card readeg, ip a computer, and browse the files on the

computer without downloading.
n'

The AVI video files can be played back on most papmedia players, such as Wi
Player, etc.

Media

-26-



LTL-6210M SERIES PRODUCTS

4.1 Ltl1-6210M Series Consists of Three Parts:
1. Ltl-6210M Camera
2. LTL-MM2 MMS-module

4.2 Modésfor Purchase:
e Ltl-6210MM = Ltl-6210M Camera + LTL-MM2 MMS-module
e Ltl-6210MC = Ltl-6210M Camera
e LTL-MM2 ----- MMS-module

Ltl-6210M Camer -MM2 MMS 2} ,

-27 -




IMPORTANT INFORMATION

5.1 Power Supply

Ltl-6210M Series camera can work on up to 12 vatadhe 4 AA batteries in
camera, the 8 AA batteries in the back of camard,the external power supp
four-path parallel circuit. Each path is isolateohfi others and does not charg
others. As a result, the camera can extend itinlifee field by being poweredib
solar panel Ltl-SUN.

scharge
external

5.2 SD Card

There are plenty of different brand SD cards omtlagket. We
brands as we can. However, we cagnot guaranteg leraard
with our camera. Please format thet$D card ondheeca befo
please try another brand SD card.

5.3 Auto Adjustment on Video Leng

alkaline ibatteries when
products of its

To extend the b
having the camer

kind on the market; our camera ta . Besides that,
when battery power gets low, our length so as to
take more;clips of fhore events. A ips doubles, even
ples that of prodcts of its kind, Flese useful records.
ote: Outicamera performs at exire low as -30°C (-22°F), in which
wer eapacity deterigrat ore, the number of video clips

ts of IR LED:i@n the Ltl-6210Mescamera, 850nm and 940nm. The
to 82-foot flash range wherbadatter up to 42-foot flash range. The
LED, however, is it emits nanglflash that is invisible in the dark.

an be mounted on a 1/4" tri@AUTION: To avoid breakage, alwaysturn
osition to secure the bottom cover.
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5.6 FAQson MM S Function
® | set up a new receiving phone number. But the Mi&re d sent

to the old number. What should | do?

Switch the camera OFF. Wait for at least two migg

stall it.
o ghy di iveiany

ictures to the
k stably.
red “X"?

.7 Battery k evel Indication

amera shows the battery level on each MM$irgictWVhen the battery level is full,
odeB3 shows on the bottom left corner of the image. Affter battery level drops, the
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6.1

steps below to implement the upgrades:

code changes 2. When the battery level gets very low, the codenges td1, which
means it's time to change the batteries. So youleaite from home when to change

batteries.

Also, if you use brand new batteries every time getup your camera, you wil

Firmware Upgrades

The manufacturer reserves the right to upgradecéimeera and the re

wecg
text alert message from the camera when the bagteeyis low.
FIRMWARE UPGRADES

. Ig
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to downlpad it.)

® Retrievéithe SD card ag
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card feader may needed).
okedi ofithe SD card.
gradeiavalilable and where



LIMITED WARRANTY

We take great pride in our products. We alwaysdstarhind our promises. We provid
warranty term and service. Buying a Ltl Acorn ticdimera, you are covered under
times warranty.

We guarantee our trail cameras to be free of defeanaterials and workmanship
use and service for a periodafimited timesafter registered date of purchase.
does not cover damages caused by consumers’ mausss, or improper handlin
installation, by user installed batteries, or hyaies attempted by someone other
authorized technicians.

paid. This warranty only extends to the
receipt or other proof of the date of the
The warranty on any replacement prod
remaining portion of the warranty perio

This warranty extend lely to failure ié nsfiip under normal
use. It does not covetT brmal wear of t

Please contact our techisupport depar
return a Ltl Acorn proddct under this war
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Appendix |: Technical Specification

Appendix |: TECHNICAL SPECIFICATION

Model Parameters Ltl-6210MC | Ltl-6210M
Image Sensor 5 Mega Pixels Color CMOS Yes Ye
Pixel Size 2560x1920 Yes S
Lens F=3.1; FOV=52°; Auto IR-Cut Yes S
IR Flash 65 Feet/20 Meters; 32 Feet/10 Meters on Yes s
No-glow Flash
LCD Screen 40.8x30.6mm(2.0");480(RGB)*240DOT; Yes es
16.7M Color ;
Operation Keypad 6 Keys Ye s
Memory SD Card (8MB ~ 32GB)
Picture Size 5MP/12MP/2MP = S e
2560X1920/4000X3000/1600X1200; ]
Video Size 1440x1080: 15 fps; 1280x720: 30 Yes s
640x480: 30fps;
PIR Sensitivity High/Norfnal/Low/ Yes Yes
PIR Sensing 25m (Below 7Z°E/25°Cgt the Norm Yes Yes
Distance Level)
Prep PIR Left and right ligh&bgamsiform;artangl Yes Yes
Sensing Angle of 100°; Eacl lens cavers 1
Main PIR Sensing ,3 Ye Yes
D{y/ gh Yes Yes
0.8 Second (Whe g the ZG'S carg) Yes Yes
Osec. - 60n"n; ogtammabl Yes Yes
l 1~ Yes Yes
1-605ec.' Progra le Yes Yes
First take I’ictu then¥ideo Yes Yes
116 Timres Yes Yes
/Off; Includeigerial No., temperature Yes Yes
and:moon phase
On/Off; Programmable Yes Yes
On/Off; Programmable Yes Yes
4-Digit Numbers Yes Yes
digits and 26 alphabets set by yourself Yes Yes
On/Off; 1 Second ~ 24 Hours Yes Yes
Programmable
On/Off; Yes Yes
On/Off; Yes Yes
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Appendix |: Technical Specification

Save
MM S Options VGA = 640x480; SMS = Text Msg.; OFF | Upgradeable Yes
Programmable
MM S Numbers “0” = Unlimited; 1 ~ 99/Day Upgradeable
MM S Phone No. 1 ~ 3 Phone Numbers Upgradeable Ye
MM S E-mail 1 ~ 3 E-mail addresses Upgradeable s
GPRS E-mail 1 ~ 3 E-mail addresses Upgradeable s
Low-Battery SMS “Battery Low” text alert sent Upgradeable es
Alert
language setting Change Country Can Setting Ye
Language
Power Supply 12>§AA; s
External DC Plug Size: 4£0mmx1.7mm S
Power Supply 6 ~ 12V4(2 ~ 1A)

Stand-by Current mA Yes es
Stand-by Time 4~6 Months AA~12xAA) Yes Yes
Auto Power Off Agito power off in inutesAf fio keypa Yes Yes

ik
Power 150mA (+350mA\q/ n IRILED lights u Yes Yes

Consumption
Low Battery Alert 4.2~4.3V Ye Yes
Interface out (NTSC); YSB; SD:Card Slat; 6 Ye Yes
l DCiE m

Strap; Tip Yes Yes
IP Yes Yes
—22~+15§°F/ 0 +1+70%C Yes Yes
5% ~ 95% Yes Yes
Yes Yes

FCC ;C ROHS
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Appendix II: PACKAGE CONTENTS

Part name Quantity Quantity LTL-M
(Ltl-6210MC) (Ltl-6210MM) M
Digital camera 1 1
LTL-MM2 MMS 0 1
Mode
TV AV IN cable 1 1
USB cable 1 1
Strap 1 1
External DC cable 1 1
(optional)
CD 1 1
Warranty Card 1
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