
Note:  Top of saw was removed to help make the pictures for the instructions.  The top DOES NOT need 
to be removed for normal jig installation. 

Note:  Jigs have been updated with new design to eliminate the cases from getting stuck in the jig when 
ejecting.  Pictures are outdated in this document, but setup is exactly the same. 

 

 

Sometimes Harbor Freight forgets to drill this hole out, or doesn’t quite go all the way through.  First, we 
would recommend taking a punch/old screw driver and hammer.  And try to punch the hole out from 
the bottom of the saw plate.  Sometimes this is enough to get that last little bit out.  If that doesn’t 
work, then the hole will need to be drilled out.  This hole should be 5mm or 3/16” in size. 



 

From the bottom of the plate insert the screws into the slots.  The screws at the same size so orientation 
does not matter. 



 

Add nut onto screw in the slot, but barely thread it onto the screw. 



 

Slide jig onto that nut while pressing up on the screw from the bottom of the plate. 



 

Drop the second screw and rotate the jig over the center hole.  Add nut to jig and barely tighten both 
screws. 



 

At this time you can slide the jig from left to right to get the appropriate length for your cases. 



 

Once you have the jig set where you think it will be snug up the screws.  Cut a case and see if the length 
is what you are wanting.  If it is not, loosen the screws and move it left to right until you have to correct 
length. 

Keep in mind after cutting the case with the saw, you will need to debur, chamfer and trim the case to 
the exact length for your new case.  I try to have it so the saw leaves about 0.02” from OAL and then 
trim the rest of the way. 

The cup screw on the back of the jig adjusts the tension on the case rim.  If the cases are not ejects out 
when a new case is inserted, adjust this screw slightly to increase the tension on the ball. 

Also do not run the jagged fresh cut case through your dies, this could damage your dies. 



 

Once you feel you have the length set to how you like, tighten the bottom screws. 



 

The blade should like something like this when in the bottom position. 



 

Make sure the blade goes low enough to cover the ejection hole.  If it does not, something on your 
jig/saw is not setup correct. 


