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M5 LCD Display Functions
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When the bike has not been used for 10 consecutive minutes the display will
automatically shut down.The pedal assist and throttle features will no longer work
when the display is turned off.
Operating the LCD display

Ensure you do not change settings that are not marked in the above table. Changing
other settings may cause your bike to stop working properly. If you need the default settings
for the advanced settings menu contact Eahora.

Programming Funtion Parameter Default
P01 Brightness 1;2;3 1
P02 Mileage Unit 0: KM; 1: MILE 1
P03 Voltage 24V; 36V; 48V 48V
P04 Sleep 0: off; 1-60 min 5
P05 PAS Level 0: 0-3 leves; 1:0-5 levels 0
P06 Wheel diameter 16-28 inches 27.5 inches
P07 Speed Measuring Magnetic Steel 1-100 1
P08 Speed Limit 0-51kph 40kph
P09 Zero Start 0: on; 1: off 0
P10 Driving Mode 0: Asisst; 1: Throttle; 2: Asisst + Throttle 2
P11 Assist sensitivity 1-24 -
P12 Assist strength 1-5 -
P13 Booster magnetic steel 5; 8; 12 12
P14 Current limit 0-20A 15
P15 Undervoltage -
P16 ODO Zeroing Press[UP] for 5 seconds -
P17 Cruise 0: off; 1: on 0
P18 Speed display Scal 50-150% 100%
P19 0 level 0: on; 1: off 0
P20 Protocol 0: No.2; 1: 5S; 2: NO; 3: NO 1
P21 Speed of calss 1 172
P22 Speed of calss 2 220
P23 Speed of class 3 255
P24 Speed of class 4 255
P25 Speed of class 5 255
P26 Speed of implementation 40
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States that recognize 3 classes of eBikes require a label to be placed on the bike
denoting the class the eBike falls into, the motors wattage rating, and the top speed
the bike will assist up to. Your bike comes as a class 3 bike by default. To change the
top speed of the bike:
1. Access the settings menu by pressing and holding the [UP] and [DOWN] arrows on
the control pad simultaneously until the screen says "P1".
2. From here you can cycle through settings by hitting the [M] button on the control
pad and adjust the settings by pressing the [UP] or [DOWN] arrows on the control pad.
3. Please go to setting "P08" and change this setting from 40 to 51.
4. Press and hold the [UP] and [DOWN] arrows on the control pad until the main
screen is shown once again.
5. Power the bike off by holding the [M] button to save the settings you have just
changed. Congratulations! You can now cruise at speeds of up to 30 mph on your
AM100! Exercise increased caution as riding at higher speeds poses an increased
safety risk and may result in serious injury or death. Always wear a helmet and obey
the rules of the road.

1. Press [UP] and [DOWN] botton
for 3 seconds then you will enter
the Programming state.

2. Press [M] botton to change
your Programming state.
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3. When you jump to the
interface you want to program,
press [UP] or [DOWN] to
change Parameter.
P23 as an example: [255]
represents the maximum speed
limit(30 mph without load) in
the state of PAS 3.
You can adjust your maximum
speed limit with the buttons of
[up] and [down].

4. Press [UP] and [DOWN]
botton for 3 seconds until the
main screen is shown once
again.
Then holding the [M] button
to save the settings you have
just changed.


