
VoshMods AUDI B6/ B7 A4 UniBracket for Brembo and Wilwood Caliper 

 Installation Instructions 

Tag VoshMods in a Facebook Group Post showing off your car along with our Brake Bracket Kit 

and receive a $25 refund! 

 

 

Both rear wheels need to be off the ground simultaneously. Please exercise caution by using 

jack stands and, as a second line of defense, put your wheels under the car – better for them to 

be crushed than you! 

 

Preparation: 
 

Remove existing Caliper, Caliper carrier, rotor and dust shield. 

 

 

The 10MM bolt used in with the UniBracket is longer then the OEM bolt so it is necessary to 

slide out the rear lower shock bolt to have clearance to insert the 10mm bolt included in the kit.   

Insert the longest 10mm bolt in the kit into lower carrier hole and 2nd longest bolt into top carrier 

hole. Temporarily secure the 2 10mm bolts by (finger tight) threading a nyloc nut on each one. 

Use a Jack to raise the rear knuckle and install the lower shock bolt. 

 

 



 

Remove OEM Hydraulic Soft line and be sure to leave the spring in place on hard line (this will 

be used with install).  

 

 

Remove parking brake cable bracket and discard. 

 



 

On both driver and passenger side the hand brake cable is secured in a clip near the drive 

shaft. Remove cable from clip on both sides to create slack for install. 

 

 

 

Route hand brake cable above control lower control arm by ABS sensor line as shown above. 



 

 

Route hand brake cable between upper and lower control arm as pictured. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Installing the UniBracket: 
 

 

This is like a logic puzzle, but I promise it fits.  Start off like pictured above and twist and rotate 

until UniBracket is in place. 

The Passenger and driver brackets are different, so it is important to install each bracket on the 

correct side to ensure proper offset of the calipers. 

Driver is marked D and Passenger is Marked P 

The indication letter “D” or “P” will face out and be visible from the outside. 

 

\  

Secure the UniBracket in place by threading the two nyloc nuts on each upper and lower carrier 

bolt (hand tight only). 



 

 

There are two torque support braces included in the kit. The upper brace is smaller. 

Secure the upper brace with (1) 6mm bolt and (1) 10mm x 15mm length nut and bolt 

Do not tighten down until all bolts are installed to ensure proper alignment. 

 

 

Secure the lower brace with (2) 6mm bolt and (1) 10mm x 15mm length nut and bolt. 

Do not tighten down until all bolts are installed to ensure proper alignment.  



 

 

 

Once both upper and lower torque support braces are installed start by tightening the (3) 6mm 

bolts like you would a tire (tighten one bolt, move to next, tighten that bolt, gradually till all 6mm 

bolts are secure). 

Visually inspect the UniBracket to ensure it is flush on the knuckle once all 6mm bolts are 

completely installed. 

 

 

Tighten the (2) nyloc nuts to secure the carrier bolts. 



 

 

I strongly suggest using threadlocker after you have verified that the Unibracket is flush against 

the knuckle. 

One 6mm bolt at a time, remove and install threadlocker. 

 

 

 

Next install threadlocker on each of the 10mm x 15mm bolts securing the torque support braces 

to the UniBracket. 



 

Install the hand brake offset bracket behind the Unibracket. The edges of the handbrake offset 

bracket will be flush. If you have a point like in the red circle above then it is installed incorrectly.  

 

 

**If you are using aftermarket braided lines ignore this section.** 

I have found that Touareg Brake lines are a great fit if you swap the lines between Driver and 

passenger. 

Not needed but it is much cleaner if you use a Dremel cutoff wheel and remove the pad wear 

sensor bracket shown in the circle. 



Installing the Brembo Caliper: 
 

 

 

 

 

 

 

Remove Break Pads before installing the Brembo Caliper. 

Thread in the 14 mm bolt closest to the rear of the vehicle to hold Brembo caliper in place while 

doing the next bolt.  



 

 

 

 

Insert the handbrake cable brace onto the 14mm bolt closest to the front of the vehicle. 

 

Tighten both 14mm bolts and ensure the hand brake cable brace is positioned as above. 

 



 

Install the rotor and secure with t35 bolt. 

 

Willwood Caliper Preparation and Install: 

 

Loosen (2) 6mm bolts enough to insert caliper spacer. (Needs to be done on both calipers) 



 

 

 

Use 6mm wrench to hold end of the bolt and use 13mm wrench to loosen 13mm nut. Finish 

loosening the bolt by hand until there is resistance (do not force it). Inside the caliper, push the 

piston down by hand to provide more clearance.  

 

 

 

Depress Wilwood piston by hand as shown above. 



 

Install Wilwood caliper. 

 

 

 

 

Bolt the Wilwood caliper to the UniBracket 

Secure the hand brake cable to the caliper arm with the included retaining clamp. 

While adjusting the cable position DO NOT push the ball end into the cable sleeve If you do it 

will unhook the cable up by the Hand brake handle under the center console armrest. (If you do 

this by mistake I show you how to fix this later in the instructions.) 

Route the Brembo Hydraulic hose between both control arms (shown above) and insert it where 

the factory line secured.  Ensure you have the 2 lines on hose end and the 2 lines on the hose 

bracket lined up because they are a key to ensure proper fitment. 



Adjusting the Wilwood MC4 Parking Caliper 

            

Both wheels need to be off the ground for this step. 

On both sides, use a 6mm ratchet to slowly tighten the wilwood caliper piston adjustment bolt 

until the caliper is in the tightest position possible (do not overtighten). 

Easy does it! Because we are starting in the tightest caliper setting and we don’t want to 

damage the piston, pull the hand brake up one click then spin both passenger and driver rotor to 

set wilwood caliper bite. 

(If the handbrake is doing nothing and it is all the way up but rotors spin see the bottom of the 

instructions for how to fix this.) 

Use a ratchet and keep track of your spins. I use 90 degree rotations with my ratchet to keep it 

as precise as possible. 

Go back and forth between counting the clicks on the handbrake lever and adjusting the 

wilwood calipers. 

This is very important as you don’t want to be wheel stopping tight on the first few clicks but 

instead gradually get tighter.  I like to have secure bite around 10-12 clicks but this is your 

preference.  But I strongly suggest not to have full bite lower then 7-8 clicks. 

After the Wilwood Calipers are adjusted as desired, hold the 6mm bolt with a wrench and 

tighten the 13mm nut. 



 

 

 

Secure hand brake cable in the hand brake brace using the cable clamp included in the kit. 

 

 

Visually inspect the hand brake cable running on top of the axle and bend the cable brace till 

you have adequate clearance. 



Install the second nut and ensure you use threadlocker. 

 

 

Remember to re-secure the parking brake cable with the factory clip on both passenger and 

driver side. 

*Bleed Brembo calipers per Audi/ VW recommendations. 

Tag VoshMods in a Facebook Group Post showing off your car along with our Brake 

Bracket Kit and receive a $25 refund! 

 

Fixing an unresponsive handbrake: 

  

Fixing an unresponsive handbrake is easy! 

Remove your armrest and reattach the cable 

as shown in the image to the left. 


