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“The Trill” (K-960) Intensity 

Modification Schematic

DPDT Foot Switch

Base

Emitter

Collector

MPSA18

NPN BJT

B CE

2

3

1

6

5

4

+

-

9 VDC

Battery

Output

Input

Foot

Switch

(A)

Foot

Switch

(B)

2
1

3

4

5
6

15K

MSPA18

Q1

C

B

E
.1µ

330K

.1µ

1.5K

1M

1M

.1µ

100K

4.7K

MSPA18

Q2

C

B

E

100K

1MA
INTENSITY

10µ

+

100K

MSPA18

Q3

C

B

E
.22µ

3M
.22µ

100K

.22µ

5.6K

250KL
SPEED

 



4
.7

K

3

1

6

1 3

1

2

3

DEPTH

POT

SPEED

POT

1MA250KL

916

1 8

17

21

12

5

1.5K

100K
.1µF

E B

330K
15K

MPS

A18

.22µF

.22µF

.1µF
.1µF

.22µF100K
MPS

A18

1
0
0
K

3
M

5.6K

M
P

S

A
1

8

10µF 50V

100K

1M
1M

· Change the “depth” pot to a 1MA.

· Connect 10 µF cap (+) lead to 1MA pot lug 2.

· Connect MPSA18 (Q2) base to 1MA pot lug 1.

· Connect 1MA pot lug 3 to ground.

1MA Intensity Control Modification
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