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• Clear Polycarbonate Lens

• Swivel head fixture

• Operating Temperature: -40°F to 122°F

• Photocell Included

• Powder Coated: White

• Aluminum Housing

• Environment: IP65 Rated -
Suitable for Wet Locations

• Certification: ETL

• 5 Year Limited Warranty

75120A | 75123A | 75126A
LED Driverless Gooseneck Flood light

 40W, 120/240/277V, White

Part # Wattage Voltage Lumens CCT CRI Dimming Lighting 
Pattern Lumens/Watt 

75120A 
40W 120/240/277 

5,219 3000K 
>72 N/A Outdoor 

138lm/W 
75123A 4,800 4000K 

120lm/W 75126A 4,800 5000K 

Warehouse-Lighting.com 
2750 South 163rd St 

New Berlin, WI 53151 

Warehouse-Lighting.com 
Phone: 888-454-4480 

info@warehouse-lighting.com 



�

dĞĐŚŶŝĐĂů�^ƉĞĐŝĮĐĂƟŽŶƐ͗ 

(OHFWULFDO� 

,QSXW�9ROWDJH�����V/240V/277V 
&XUUHQW� .33A#���9         
)UHTXHQF\�������+] 

3RZHU )DFWRU�����
7+'��<20� #���9 

&KURPDFLW\�

0HDVXUHPHQWV� %HDP�

$QJOH��Outdoor 
&5,��>72
5���0

&RPSRQHQW��

6SHFLILFDWLRQV� 

/('� LumiLED LUXEON 3030 
Driver Voltage: 120/240/277V 
Frequency: ��-��+z 

'LPPLQJ�� �N/A

2SHUDWLQJ�7HPSHUDWXUH� 

0LQLPXP�6WDUWLQJ:  -40°F to 122°F

&RQVWUXFWLRQ� 

+RXVLQJ�� Aluminum Housing

Powder Coat Finish:White

IP�5DWLQJ��IP65 - SXLWDEOH�IRU�ZHW�ORFDWLRQV 

/HQV�0DWHULDO�Clear Polycarbonate Lens�        

0RXQWLQJ�� Wall 

/LVWLQJV��ETL

:DUUDQW\� 

0RUULV�3URGXFWV�FDUULHV�D���\HDU�ZDUUDQW\ IURP�GDWH�RI�SXUFKDVH�
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