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FINISH -Offered in exceptional finishes, comprised of:

polyester/polished powder coat, baking enamal liquid,
raw metal, or galvanized finishes.
Standard Finishes are: 91(Black), 93(White),
95(Dark Green), 96(Galvanized),

BR47(Powder Coat Rust), BKO1(Black Texture),

GN20(Powder Coat Patina).
Upgraded Finishes are: 29, 66, 82, 90, 92, 94, 97,

99, 100, 103, 104, 105, 110, 112, 113, 114, 115,

117, 118, 119, 120, 127, 128, 129, 133, 134,

135, 136, 98, 101, 102, 137, 138, 139, 140, 121,

122, 123, 124, 125, 126, 11, 01, 22, 25, 33, 77,
89, 24, 44, 48, 49.

For interior finish of fixture refer to color chart on
pages 344-348.
MOUNTING - Wall Mount.

ACCESSORIES - CAL(Clear Acrylic Layer), BAL(Blue
Acrylic Layer), RAL(Red Acrylic Layer) and
GNAL(Green Acrylic Layer) available.

MADE IN THE U.S.A.

Suitable for wet location.

SOCKETS/LAMPS - Available in:
Incandescent
- rated 2-100 watt max/120 volt, medium base.
Compact Fluorescent(CFL)

- rated 2-13/18/26/32 watt max/120/277 volt,
GX24Q base.

Metal Halide(MH)
- rated 2-35/50/70/100 watt

max/120/208/240/277 volt, medium base, 4KV
socket.

High Pressure Sodium(HPS)
- rated 2-50/70/100 watt max/120/277 volt,

medium base.
LENS OPTION - CLR(Clear), RIB(Clear Ribbed),

FR(Frost), RD(Red), BL(Blue), GRN(Green),
AM(Amber) and AMC(Amber Crackle) available.
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