
WRAP AROUND
INSTALLATION INSTRUCTIONS

CAUTION:
1. Read all instructions before starting installation.
2. This product must be installed in accordance with the applicable

installation codes by a qualified electrician familiar with the
construction and operation of the product and the hazards involved.

3. Disconnect power at circuit breaker of fuse before starting installation.
4. To avoid injury, wear gloves during installation.
5. To reduce the risk of electrical shock and product damage, do not

install this luminaire during rain or other storms.
6. Do not test luminaire using an electric generator before installation.
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Step 1: Remove the lens from the housing near one end of the housing by using the provided
suc�on cup to absorb one side of the lens. Pull the suc�on cup to detach the lens 
from the housing(Fig. 1A detail)

Step 2: Use the luminaire as a template by placing it on the junc�on box and penciling on the 
ceiling the four hole posi�ons. Put the luminaire aside and drill the four holes. Insert
an anchoring bolt (not included) into each hole. Screw the four moun�ng screws
into each anchoring bolt, then connect the AC wires.(Fig. 2)

Step 3: Install the lens star�ng at one end of housing. Insert lens slot onto edge of housing. 
Carefully squeeze the lend to engage opposite side with housing. Con�nue this 
ac�on down the length of lens un�l fully installed onto housing.(Fig. 2A detail)

Step 4: Turn on the luminaire.
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Step 1: Remove the lens from the housing by using the provided suc�on cup. Press the suc�on
cup to absorb on side of the lens. Pull the suc�on cup to detach the lens from the
luminaire housing.

Step 2: Mount the luminaire on the junc�on box.
Step 3: Install the lens star�ng at one end of the housing. Insert lens slot onto edge of housing.

Carefully squeeze the lens to engage opposite side with the housing. Con�nue this 
ac�on down the length of lens un�l fully installed onto housing.

Step 4: Turn on the luminaire.

Luminaire

Supply Line    Black Wire

Supply Ground      Green/  Bare Wire

Supply Neutral   White Wire

Violet Wire

For dimming wires,
use class 1 wiring methods.

Cap dimming wires 
(separately) if not used.

0-10V Dim + (pos)

Pink or Grey Wire

0-10V Dim - (neg)

General Wiring Diagram

CCT Switch

Wattage Switch

CCT Switch

Wattage Switch


