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• Sound Rated: A
• Minimum Starting Temperature: 0ºF, -18ºC
• Maximum Case Temperature: 194ºF, 90ºC
• �Meets FCC Part 18 (Class A) Non Consumer Limits

• T�ransient Protection Meets ANSI/IEEE C62.41 Cat. A
• Lamp End-of-Life Protected

PRODUCT FEATURES

STARTING METHOD: Program INPUT VOLTAGE: 120-277VAC ±10% WARRANTY: 5 Years 

LAMP CONNECTION: Series INPUT FREQUENCY: 50/60 Hz BALLAST FACTOR (LIGHT OUTPUT): High

ELECTRICAL SPECIFICATIONSLAMP TYPE NO. OF 
LAMPS

INPUT 
VOLTS

INPUT 
WATTS

INPUT CURRENT  
(AMPS)

POWER  
FACTOR

CREST  
FACTOR

BALLAST 
FACTOR

BALLAST EFFICACY 
FACTOR

MAX 
THD

WIRING 
DIAGRAM

F54T5/HO

2
120 120 1.00 0.99 1.70 1.00 0.83 10 F2-12

277 120 0.43 0.98 1.70 1.00 0.83 10 F2-12

1
120 61 0.51 0.99 1.70 1.01 1.65 10 F1-11

277 61 0.23 0.97 1.70 1.01 1.65 12 F1-11

FC12T5/HO 55W

2
120 104 0.87 0.99 1.70 0.85 0.82 10 F2-12

277 104 0.39 0.98 1.70 0.85 0.82 12 F2-12

1
120 50 0.41 0.98 1.70 0.81 1.60 15 F1-11

277 50 0.19 0.96 1.70 0.81 1.60 10 F1-11

F55W/2G11

2
120 112 0.94 0.98 1.70 0.90 0.80 10 F2-12

277 109 0.41 0.98 1.70 0.90 0.83 15 F2-12

1
120 58 0.49 0.96 1.70 0.92 1.59 15 F1-11

277 58 0.22 0.96 1.70 0.92 1.59 10 F1-11

FT50W/2G11

2
120 106 0.89 0.99 1.70 0.95 0.90 10 F2-12

277 106 0.39 0.98 1.70 0.95 0.90 12 F2-12

1
120 51 0.43 0.99 1.70 0.90 1.76 10 F1-11

277 51 0.19 0.96 1.70 0.90 1.76 15 F1-11

FT36W/2G11

2
120 79 0.66 0.98 1.70 0.99 1.26 10 F2-12

277 79 0.29 0.97 1.70 0.99 1.26 12 F2-12

1
120 41 0.34 0.98 1.70 0.97 2.37 10 F1-11

277 41 0.16 0.95 1.70 0.97 2.37 15 F1-11

F1-11

FOR 1 LAMP OPERATION, CAP YELLOW 
LEADS, INSULATE TO 600V

BLACK

RED

BLUE

WHITE

GREEN
RED

BLUE

YELLOW

LAMP

B
A

LL
A

S
T

F2-12

BLACK

RED

YELLOW
WHITE

GREEN

BLUE

BLUE

RED

LAMP

LAMPB
A

LL
A

S
T

WIRING DIAGRAM



KTEB-254HO-UV-PS-SL 
T5 ELECTRONIC BALLAST

Keystone Technologies, LLC • P.O. Box 246, Ambler PA 19002 • Phone (800) 464-2680 • Fax (215) 628-4412 • www.keystoneballast.com

 CASE DIMENSIONS
LENGTH 9.57”

WIDTH 1.16”

HEIGHT 1.05”

MOUNTING 8.96”

STANDARD LEAD LENGTHS*
BLACK 31.00”

WHITE 31.00”

BLUE 28.00”

RED 28.00”

YELLOW 48.00”
*Consult Keystone for special lead length requirements.


