
Narrow Linear Strip Light

Read this instruction carefully before installation. Keep it for further reference. Make electrical and grounded  connections in 
accordance with the national electrical code and any applicable code. Always turn off the power supply before  installation.
This product must be installed in accordance with the applicable installation code by a qualified electrician who is 
familiar with the construction and operation of the product and the hazards involved.

WARNING:

 Risk of fire or electric shock. Always turn off the power supply before installation.
 Risk of fire or electric shock. Suitable for non-insulated surface and frame. DO NOT cover fixture with 
insulation liner or similar material. 
DO NOT install fixture on unstable, loose or easily breakable surface. 

 DO NOT exert force on the surface of the fixture.

Risk of fire or electric shock. Fixture installation requires knowledge of luminaires electrical systems. If not 
qualified, DO NOT attempt installation. Contact a qualified electrician. 

CCT CHANGING: 3500K/4000K/5000K

The Installation must be carried out by a qualified electrician.   

2.Turn off the power and wiring by using wire nuts.
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FIXTURE
ToSource
100V-277V

BLACK (LINE)
WHITE (NEUTRAL)

GREEN(GRD)

3.Secure the fixture on the wall and lock it in tight.

5.The installation completed. 6.Press the buckle on both sides and remove, if you need
to disassemble the cover.

4. Press upward the cover and lock it with springs tightly
which located into the fixture.

1.Punch a hole on the wall and put the expansion
tube inside.

4FT:LF=36.22” 
8FT:LF=83.38”

2FT:LF=12.55” 


