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Center Basket Troffer Series

This basket troffer delivers unmatched performance and energy savings with superb 
flowing design. Featuring selectable wattage and CCT, these fixtures adopt the latest in 
optical and LED technologies to provide a single pleasant volumetric soft light that fills any 
interior space. The center basket design gives a larger, brighter, and more productive 
ambiance. 

Specifications – 2’ x 2’

CRI	 > 80 LED Lifespan	 L70 > 100,000 hours 

Light Source	 LED Mounting Options	 T-grid or drop ceiling

Operating Temp	 -20°C to +45°C  (-4°F to 113°F)

CCT	 Select 3500K/4000K/5000K Lens	 Frosted PMMA 

Wattage	 Select 25W/30W/35W Product Dimensions	 L 23.7 X W 23.7” x H 2.1” 

LPW	 125 Product Weight	 6.22 lbs 

Lumens*	 3300/3870/4410 Certifications	 cULus, Damp Locations, DLC 
Premium v5.1 

Voltage	 120-277V
*Data is considered to be representative of the series. Actual production may vary between up to ±10% of initial delivered lumens.
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Order Information
Basket Troffer Series Concord G4	 Example: TRCBLED2x2-CHWT-MV-DM010-G4 

Series	 Size	 Wattage 
CCT 

Voltage	 Dimming	 Generation	 Emergency Backup 

TRCBLED	

2x2 
2’ x 2’ 

CHWT 
25W/30W/35W 
35K/40K/50K MV 

120-277V
DM010 

0-10v continuous
*with sensor and

remote only

G4 

Blank 
No Emergency 

Backup 

FIEM 
Factory Install 

Emergency Backup 

2x4 
2’ x 4’ 

CHWT 
34W/38W/45W 

35K/40K/50K 

DLC Information 
Item	 DLC Version	 DLC ID	 Wattage	 Lumens*	
TRCBLED2x2-CHWT-MV-DM010-G4	 5.1 Premium S-MCLFW3 35W	 4375	
TRCBLED2x2-CHWT-MV-DM010-G4-FIEM	 5.1 Premium S-KD6M4U 35W	 4375	
TRCBLED2X4-CHWT-MV-DM010-G4 5.1 Premium S-8AXMG4 45W 5625 

TRCBLED2X4-CHWT-MV-DM010-G4-FIEM 5.1 Premium S-E0UNAR 45W 5625 
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Dimensions
Item	 Length	 Width	 Height	 Weight	

TRCBLED2x2-CHWT-MV-DM010-G4	 23.7” 23.7” 2.1” 6.22 lbs 

TRCBLED2x2-CHWT-MV-DM010-G4-FIEM	 23.7” 23.7” 2.1” 7.48 lbs 

TRCBLED2X4-CHWT-MV-DM010-G4	 47.8” 23.7” 2.1” 11 lbs 

TRCBLED2X4-CHWT-MV-DM010-G4-FIEM	 47.8” 23.7” 2.1” 12.94 lbs 

 2x2

 2x4 



IFS06R, 12V DC

Input Voltage:12V DC
Input Current:9mA
Standby Power:0.1W
Warranty: Five year warranty
Detection range:32ft Max
Mounting height:23ft Max
IP rate: IP20
Op.temperature: -30F~131F
(-30 C~55 C)
Fixture Die Cut: 20.8x64.8mm

IFSO6R is compact size PIR sensor combines occupancy sensing with
photocell. When used with 0-1OV dim-to-off LED drivers, it enables any
lighting manufacturer to deliver sensor-equipped fixtures with minimal
engineering effort. It operates on I2V DC which can be supplied by a LED
driver, which will save OEM cost on manufacturer side. Different mode can
be selected according to different applications through RM5 I IR remote
controller. The integrated photocell can switch the lights on and off for dusk
to dawn control, so that lighting remains on overnight even without motion
detection. Under daylight harvesting mode, the auto-calibration funcation
can control the amount of electric light by measuring the overall combined
natural and electric light to achieve the desired light levelSupport push
button wire connection. Support super low profile luminare. 

INTEGRATED LOW VOLTAGE DAYLIGHT HARVESTING/BI-LEVEL PIR MOTION SENSOR-IFSO6R

INTEGRATED LOW VOLTAGE DAYLIGHT
HARVESTING/BI-LEVEL PIR MOTION SENSOR-IFSO6R

DIMENSION

WIRING

DATE: FIRMWARE:

VERSION: CATALOG#:

2022.4.28 1.13

1.0 Basics Sensor
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