
GENERAL:  This Universal Wind Baffle is made to be placed on the fan 
discharge side of the unit.  See Fig. 1 below.  One Wind Baffle will be used for 
single fan outdoor units while 2 Wind Baffles will be used larger outdoor units 
with 2 fans. 

INSTALLATION PROCEDURES: 
 
 

BEFORE DRILLING OR SCREWING INTO THE UNIT, MAKE SURE 
THERE WILL BE NO CONTACT WITH REFRIGERANT TUBING OR 
ELECTRICAL WIRES. CHECK FOR CLEARANCE. 

Remove all the protective film on the clear parts. Slide the left side of the wind 
baffle under the unit’s grill and mark the desired location of the side panel on 
the unit.  Measure the width of the outer or top panel and hold in place the 
right side panel and mark the proper mounting location on the unit.  The grill 
may need to be removed to install both side panels. Pre drilling the top holes 
with the drill tip screws can make fastening the side panels to the unit easier. 
After the side panels are installed with the provided fasteners (Fig 3).,  
reinstall the grill if removed,  then install the outer or top panel with the 
provided fasteners (Fig 2). 
 

 Caution: Use only mild soap or detergent and water to clean baffle. Do not use any chemicals  

Style B Installation Instructions 

 

 
 

Model 

Drill Tip 
Screws, 
Washers, 
Spacers 

Screws, Lock 
nut, Shoulder 
Spacer 
 

WBFB201 6 8 

WBFB202 8 8 

WBFB203 6 8 

Fasteners Included 

CHECK FIT  
Before removing protective film or opening fastener package, 
check the wind baffle fit.  Returns will not be accepted if film  is 
removed or fastener package is opened.  

If there is a need to cut or drill  any of the clear parts  you must follow these instructions.   
To cut the outer or top panel,  do not remove the protective covering.  Mark a line and  cut using a fine metal  cutting blade on a 
jig or reciprocating  saw. (Do not use a circular saw.) Use a file or 120 grit sand paper to smooth the cut edges.  To drill  holes  for  
the outer or top panel to mount to the side piece, (Fig 2) use a ¼” drill bit  for each hole.  If  there is a need to relocate the 
mounting hole to the unit, (Fig 3) use a  5/16” drill bit  to drill the side piece. Check the fit with the Nylon Spacer (Fig 3) and if  it 
will not fit loosely then  the hole can be slightly reamed  with the drill bit.  Note: Drill bits must be a metal drilling bit, not a spade 
or other type. 
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Caution:  Do not over tighten lock nut.  
Tighten nut until slightly snug, then back off 
until  it will lightly twist or spin. 

Fastening outer or top panel to side panels 

Outer or Top Part 

Inner or Under Part 

Shoulder Spacer 

Screw 

Fig. 3 

Fig. 2 

WindBafflesDirect.com is a division of Jade Products Inc. 

Side Panels 

Outer or Top panel 

Flanges turned in 


