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     Thank you for purchasing our product, your business is
greatly appreciated. If you have any questions, comments, or 
concerns with the product you received please contact the
factory. Your feedback on our product an performance is welcome
and needed in order for us to continue provided you a quality product.
product. Contact us

Toll free (800) 445-5148
fax (800) 551-6993
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product. If you have any questions contact ua as soon as possible
Please read all of the installation instructions prior to installing this

before installing this product.
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Section 1. Terminology

Base:5.
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Flat Top:7.

8. Slope Top:



Section 2. Components.
(Cont.)
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Section 3. Site Preparation

Site Preparation:

Storage:

Site Inspection:

Pre-Check



Section 4. Hardware
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SECTION 5. Bases (Optional) 
Locker Base Setup:  
The locker bases are designed to be cut to fit & assembled in the field.  

Locate all plastic parts of the base (3/4” or 1” thick). This includes the 72” front, 72” back and 
spreaders.  Hardware includes 2” aluminum “L” angle, 3/4” torx head, 1-1/2” torx head, 1-3/4” 
tapcon, and 2-3/4” tapcon.  

Refer to your field drawings for the correct position of the bases.  

Attach the front two corners using 1-1/2” Brad nails.  

 
Next place your spreaders into position (24” on center). Fasten the base and spreader together 
using 1-1/2” Brad Nails.  

Back

1 1/2”Brad Nails

2 3/4” TAPCON to Wall

1 1/4”Brad Nails to
Another Base

Spreaders

Front Supports

1 1/4”Brad Nails

The inside corners of the base should either meet each other, or overhang the other by 1”.  
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SECTION 5. Bases (Optional) 
Locker Base Installation  
Once the bases are setup make sure the area of installation is free of all debris. Locate the high and low 
spots in the floor for the entire run of the lockers. Use this point as a reference to ensure that the lockers 
will sit level after installation. Failure to do so will result in the locker tops being uneven.  

Fasten the bases to the floor using the 2” aluminum “L” angle brackets and 1-3/4” tapcon screws.      
Fasten the base to the wall using 2-3/4” tapcon screws. Use 1-1/4” Brad nails to attach base to base.  

Before securing the angle brackets to the floor be sure to shim as required, to ensure the base is plum 
and level.  

FLOOR EXAMPLE

WALL EXAMPLE BASE TO BASE EXAMPLE

   



Section 6. Lockers
Setting and attaching lockers:
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Setting and attaching lockers:
(cont.)

Section 6. Lockers
(Cont.)

Do NOT shim directly under the door, this may cause improper
Note: If shimming is required place shims where frames meet.

functioning of the door.



Setting and attaching lockers in an Island:

Section 6. Lockers
(Cont.)
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Section 7. Fillers

countersunk fastener attach your blocking. Next align your filler,

Filler attachment:

     Preset your fillers into place, marking locations for blocking.

a 1/8" drill bit and countersink before fastening. Using the 1"
When installing blocking to the locker, pre-drill from the inside using

due to varying field conditions.
the locker. Where attaching to walls fasteners are not provided
the example below, blocking will need to be attached to the wall and
oversized & need to be trimmed due to field conditions. In

fillers. Blocking is not provided.
     Refer to the layouts for filler location and sizes, fillers may  be

     Note: Blocking (wood, metal stud, etc.) is required to install 

and pre-drill and countersink your holes. Eight 1" fasteners are
provided per filler, however a location at the top, middle, and 
bottom will be sufficient.

Note: fillers may be set flush with
the front of the lockers or set back
up to 1/8".



Section 7. Fillers

Corner Filler attachment: (Single)

(Cont.)

with the lockers and mark for your blocking. Pre-drill blocking (A)
single corner fillers are provided oversized. Align your filler

filler into place and pre-drill and fasten using the same methods
inside of the locker using the 1" countersunk fastener. Slide your 
using a 1/8" drill bit and countersink the holes. Fasten from the 

     Note: Blocking (wood, metal stud, etc.) is required to install 

     Refer to the layouts for filler location and sizes. The
fillers. Blocking is not provided.

     Next pre-drill (B) through the inside locker and through the
filler. Countersink the holes and fasten using 
the 1" countersunk screws provided.

A

B

as stated above.

optional



Section 7. Fillers

Corner Filler attachment: (Double)

(Cont.)

optional

and use the same method as stated

     Refer to the layouts for filler location and sizes. 

     Note: Blocking (wood, metal stud, etc.) is required to install 

and countersink the holes. Attach your 
blocking using the 1" countersunk 
screws provided. Next align the two 

Align your fillers and mark for blocking and the intersection where
the two fillers meet. Pre-dill the lockers using a 1/8" drill bit

Finally set your corner filler into
above for pre-drilling and attaching.

fillers that you had previously marked

fillers. Blocking is not provided.

place and pre-drill and fasten into the blocking.
     For an optional method produce a 
corner brace using two pieces of blocking and
pre-drill and attach using the same methods as above.



Section 8. Flat Tops
Flat Top Installation:



Section 9. Slope Tops
Slope Top Installation:
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Section 9. Slope Tops
(Cont.)
Slope Top Installation:
(cont.)

Slope Top Installation (Corner):
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Slope Top Installation (Corner):
(Cont.)
Section 9. Slope Tops

finished corner slope top



Section 9. Slope Tops
Slope Top Installation (Island):

1" thick rear supports



End panel Installation:

Section 10. End panels & Base trim

Base trim Installation:



Section 11. ADA Kit

ADA kit:

ADA kit
ADA sign

Rivets

Plastic shelf

Clips

Shelf:



Section 11. ADA Kit cont.

Floor Plastic Base Recessed

Side View


