
SECONDARY ON SWITCH INSTALLATION - HONDA 250/450 



SOS ANATOMY



TOOLS NEEDED
Wrenches to remove seat, side panels and shrouds 

in most cases

Electric Contact cleaner and a clean oil-free rag to 

clean oils and chemicals off of area that switch will 

be placed

(Helpful for finding Trigger wire) Ground wire and 

trigger detector wire (with probe) attached to SOS 

temporarily for testing purposes.



STEP 1  PICK LOCATION
The SOS switch can be mounted anywhere on your dirt bike. Ideally, 
you want to mount it in a safe and protected location on the bike, so if 
your OEM start button gets ripped off or damaged, all you will need to 
do is reach for the Nihilo SOS and your back in action. It’s a good idea 
to read ahead and learn how to find the trigger wire and Neutral con-
nection and do a dry run hooking everything up and testing it, once 
you know it is working and hooked up correctly then go back and run 
your wires and attach the SOS button. The tape attached to the button 
is heavy duty and will stick very well as long as the area you stick it to 
is clean and free from all oil and dirt. Use the electric contact clean-
er and a clean rag to clean the area very thoroughly. On the Honda’s 
there is a protected spot on the right side of the head stem just next 
to the Radiator on the down tube, it sits in deeper than the perimeter 
frame and is protected and safe, we suggest that location.

Some suggestions:
• The backside of your shrouds
• Inside one of the frame members
• Inside the air box
• On the head of the frame just in front of the radiators ( like we did)
• Be creative, you can put it anyplace on your motorcycle 

Share your innovative ideas with us at info@nihiloconcepts.com
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STEP 2
REMOVE PLASTICS 
Start by removing seat, air box cover or side 
number plates and shroud. Remove everything 
necessary in order to mount your new SOS in a 
safe and protected spot.






