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1 2Place Top Side Connector onto the threaded  
Underside Connectors (1a). Lift Top Side  
Connectors upward (1b).

Place each Connector Assembly into Float as 
shown (2a).  Make sure each Underside Connector 
is seated into place (2b).

Note: It is important to continue to pull upward on 
each Top Side Connector to maintain some tension 
so the Underside Connectors will not disengage.

Includes:

18-8 1/2” x 11” 
Stainless Steel Bolts

1/2” Fender
Washers

Top Side 
Connectors

Under Side 
Connectors
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While continuing to to pull upward on each Top Side Connector to maintain tension (3a), position additional float 
into place (3b).

Grab the top of each 1/2” bolt to maintain tension (4a) and lower each Top Side Connector into place (4b). Using 
a cordless drill, tighten each 1/2” bolt while maintaining tension (4c). Again, it is important to maintain tension so 
each Underside Connector remains in place as you will not be able to access the underside of the Floats.

Note: It is important to use/wear a glove to protect your fingers while holding the bolt up and using the drill.
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5 Insert the Flat-Faced Connectors to the desired Flexx Floats (5a) and attach the Top Flat-Faced Connector to 
the threaded Bottom Flat-Faced Connector using one (1) 7” Partially Threaded Bolt (5b).

Note:  These pieces are optional and are sold separately from the Complete Dock Packages.
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5a

5b

Includes:

18-8 1/2” x 7” 
Stainless Steel Bolts

12-24 Bolts1/4” Bolt 12-24
Washers

12-24 Nuts Floating Dock Pipe  
Guide Bracket 

Bumper Bracket 

Top Flat Faced
Connector 

Bottom Flat Faced
Connector 



6 Align the Bumper Brackets to the Flat-Faced Connectors (6a) and attach each Bumper Bracket using four (4) 
using 1/4” bolts per Bumper Bracket (6b).
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7 Align the Floating Dock Pipe Guide Brackets to each Bumper Bracket (7a) and attach each Floating Dock Pipe 
Guide Bracket using four (4) 12-24 Bolts, four (4) Nuts, and four (4) Washers per each Floating Dock Pipe Guide 
Bracket (7b).
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Bottom of
Post

Auger

Bolt

9/16”

8c

8 Slide Post through top of Floating Dock Pipe Guide Bracket (8a). Position the Auger at the bottom of the Post 
(8b). Once in position, tighten the two Bolts on the Auger Foot until they are secure (8c). Slide Post down until 
the Auger touches the bottom of the lake and turn to imbed the auger into the soil. It is recommended that the 
augers be drilled at least 18” into the bottom sediment.
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Note: Be sure to leave enough room for the pipe above the guide to account for water fluctuation.


