
TECHNICAL INFORMATION:

Operating voltage: 
Operating current:
Voltage range:
Accuracy:

DISPLAY RANGE:

Time:
Power:
Energy:
Voltage:
Current:
Frequency:
Price:

240V, 50Hz
10A max.
150V - 250V
± 2%

0s - 9999 days
0W - 3680W (overload)
0 - 9999kWh
0 - 9999V
0 - 10A
0 - 50Hz
0 - 99.99

1 x Plug-in power meter
1 x Instruction manual
2 x LR44 coin battery (installed)

PLUG-IN
POWER METER
Monitor appliance electricity usage.

Distributed by 
Reduction Revolution Pty Ltd

www.reductionrevolution.com.au



START HERE
Remove the plastic battery tab at the back of 
the power meter. This allows data to be stored 
and reviewed even when not plugged in. When 
setting up the power meter we recommend you 
have it plugged in on a short extension lead.

CLOCK TIME SET UP
1. Press & hold the CLOCK button to set.
2. Press UP to increase the value.
3. Press SET to save & move to the next digit.
4. Press OK to save the time.

SINGLE TARIFF SET UP
1. Press & hold the COST button.
2. Press the UP button to choose your currency 
symbol then press OK to set.
3. Press OK to choose TARIFF 1 and press UP 
to change the value.
4. Press SET to save & move to the next digit.
5. Repeat the process until you have entered 
each digit. Press OK twice to exit.

DUAL TARIFF SET UP
1. Enter set-up as described above, but press 
UP when TARIFF 1 appears to switch to the 
DUAL TARIFF setting, then press OK.
2. Press UP to set the cost for TARIFF 1 and 
then press SET to move on to the next digit.
3. Press OK to change the start time.
4. Press OK and use the same process to set 
the cost and start time for TARIFF 2.
5. Press OK to exit after setting the time.

CLOCK DISPLAY
Press CLOCK to switch between clock time 
and appliance run time in the top part of the 
display screen. The run time will accumulate as 
long as an appliance is drawing more than 2W 
of power. The run time can be reset by pressing 
SET and CLOCK at the same time.

COST DISPLAY
Press COST to review the following details in 
the middle part of the display screen:
$/Etc - Total cost since last reset. To reset 
   press SET and COST at the same time.  
kWh - Total energy usage since last reset. To 
   reset this along with Max W & Min W press
   SET and UP at the same time.
kgCO2 - Cumulative CO2 emissions at a 
   pre-set value. Resets with kWh as above.
TARIFF 1 & 2 - per set-up on left.

ENERGY DISPLAY
Press ENERGY to review the following details 
in the bottom part of the display screen:
W - Instantaneous power draw in Watts.
V - Mains voltage in Volts.
Hz - Grid frequency in Hertz.
A - Current flow in Amps.
Power Factor - Decimal between 0 and 1.
Max W - Maximum power draw in Watts.
Min W - Minimum non-zero power draw.
Overload - Optional overload setting. 
‘Overload’ will flash when power draw exceeds 
this value. Press & hold ENERGY to adjust.


