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Pro Tip: To dump the yeast, we recommend using our silicone tubing and either our 
tri clamp barb fitting or tri clamp quick connect fitting. For the quickest and easiest 
connection, we will use and recommend the quick connect fittings.

1. Sanitize the quick connect fittings and the bottom butterfly valve. 

2. Connect the hose to the bottom 2” TC x QC fitting, leading to a drain or bucket.

3. Open your valve and drain until the liquid runs clear.

4. If you have pitched a large amount of yeast or had multiple hop additions in the 
fermenter, you may experience a stuck yeast dump limiting flow out of the conical.

Pro Tip: Open and close the butterfly valve a few times to break up the blockage.

Pro Tip: If the hose is still not flowing after opening/closing the butterfly valve, you can 
try adding pressure using our gas manifold bundle.

• Attach the gas manifold bundle to the 1.5” TC lid port, then connect to your CO2 
tank via the gas post.

• Turn on the CO2 tank and set your regulator to about 5psi. Once the pressure 
gauge on the conical has reached 5psi, you can open/close the butterfly valve 
again. The added pressure should force the yeast and hops out of the conical. 

• Turn off the CO2 tank and disconnect from the gas manifold. Relieve all pressure 
from the conical using the pressure relief valve and reconnect the blow off tube 
or blow off cane. 

5. Once you’ve finished dumping the yeast, close the bottom butterfly valve and 
disconnect the hose and fitting. Make sure to spray everything down with 
sanitizer again. 

Pro Tip: As an alternative to dumping your yeast, you can reuse by yeast harvesting. There 
are many ways to achieve this, including using a sight glass. Check out other tips on yeast 
harvesting in our Ask A Pro article found here.

DUMP YEAST

https://spikebrewing.com/blogs/ask-a-pro/yeast-harvesting

