
SET UP INSTRUCTIONS

VENTURE PRO™
FOR JEEP®

 & FORD BRONCO®



SET-UP (prior to removing your top) - the informa�on 
below illustrates the setup as you prepare to remove 
your top.  

 

Set all 5 of the Ver�cal Height posi�oning arms to the 
Lowest se�ng. 

(See Fig. Below) 
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The Middle Rail is a Support Rail. It is to be used once 
you have removed the Hardtop and moved it away from 
the vehicle. Once the hardtop has been removed and it is 
on the li�, li� up on the front of hardtop, pull the bo�om 
pull pin, turn the center support rod to the side to make 
it slide out, and then turn it straight un�l it locks into the 
hole to secure it. 

(See Fig. Below) 
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Once you have lowered all the Ver�cal posi�oning arms, raise 
the Front two higher than the rear two. 

(See Fig. Below) 
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You can raise them to any height, but we recommend 
around the 8th hole for the front two for the most stability 
and the 6th hole for the rear two. 

(See Fig. Below) 

FRONT 

REAR 
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Now that you have adjusted the Ver�cal Posi�oning Arms and 
know how to use your Support Rail, you can adjust the height. 

In the Middle Por�on of the Neck of the Li�, there is a pull knob. 

(See Fig. Below) 
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Pull on that knob and li� up on the neck to get it as level to the rear 
threshold of the Hardtop as you can. (where the weather stripping 
is). This will give you a more even li� and help with balance. Once 
you have done that, li� up on the front of your hardtop and pull the 
Support Rail forward to even it more. (You may want the Ver�cal 
Arm on the Support Rail to be higher than the front two arms for a 
be�er level) 
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