
Victorian Parlor Necklace
Project N608
Designer: Julie Bean

Elegant and regal, this Victorian inspired necklace works as well today as 100 years ago. Black and red tones add a touch of drama while
the focal point filigree pendant draws the eye. Make this entire necklace for under $20!

What You'll Need

Beadsmith Antique Brass Color Craft Wire 24 Gauge - 20 Yards
SKU: WCR-4207
Project uses 63 inches

Preciosa Czech Crystal 4mm Bicone Beads Siam Red (50)
SKU: BCZ-5486
Project uses 42 pieces

Czech Glass Table Cut Window Beads 9x12mm Oval - Jet W/ Bronze Edges (8)
SKU: BCP-5267
Project uses 12 pieces

Antiqued Brass Open Jump Rings 4mm 22 Gauge (x100)
SKU: FJR-5450
Project uses 24 pieces

Vintaj Natural Brass Fanned Trellis Filigree Stamping 25x33mm (1)
SKU: PND-7024
Project uses 1 piece

Vintaj Natural Brass Tiny Hook And Eye Clasps 21mm (4 Sets)
SKU: FCL-4642
Project uses 1 pair

Specialized Tools

Xuron Sharp Flush Cutter Pliers - Wire/Soft Flex
SKU: XTL-5600

Beadsmith Jeweller's Micro Pliers Chain Nose Flat Nose
SKU: XTL-5511

Beadsmith Jewelry Fine Round Nose Micro Pliers
SKU: XTL-5514

Instructions:
1. Begin by cutting 12 lengths of 24 gauge wire, 3 inches long each. Take one length of wire and create a wrapped wire loop on one

end. Thread onto the wire 1 Preciosa Czech crystal 4mm bicone bead in siam red, 1 Czech glass table cut window bead in jet and
bronze, and 1 Preciosa Czech crystal 4mm bicone bead in siam red. Create a wrapped wire loop at the end and cut off excess wire
using your flush cutters. Repeat with the other 11 lengths of wire.

2. Cut 12 more lengths of wire, 2 inches long each. Take one length of wire and create a wrapped wire loop on one end. Thread onto
the wire 1 Preciosa Czech crystal 4mm bicone bead in siam red and then create a wrapped wire loop on the end. Cut off excess
wire with flush cutters. Repeat with the other 11 lengths of wire.

3. Cut 1 length of wire, 3 inches long. Create a wrapped wire loop on one end and thread 4 Preciosa Czech crystal 4mm bicone
beads in siam red. Create a wrapped wire loop on the end and cut off excess wire.

4. We now have all the components for making our necklace and are going to start connecting them together using 4mm jump rings,
hooking them to the wrapped wire loops you have already created. Using a jump ring connect one of your single bead lengths to
one of your longer beaded lengths, on the other side connect another single bead length using another jump ring. Repeat this
pattern until you have have 4 of the longer lengths connected. Instead of connecting a single bead length to the other side of the
4th longer length, connect you beaded length with 4 Preciosa Czech bicone beads on it. You are now to the half way point of the
necklace, continue connecting the lengths using jump rings making the other side of the necklace a mirror image of the first.

5. At each end of the now long necklace strand, connect one end of the clasp using a jump ring. Set aside.

6. For the middle bead work of the necklace, connect 1 single bead length to a longer bead length using a jump ring. On the other
side of the longer bead length, connect another single bead length using another jump ring. Repeat this step so that you end up
with two identical beaded lengths. Set aside.

7. At this point you will have 2 shorter bead lengths and 2 longer ones left. Connect a short length to a long length using a jump ring.
Repeat with your last two lengths.

8. Take your necklace and count 9 jump rings in from a clasp end (this will be the jump ring holding the beaded length that has the 4
bicone beads on it). Carefully open that jump ring but do not allow any of the wrapped wire loops to come off of it. Attach to it the
wrapped wire loop at the top of the single bead length you just made in the previous step. Close the jump ring. Repeat this same
step on the other side of the necklace. Once you have both sides done, pull the two dangling ends together and connect them with
a jump ring so they come down to a point. Attach to that same jump ring your Vintaj filigree pendant (attaching it to the loop at the
top).

9. Now count 8 jump rings in from the clasp end of your necklace. Open this jump ring, not letting any of the wrapped wire loops come
off of it, and attach one end of one of your remaining beaded lengths. Close the jump ring. Instead of letting this beaded length
dangle, we are going to pull it over to the beadwork we just did in the previous step so that there is a swooping effect when the
necklace is worn. Attach the dangling end of the bead length you just attached to the jump ring which is in the middle of the beaded
length you made in the previous step (between the single bicone beaded length and the longer 3 bead length). Repeat this step on
the other side of the necklace.

10. Enjoy!

Variations:
You can create a completely different look for this necklace by switching out the focal brass piece or you can change the look by choosing
other colors for the 4mm Czech glass bicones and/or the oval beads .

When substituting in items, pay attention to sizes and styles to make sure all your pieces will fit together.

 +  + 

The instructions for this necklace has it sitting up high along the neckline, almost like a choker. You can very easily
modify this so that it becomes a longer necklace just by adding an extra bead length or two. Just make an extra couple
bead lengths like in steps 1 and 2 and then add those to the ends near the clasp. You will have leftover beads anyways
from this project so you do not have to worry about needing to purchase additional supplies to lengthen the necklace.
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