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Range of use 

UV Weather Protection Stain can 
be used for treating new wood in 
outdoor areas, e.g. exterior clad-
ding, wood houses, roof sheathing, 
garden pavilions, garden furniture, 
carports, pergolas, frame work, 
panels, wall facing, etc.  
 
It can also be used to renovate old 
stain coatings – also on windows 
and doors. It is also suitable for 
tropical species of wood and can 
be used wherever the best 
weather protection and a hard 
wearing surface is desired. UV 
Weather Protection Stain does not 
contain any biocide ingredients 
and is water based. 
 
Property profile 

- Drip inhibited: for clean over-
head work 

- Strong UV protection thanks to 
UV-blockers and micronized 
iron oxide pigments 

- The UV-blockers delay darken-
ing of the wood, even when 
light coloured stains are used 

- It is also possible to coat wood 
in outdoor areas with "clear 
UV+" 

- "Clear UV+" can also be used 
as a sacrificial layer over pig-
mented coatings. This means 
that "clear UV+" can be used 

for renovation to prevent the 
surface from darkening. 

- Block resistant: UV Weather 
Protection Stain can thus also 
be used for renovating coatings 
on windows and doors. 

- Silk gloss 
- Extremely weather resistant: 

good resistance to water and 
permanently elastic 

- Biocide-free 
- Meets the requirements of DIN 

EN 71-3 
 
Directions 

New wood: 
Non-resistant species of wood 
used in outdoor areas need to be 
protected against soft rot and blue 
stain and should be primed with 
Wood Cream clear. 
 
Stir UV Weather Protection Stain 
thoroughly and then apply quickly 

in the direction of the grain. After 
thorough drying, apply a second 
coat. "Clear UV+" can be used for 
a third coat (sacrificial layer which 
is replaced when renovating)  to 
permanently fixate the desired 
colour. 
 
If the wood is to remain as natural 
looking as possible, three coats of 
UV Weather Protection Stain in 
clear UV+ are required. In this 
case, it is absolutely essential to 
protect the wood against blue stain 
by treating first with Wood Cream 
clear. 
 
Renovation: 
Completely remove non-adhering, 
old coatings (sand or strip; wear a 
dust mask). Sand adhering old 
coatings, clean the surface and 
repair any damaged areas. Prime 
exposed wood surfaces with e.g. 
Wood Cream clear and after drying 

Characteristic data of the product 

Density: approx. 1.02 g/cm³ at 20 °C 
Binder: acrylate dispersion 
Odour: mild 
Packaging: 0.75 l, 2.5 l, 5 l tin containers 
Colours: 1553 clear UV+, 1554 palisander,  

1555 light oak, 1556 stone pine/larch, 
1557 teak, 1558 mahogany,  
1559 nut wood, 1561 white, 1562 pine, 
1563 walnut, 1564 silver grey,  
1565 special colours 

Technical Information Sheet 
Article No. 1553, 1555 - 1565 

UV Weather Protection 
Stain  
Breathing active, water based, medium solid stain 
for soft and hardwood, drip inhibited, strong protec-
tion against UV light & weather 
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apply an intermediate coat of UV 
Weather Protection Stain. Then 
finish the entire surface with a coat 
of UV Weather Protection Stain.  
 
Notes 

A trial coating is recommended to 
check the colour and compatibility 
with the substrate.  
 
Coated wood in outdoor areas 
should be protected from rain for 
approx. 4 hours.  
Do not apply at temperatures be-
low +5 °C or in strong sunlight. 
Permissible wood moisture: soft 
wood max. 15 %, hard wood max. 
12 %. 
 
In the case of oak, substances in 
the wood may bleed, causing dark 
stains, when coated with water 
dilutable dispersion stains. 
 
UV Weather Protection Stain is not 
suitable for coating floor surfaces 
(terraces, wood decks, etc.). 
 
If mechanical damage has oc-
curred, particularly when clear 
coatings have been used, these 
areas must be immediately re-
paired and recoated with UV 
Weather Protection Stain "clear 
UV+" to protect the wood from 
stains which could result, e.g. 
through infestation with blue stain. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Tools, cleaning 

Apply UV Weather Protection Stain 
with an acrylic brush for water 
based stains. Clean tools with 
water and a detergent. 
 
Application rate 

Approx. 100 ml/m² per coat, undi-
luted. 
 
Drying 

Dust dry: approx. 30 minutes 
Touch dry: approx. 1 hour 
Coated over: approx. 4 hours 
 
Practice values at 20 °C/65 % 
relative humidity. Low tempera-
tures and high humidity delay dry-
ing. 
 
Thinning 

The product is ready-to-use and 
does not need to be thinned. 
 
Shelf-life 

At least 12 months in unopened, 
original containers stored cool but 
frost-free. 
 
VOC content 

EU limit value for the product (Cat. 
A/e): 130 g/l (2010). 
This product contains max. 60 g/l 
VOC. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Safety data 

Take the usual precautionary 
measures when working and for 
storage.  
 
Product Code: M-KH 01 
 
Disposal 

Dispose of product remains in 
compliance with valid regulations. 
Completely empty containers 
should be recycled.  
 
Labelling 

Water hazard class (WGK):  1 
GGVSE/ADR:            n.a. 
 
 
 
 
 

The statements above are compiled from our field of 
production and according to the latest technological 
developments and application techniques.  
 
Since application and working are beyond our control, no 
liability of the producer can be derived from the contents of 
this information sheet. Any statements made beyond the 
contents of this information must be confirmed in writing 
by the producer.  
 
In all cases, our general conditions of sale are valid. 
With the publication of this Technical Information Sheet all 

previous editions are no longer valid. 
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