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1/4” iNTERMiTTENT DuTY BOX STYlE PuMP
reliable polypropylene air section combined with  
a wide a wide array of casing materials and  
elastomers ensure maximum chemical  
compatibility. ideal for low volume clean fluids 
transfer applications.
•	Suitable	for	Clean	Fluids	Transfer
•	Compact	Box	Style	Design
•	 Intermittent	Duty	Non-Metallic	Air	Section
•	Muffler	Included

1/4” iNTERMiTTENT DuTY BOX STYlE PuMP

SPECiFiCATioNS
Dimension

Physical Dimensions  see Drawing Page 73

Air inlet  ¼”

liquid inlet  ¼”

liquid Outlet  ¼”

weight see Product tables

Performance

Maximum Flow  4.3 gpm (16.3 lpm)

Maximum Air Pressure  100 psi (6.8 bar)

Maximum solids  1/16” (1.6 mm)

Max suction lift Dry  17 ft (5.0 m)

Max suction lift wet  26 ft (7.9 m)

Max temperature see Product tables

noise level (with muffler)   86 dbA

PERFoRMANCE CuRVE (Based on water-flooded suction)
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1/4” - polypropylene - A non-metallic material, suitable for water, caustics, soap solutions, mild acids and general 
purpose applications. Please consult chemical compatibility tables or www.all-flo.com for your particular application.
Part DiaPhragm ValVe/Ball ValVe Seat O-ring FaStener Weight max temPerature DimenSiOnal COnneCt 
numBer material material material material material lBS (kg) °F (°C) Diagram tyPe

NC-025 Geolast® PTFE Polypropylene Nitrile SS 5 (2.3) 150 (66) Pg. 73 NPT (BSP)

BK-025 PTFE PTFE Polypropylene PTFE SS 5 (2.3) 150 (66) Pg. 73 NPT (BSP)

NC-025E Santoprene® PTFE Polypropylene EPDM SS 5 (2.3) 150 (66) Pg. 73 NPT (BSP)

1/4” - pvdf - Polyvinylidene Fluoride suitable in applications requiring the highest purity, strength, and resistance to 
solvents, acids, and bases. Please consult chemical compatibility tables or www.all-flo.com for your particular application.
Part DiaPhragm ValVe/Ball ValVe Seat O-ring FaStener Weight max temPerature DimenSiOnal COnneCt 
numBer material material material material material lBS (kg) °F (°C) Diagram tyPe

KN-025 PTFE PTFE PVDF PTFE SS 7 (3.2) 200 (93) Pg. 73 NPT (BSP)

KN-025E Santoprene® PTFE PVDF EPDM SS 7 (3.2) 200 (93) Pg. 73 NPT (BSP)

1/4” - nylon - A non-metallic material, suitable for most solvents and oils. Please consult chemical compatibility 
tables or www.all-flo.com for your particular application.
Part DiaPhragm ValVe/Ball ValVe Seat O-ring FaStener Weight max temPerature DimenSiOnal COnneCt 
numBer material material material material material lBS (kg) °F (°C) Diagram tyPe

RD-025B Geolast® PTFE Nylon Nitrile SS 5 (2.3) 150 (66) Pg. 73 NPT (BSP)

RD-025 PTFE PTFE Nylon PTFE SS 5 (2.3) 150 (66) Pg. 73 NPT (BSP)

1/4” - ConduCtive nylon - stainless steel  filled nylon, suitable for most solvents and alcohols. grounding lugs 
provided with pump. Please consult chemical compatibility tables or www.all-flo.com for your particular application.
Part DiaPhragm ValVe/Ball ValVe Seat O-ring FaStener Weight max temPerature DimenSiOnal COnneCt 
numBer material material material material material lBS (kg) °F (°C) Diagram tyPe

CN-025B Geolast® PTFE Nylon Geolast® SS 7 (3.2) 150 (66) Pg. 73 NPT (BSP)

CN-025 PTFE PTFE Nylon PTFE SS 7 (3.2) 150 (66) Pg. 73 NPT (BSP)

AVAilABlE oPTioNS - each pump can be configured 
to suit a particular application. Please see the options 
section for detailed product information on the following 
available options.

AiR VAlVE oPTioNS SEE PAGE

 CYClE CoUNT VAlVE  67

hARDwARE oPTioNS

 PTFE CoATED hARDwARE  67
 o-RiNGS 

 PTFE o-RiNGS  67

 NiTRilE o-RiNGS  67

 EPDM o-RiNGS  67

 ViToN® o-RiNGS  67

PoRTiNG oPTioNS 

 DUAl SUCTioN  68

 DUAl DiSChARGE / DUAl SUCTioN 68

 DUAl DiSChARGE  68

AVAilABlE ACCESSoRiES - Please see the 
accessories section for detailed product information  
on the following available accessories.

AiR SEE PAGE

 FilTER / REGUlAToR / GAUGE  60

 SolENoiD VAlVES   60

 AiR Flow CoNTRol   60

 NEEDlE VAlVE  60

PUMP

 PREMiUM MUFFlER  63

 GRoUNDiNG lUG  64

1/4” iNTERMiTTENT DuTY BOX STYlE PuMP
1/4”
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1/4” BoX STYlE iNTERMiTTENT DuTY PuMP
Dimensions in inches and (mm).
For detailed dimensional drawings, please visit www.all-flo.com

3/8” ClAMP STYlE iNTERMiTTENT DuTY PuMP
Dimensions in inches and (mm).
For detailed dimensional drawings, please visit www.all-flo.com

rear view

Front view

Footprint

side view
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