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FOR FURTHER TECHNICAL
DETAILS ON THIS
PRODUCT REQUEST
CATALOG REFERENCE
N400

VA C U U M

VA C U U M EJ E C T O R SE R I E S NZM

T E C H N I C A L

SPECIFICATIONS S Y M B O L S

D I M E N S I O N S

B A S I C T Y P E

D I M E N S I O N S

W I T H VA C U U M S W I T C H

Supply Exhaust

Vacuum

Model Standard Supply Pressure Max. Vacuum Pressure Max. Suction Flow Air Consumption

NZM05•H 5Kgf/cm2 / 75PSI –630mmHg 18 12

NZM07•H 5Kgf/cm2 / 75PSI –630mmHg 24 23

NZM10•H 5Kgf/cm2 / 75PSI –630mmHg 36 46

NZM13•H 5Kgf/cm2 / 75PSI –630mmHg 40 95

NZM07•M 3.5Kgf/cm2 / 50PSI –630mmHg 20 16

NZM10•M 3.5Kgf/cm2 / 50PSI –630mmHg 26 32

NZM13•M 3.5Kgf/cm2 / 50PSI –630mmHg 36 70

VA C U U M EJ E C T O R
SE R I E S NZM

A l l  i n  one  v a cuum s y s t em
Two  s t age  noz z l e  de s i gn
S u c t i o n  f l o w  r a t e  4 0 %  h i g h e r
than  t r ad i t i ona l  de s i gn s
S i l en ce r  and  su c t i on  f i l t e r
O p t i o n a l  a i r  s u p p l y  a n d  v a c u u m
re l ea se  v a l v e
Op t i ona l  d i aph ragm o r  so l i d  s t a t e
va cuum sw i t ch
Man i f o l d  moun tab l e  v e r s i on

H O W T O

O R D E R

( N ) Z M  V A C U U M E J E C T O R

(N)ZM

05 …0.5mm
07 …0.7mm
10 …1.0mm
13 …1.3mm

N O Z Z L E D I A M E T E R

2 ……Body  Po r t ed
4 ……Man i fo l d  Type -Common  SUP
6 ……Man i fo l d  Type - I nd i v i dua l  SUP

T Y P E

H ……5 Ba r
M ……3.5  Ba r

S U P P LY P R E S S U R E

N i l …W i thou t
E15L So l i d  S t a t e  (NPN )
E55L So l i d  S t a t e  ( PNP )
M21L Reed
M15L Non - con ta c t

S W I T C H E S

Fluid Air

Max Operating Pressure 7 Bar / 100PSI

Operating Pressure 2 ~ 5.5 Bar / 30~80PSI

Operating Temperature
5 ~ 50°C (with valve) 40~120ºF

Lubrication

5 ~ 60°C (w/o valve) 40~140ºF

Operating Valve
(Air Supply & Release Valve)

Main: Poppet Valve

Forbidden

Pilot: VJ114

Solenoid Supply 24V DC

Switch
Solid State Type ZSE1-0•••

Diaphragm State Type ZSM1-0•••

Suction Filter 30µm PE (Polyethylene)

N i l …PT*  Remove  (N )  when  o rde r i ng
T … …NPTF

P O R T T H R E A D



6.3

FOR FURTHER TECHNICAL
DETAILS ON THIS
PRODUCT REQUEST
CATALOG REFERENCE
N400

VA C U U M

VA C U U M EJ E C T O R SE R I E S NZM
H O W T O

O R D E R

N Z M  V A C U U M E J E C T O R

W I T H V A L V E S A N D S W I T C H

(N)ZM H–K5LZ

H O W T O

O R D E R

N Z M  V A C U U M E J E C T O R

M A N I F O L D

B

N O Z Z L E D I A M E T E R
05 …0.5mm
07 …0.7mm
10 …1.0mm
13 …1.3mm

T Y P E
1 ……Body  Po r t ed
3 ……Man i fo l d  Type  -  Common  SUP
5 ……Man i fo l d  Type  -  I nd i v i dua l  SUP

P O R T T H R E A D
N i l …PT*  Remove  (N )  when  

o rde r i ng
T ……NPTF

N i l …W i thou t
E15L So l i d  S t a t e  (NPN )
E55L So l i d  S t a t e  ( PNP )
M21L Reed
M15L Non -Con ta c t

V A C U U M S W I T C H

D I M E N S I O N S

W I T H VA LV E A N D VA C U U M S W I T C H

S Y S T E M C I R C U I T

Supply
Exhaust

Vacuum

SE R I E S NZM
VA C U U M EJ E C T O R
MA N I F O L D

1  –  10  S t a t i on s
Common  supp l y  and  e xhau s t
M a i n t e n a n c e  a n d  a d j u s t m e n t  i s
p o s s i b l e  w i t h o u t  d i s a s s e m b l y  o f
t he  man i f o l d

D I M E N S I O N S

N Z M  VA C U U M E J E C T O R M A N I F O L D

F i t t ed  w i t h  an  Op t i ona l  S i l en ce r  S e r i e s  NAN :
s ee  s e c t i on  A i r  P repa r a t i on  Acce s so r i e s

n 1 2 3 4 5 6 7 8 9 10

L1 28 44 60 76 92 108 124 140 156 172

L2 40 56 72 88 104 120 136 152 168 184

L3 50 72 88 104 120 136 168 168 184 200

(N)ZZM
NUMBER OF STATIONS
01 ...  1 Station
02 ...  2 Stations
to
10 ... 10 Stations

EXHAUST PORT
04 ... 1/2
06 ... 3/4

PORT THREAD
Nil ...PT* Remove (N) when ordering
T .....NPTF

EXHAUST ADAPTOR LOCATION
B ......Both Ends

V O L T A G E
5 ……24VDC
6 ……12VDC
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