
”L” Style Vacuum Filters 
CSL Series 3/8” - 3” FPT 

Features 

• Vacuum gauge 

• Dome hood for high holding capacity 

• Material/Finishes: stainless steel, epoxy coa ng 

• Support brackets  

• Alterna ve top‐to‐canister fastening system for

 low pressure or pulsa ng systems  

Options 

• Vacuum Ra ng: Medium vacuum service** 

• Temp (con nuous): min ‐15°F (‐26°C) max 220°F (104°C) 

• Filter change out differen al: 15‐20” H2O over ini al Δ P 

• Polyester: 99%+ removal efficiency standard to 5 micron 

• Paper:  99%+ removal efficiency standard to 2 micron 

Technical Specifications 

• Seamless drawn housings 

• Brazed fi ngs 

• Stainless steel torsion clips for durability  
• Posi ve engagement O‐ring seal system 

• Rugged all steel construc on with powder coat finish  

FPT Outlet Connec ons 
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Note: Model offerings and design parameters may change without no ce.  See www.solbergmfg.com for most current offering. 

• Large dirt holding capacity and easy field cleaning, 

 especially when mounted horizontally or inverted 

• Designed to handle high vacuum applica ons 

• Low pressure design  

Benefits 

Dimension tolerance + 1/4” See Vacuum Filter Technical Data sec on for sizing guidelines. 
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** See Vacuum Filter Technical Data for vacuum service data. 


