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Details: 
 COMMON NAME: Douglas Fir

 SCIENTIFIC NAME: Pseudotsuga Menziesii

 GRADE & CUT: Douglas Fir, Smooth Face with Vertical Grain

 FINISH: European Plant Based Oil

 FLAME SPREAD RATING: (ASTM E 84): 70–Class B, Source HPVA,  
(Class A Treatment Option Available)

 STANDARD MILLING: Micro Bevel, No Tongue and Groove, Butt Joint

 INSTALLATION: Peel+Stick

 CERTIFICATIONS: Indoor Advantage™ Gold—Indoor Air Quality  
Certified to SCS-EC10.3-2014 v4.0

Typical Dimensions: 
 THICKNESS: 1/8˝ (3.17mm)

 WIDTH: 5˝ (127mm)

 LENGTH(S): Random 12˝–48˝ (304.8mm–1219.2mm)

LEED Point Opportunities: 
 MR 5: Regional Materials

 MR 6: Rapidly Renewable Resource (Plant Based Oil)

 EQ4.1: Low-Emitting Materials: Adhesives

 EQ4.2: Low-Emitting Materials: Painting & Coating (Plant Based Oil)
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With a refined vertical grain, our Cocoa planks become even more 
stylish and design forward. the complex palette of browns, grays 
and greens that warm up any space with color and character.
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