Memorial Day Special Sale Ends June 30, 2019

### Inflatable Solar Camping Lantern
**Model EC-SOLAR-CAMP**
- **Material:** PVC
- **Lumens:** 90 Lm
- **Light color:** White
- **Charges in sunlight
- **Charge Time:** 8 hours
- **Waterproof Rate:** IP 65
- **LED Quantity:** 10 LED Lights
- **Use Time:** 6-12 Hours of full charge
- **3 Light Mode:** Normal, Bright, Flashing
- **Color temperature:** Cold White (6500 K)
- **Inflated Dimensions:** 4.5” x 4.9” (11.5 x 12.5cm)

### 8-Channel Wireless NVR Kit w/ 4 WiFi Network Cameras - 960P, Indoor/Outdoor
**Model EC-WNVR8-4C**
**Includes:**
- 1 Tb Hard Drive

**NVR Specifications:**
- **Resolution:** D1, 960H, 720P, & 960P
- **One USB 2.0 interface
- **Power:** 12VDC @ 410mA
- **Video Outputs:** HDMI & VGA
- **1 SATA HDD slot (4 TB maximum)
- **Network Interface:** One RJ45 (10/100M)
- **Record Mode:** Manual, timed, & motion detection
- **Dimensions:** 10.2” x 8.3” x 1.7” (258 x 210 x 42mm)

### Dynamic Flame Effect LED Bulb
**Model JLED-FLAME1**
- **85-265 VAC
- **Lumens:** 500 LM
- **Beam Angle:** 360°
- **6W (30W equiv.) output
- **Color Temperature:** 1300°K
- **Dimensions:** 2.4” Dia. x 7.5”H (60mm Dia. x 190mmH)

### 16-Color 4-Effect LED Striplight w/ IR Remote Control - 5M (16.4’)
**Model EC-SLED-RGB**
- **Adjustable intensity
- **60 LEDs per meter
- **Adhesive backed for easy mounting
- **14.4 Watts per meter (72 Watts per roll)
- **Waterproof for outdoor installations (IP65)
- **4 programmable modes (Flash, strobe, fade, & smooth dissolve)
- **16 selectable colors (Red, blue, green, white, plus 12 color palette)

### WiFi Network Camera 960P, Indoor/Outdoor
**Model EC-WNBC-1**
**Kit Includes:**
- 1pc. 8 channel NVR EC-WNVR8
- 4pcs. WiFi cameras 960P (1.3 megapixel) w/ wall/ceiling brackets EC-WNBC-1
- 4pcs. 12VDC, 1A camera power supplies

**Camera Specifications:**
- **Power:** 12VDC @ 1 A
- **OSD:** Date, time, & title
- **Day / Night IR [ 82’ (25M) infrared range]
- **Network Interface:** RJ45 / WiFi 802.11b/g/n
- **Resolution:** 1.3 Megapixels - 1280 x 960 (960P)
- **Dimensions:** 8.1” x 2.75” x 2.2” (205 x 70 x 55mm)
- **Minimum Illumination:** Color - 0.1 Lux; B/W 0.01 Lux

### Rechargeable Adjustable High Intensity Head Lamp
**Model JLED-RHL1**
- **Cree T6 LED
- **Waterproof design
- **Fully adjustable lamp mount
- **Maximum light output: 1800-2000 lumens [lm]
- **High efficient booster circuit maximizes battery life
- **3 Mode Switch: High intensity / low intensity / strobe
- **Battery Charger LED indication for: Power On / Charging / Full charge
- **AC charger (100-240VAC - World voltage) & 2 x 18650 Li-Ion batteries included

### Mobile Smartphone Viewing Support
WIRELESS MINIATURE COLOR CAMERAS

2.4 GHz COMPLETE SYSTEMS

- High Sensitivity
- Set Up In Minutes
- 380 Lines of Resolution
- Transmit to any TV, Monitor or VCR with A/V Input
- So Tiny They Fit Anywhere

Infrared Illuminated Mini Color Camera with Mount
Model WC-813
- 30 infrared LEDs
- Auxiliary wired video output
- Provides clear image even in total darkness

Ultra-Micro Battery Powered Color Camera with Pinhole Lens
Model WC-120
- Uses standard 9V battery (Battery not included)

Infrared Illuminated Mini Color Camera with Mount
Model WC-803
- Provides clear image even in total darkness

Complete Systems

2.4 GHz COMPLETE SYSTEMS

- A/V Connecting Cable
- 2.4 GHz Wireless Receiver with AV Tuning and Antenna
- 2 Power Supplies: 9V DC (Receiver) and 8V DC (Camera)
- 9V battery connector included on non-IR models to use camera without AC

All cameras include:

Wireless 4-Zone Alert System
Model RA-49661-K1Q
- 18 programmable ring tones
- Connect up to 4 wireless transmitters
- One form “C” output relay (1A@50VDC)
- Up to 1,000 Ft. (350M) line of sight range
- Each channel independently programmable
- Audible (96dB Max.) & visual (Flasher) alerts
- LED warnings for low battery on receiver or transmitter
- Operates on 6VDC adapter or 3 “C” batteries (Both not included)

Wireless Outdoor PIR Sensor
Model RA-49661-DSQ
- Battery powered
- Adjustable mounting angle
- Programmable sensing range up to 39’ (12M)

Wireless Indoor PIR Sensor
Model RA-49661-PRQ
- Battery powered
- Adjustable mounting angle
- Sensing range up to 39’ (12M)

Wireless Window/Door Magnetic Contact
Model RA-49661-MCQ
- Battery powered
- Magnet mounts on either side
- Adhesive backing - No screws required

Wireless Motion Alert
Model JMA-135Q
- 4-position switch: Off, Silent, Low, High
- Low battery indicators on sensor and receiver
- Provides audio and/or visual alert when triggered
- Plug and play operation, no hardwiring necessary
- Battery life: Sensor - up to 6 mo.; Rec. - up to 3 mo. (Based on an average 4 triggers/day on “High” mode)
- Up to 390ft. (120m) range between sensor & receiver
- Sensor range up to 26ft (8m) (40° angle, 3ft (1m) height)
- Sensor: 3 AAA batteries; Receiver: 2 C (Not included)
- Rec. AC option: 500mA@6VDC adapter (not included)