
I N S T A L L A T I O N

Lighted Radiator Grill Panel

WARNING:

Ignoring the instruc-
tion
may result in poten-
tial
serious injury, death 
or 
material damage.

Limited Warranty:

Products are war-
ranted to be free of 
defects in material 
and workmanship for 
1 (one) year from date 
of purchase by the 
consumer. 

Customer must show 
proof of purchase 
for warranty. 

Twinart shall not be 
liable for any conse-
quential and inciden-
tal damages. 

The products must be 
installed properly 
and operated under 
normal conditions. 

TWINARTASIA.COM

Parts included: 
LED Housing Left Side ------------------ 1
LED Housing Right Side ---------------- 1
Grill Left Side ----------------------------------------1
Grill Right Side ------------------------------------- 1
Hi-Lo Screw ----------------------------------------------  6
Cable Tie ------------------------------------------------------- 4
Alcohol Pad  ------------------------------------------  2

     

1. Park on a level Surface and shutoff the motorcycle. 
Lift the motorcycle onto the center stand if it’s avail-
able. Allow the engine and exhaust to cool before begin-
ning this installation.

2. Remove the seat. To understand how the lights func-
tion plug the Twin Art lighted radiator grill panels into 
the Goldstrike Plug-N-Play harness P/N 48000 and oper-
ate the turn signals. Run function is Amber and White 
LED’s . Turn function is Amber LED’s only

3. Place the Twin Art lighted radiator grill panels over 
the radiator grills to check the fitment.

4. Remove the lower screw holding the side panel. There 
is no need to remove the whole panel, only the lower 
half. (Fig.1 – Fig.2) 
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5. Route the wire behind the side panel and back to the 
under seat area. Fig.3

6. Check that the wire is not pinched and 
then reinstall the screw that holds the 
side panel

7. Use hot water and soap to clean the 
surface where the Twin Art lighted 
radiator grill panel adhesive touches 
the motorcycle body panel.  Dry the 
surface and then wipe it with the included
alcohol pad. (Fig.4)
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8. Install the grill with the included Hi-Lo screws. (Fig.5)
Attention: Place Grill above LED housing 

9. Repeat steps on the other side
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Fig.5

Remove the Grills only for Service requiring
removal of the side fairing 
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