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Thank you for choosing the Double Apex Gentex Mirror Integration kit for your Volkswagen MK7. If 
you have any questions about the installation please email us at support@dblapex.com. 
 
Parts Included: 
 
1. Gentex 80A Frameless Mirror with HomeLink® 5, 

preassembled with Double Apex MK7 mount 
2. Double Apex power control module 
3. Power control module harness 
4. Interior trim pieces(x2) 
5. Posi-Taps (x3) 
6.  T20 Torx Key 
7. Snap ring clips (x2) 
8. Zip ties 
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Required Tools; 
1. Snap ring pliers 
2. Small screw driver 
3. T20 Torx (included) 
4. Interior trim removal tool 
5. Large pliers 
 
   
Installation Steps: 
Before starting, confirm that your garage opener is 
HomeLink compatible.  
 
1. Rotate the stock mirror down. Remove the lower mirror 

cover trim by carefully prying the sides outwards with a 
plastic pry tool and sliding the trim downwards, away 
from the windshield glass. 
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2. Rotate the base of the mirror (arrow) counter clockwise to 
release it from the windshield mount. It may be possible to 
do this by hand, or by using a set of pliers to carefully grip 
the inside lip of the metal base. Take care to not exert force 
on the mirror itself.  

  
 
 
 

3. Use a trim pry tool to remove the clear plastic cover on the 
overhead console. Carefully pry around the outside perime-
ter to release. It is ok if the button assembly behind the 
clear cover is also released. If not, it will be removed in the 
next step. The wires going to the overhead lights do not 
need to be disconnected.  
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4. If necessary use the pry tool around the edges of the over-
head button assembly to release it.   
 

5. Disconnect the connectors (arrows) from the button and 
light assembly and set it aside in a safe location. For the 
connector on the left side (yellow arrow), you can use a 
small screw driver to bend the release catch (blue circle) to 
the left, while pulling out the inner connector that holds the 
wires.   
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6. Use the trim pry tool to remove the trim around 
the SOS and i-Button. 
 

7. Remove the four T20 Torx screws (arrows) that 
secure the overhead console. 
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8. Remove the brown connector on the back of the over-
head console using a small screw driver or trim tool to 
lift the edge of the black housing, until the inner brown 
connector can be released. Set the console aside in a 
safe spot.  
 
 
 
 
 
 

9. Place the mirror on a non-marring surface, such as a 
towel or cardboard, and use a small screwdriver to pry 
off the ring clip that secures the mirror to the ball mount.  
While holding the mirror body down, pull the ball mount 
out of the socket. Save the ring clip if you plan to rein-
stall the stock mirror.  
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10. Place the included snap rings over the mirror ball mount as 
shown.  
 

11. Place the Gentex mirror onto the non-marring surface and 
align and push the ball straight down into the socket on the 
back.  
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12. Use snap ring pliers to place the snap rings around the socket and position them 
as shown. Do not install the snap rings before placing the mount ball into the 
socket. Align the rings so the ring opening is centered on the body of the socket 
fingers (see illustration on right). Make sure the snap rings are in their final position 
before releasing them.  
 

 
 
 

1st Snap Ring 

2nd Snap Ring 
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12. Attach the mirror base to the windshield. Align the retaining tabs 
on the base with the openings on the windshield mount and rotate 
clockwise until it snaps into place. Route the mirror wiring harness 
between the “U” shaped boss on base (arrow) and into the over-
head console opening.  
 
 
 

13. Attach one of the included Posi-Taps to the wire that is red with a 
white stripe, in the overhead console opening, coming from the rain 
sensor on the windshield. This wire is constant 12V+.  
 

14.Connect the bare red wire, coming 
from the three pin connector on the 
mirror harness, to the Posi-Tap con-
nected to the red / white wire.  
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15. Attach a Posi-Tap to the red wire with a blue stripe, coming 
from the blue connector that was connected to the overhead 
console assembly. This is switched 12V+.  
 
Attached the third Posi-Tap to the brown wire, next to the 
gray wire.  
 

16.Locate the power control module harness that came with 
the mirror kit. It has a two pin connector on one end, and 
stripped red and black wires on the other. Connect the red 
wire to the Posi-Tap on the red / blue wire, and the black 
wire to the Posi-Tap on the brown wire. 
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17. Remove the backing on the double sided tape on the in-
cluded power control module. Attached the module to the 
plastic surface, inside the opening for the overhead console, 
as shown in the photo. Apply pressure for about 10 seconds 
to help the adhesive set.  
 

18.Connect the three pin connector to the connector on the left 
side of the power module (yellow arrow).   
 

19. Connect the two pin connector to the connector on the 
right side of the power control module (blue arrow).  
 

20. Test the mirror. With the vehicles accessory power on, the 
mirror’s power button should illuminate green. The mirror will 
turn off approximately five minutes after accessory power is 
switched off.   
 

21.The included zip ties can be used to tidy up the harness 
routing. The main mirror harness needs some slack to allow 
the motion when the mirror pivots.  
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22. Install the included new upper trim piece. Make 
sure the wiring harness passes through the cover 
as shown. 
  

23.Install the new lower trim piece by pushing it 
straight up (direction of arrow) on the metal mirror 
base, so it engages the alignment channels on the 
base and snaps to the upper trim piece.  
 

24. See the included Gentex Manual for instructions 
on how to program HomeLink®.  

 
 
Installation is complete! Auto Dimming and Home-
Link® will activate with the car’s accessory power. 
The mirror will turn off approximately five minutes af-
ter the car is turned off. 
 
 
 


