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LIGHTWEIGHT RIPSTOP RAIN JACKET
With Hood
BJ6926

Vertical side waist pockets 
with zip closure.

Shaped sleeve cuff

Built in shaped hood  that 
can be inserted inside collar

Waterproof zip closure

Shaped seam 
sealed hood 
with adjustable 
cord and toggle Stand up collar with velour chin 

guard stopper

Inner stand collar and inner centre front storm 
flap with velour facing 

BJ6926

Features
• Waterproof jacket with breathability 
• 3 Layer water resistant fabric
• Waterproof rating over 20,000mmH2O
• Water vapour penetration over 4000G/M2/24hrs
• All seams are seam sealed
• Inner collar stand in brushed velour for comfort
• Waterproof zipper closure at opening
• Waist pockets with zipper closure
• Internal LHS heat seal zip patch pocket
• Shaped back tail and sleeve hem
• Shaped concealed built in hood with collar 

stand and adjustable cord for additional weather 
protection

Internal heat seal zip patch 
pocket at left hand side

Fabric
• 100% Polyester Ripstop with 

TPU Coated and 20D Polyester 
Tricot Laminate, 150gsm

• 100% Polyester Velour - Black

Size
• XS - 6XL

Adjustable hem with cord 
and toggle on both sides 

for a closer body fit

Black 
(BBLK)
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AUSTRALIAN & INTERNATIONAL STANDARDS

BJ6926

BJ6927T
TAPED HI VIS LIGHTWEIGHT RAIN 

JACKET WITH HOOD

Australian/ New Zealand Standards/Test 
Methods

• AS/NZS 2621:1998: Textiles - Guide to the 
Selection of Correct Care Labelling Instructions 
from AS/NZS 1957 
BISLEY WORKWEAR GARMENTS USE THE 
CORRECT CARE LABELLING SUITED TO THEIR 
TYPE AND FABRICATION

• AS/NZS 2392:1999: Textiles - Labelling of 
Clothing, Household Textiles and Furnishings 
BISLEY WORKWEAR GARMENTS HAVE THE 
CORRECT CARE LABELLING PLACEMENT AND 
DETAILS

• AS/NZS 1957:1998: Textiles - Care 
Labelling 
BISLEY WORKWEAR GARMENTS ARE 
PROVIDED WITH CARE INSTRUCTIONS

• AS/NZS 2622:1996: Textile Products - Fibre 
Content Labelling
BISLEY WORKWEAR GARMENTS ACCURATELY 
LIST THE FABRIC FIBRE CONTENT

• AS/NZS 4399:1996: Sun Protective Clothing 
- Evaluation and Classification
THIS GARMENT HAS A SUN PROTECTION 
RATING OF UPF 50+ 

• AS 2001.2.16-1987:  Determination of 
water repellency of textile surfaces - Spray 
rating test
BISLEY WORKWEAR WET WEATHER FABRICS 
HAVE BEEN TESTED UNDER THIS TEST 
METHOD AND ACHIEVED ABOVE MINIMUM 
REQUIREMENTS.

• AS 2001.2.17-1987 (R2016): Methods of 
test for textiles - Physical tests - Determination 
of resistance of fabrics to water penetration - 
Hydrostatic pressure test
BISLEY WORKWEAR WET WEATHER FABRICS 
HAVE BEEN TESTED UNDER THIS TEST 
METHOD FOR WATER PENETRATION AND 
EXCEEDS ABOVE MINIMUM REQUIREMENTS 
OF 10,000 mm H20.

International Standards
• ASTM D5489-07: Standard Guide for Care 

Symbols for Care Instructions on Textile 
Products
BISLEY WORKWEAR GARMENTS COMPLY 
WITH USA STANDARDS FOR CARE LABEL 
SYMBOLS AND CONTENT DESCRIPTIONS.

What is body length measurement (from neck 
to hem)?
XS:72cm, S:73.5cm, M:75cm, L:76.5cm, 
XL:78cm, 2XL:79.5cm, 3XL:81cm, 
4XL:82.5cm, 5XL:84cm, 6XL: 85.5cm 

What is the sleeve length (armhole seam to 
finished sleeve hem)?
XS: 63cm, S: 64cm,  M: 65cm,  L: 66cm,
XL:67cm, 2XL:68cm, 3XL:69cm,  4XL: 70cm,  
5XL: 70cm, 6XL: 70cm

Size

To fit chest size (cm)

To fit chest size (inches)

XS 

87 

34 

S 

92 

36

M 

97 

38

L 

102 

40

XL 

107 

42

2XL 

112 

44

3XL 

117 

46

4XL 

122 

48

5XL 

127 

50

6XL 

132 

52

JACKETS (Jackets are intended to be worn over shirts) MENS

BJ6060
SOFT SHELL JACKET

BJ6928
PUFFER JACKET w/ 
ADJUSTABLE HOOD


