
WaveThermWaveThermWaveThermWaveTherm   3U Conduction Cooled
Inject/Eject - Ejectors 

REV 20220207      www.wavetherm.com      sales@wavetherm.com

OpenCOTS TM

The OpenCOTS 3U ejectors represent an 
innovative approach to create a field 
replaceable inject / eject handle for cPCI and 
VME/VPX designs.  The ejector handles are 
ergonomically designed to provide a mechanical 
advantage entering and exiting a chassis slot.

Key Features:
Max Ejection - 0.23”
PMC / XMC Compatible
Vita 48.2 Compliant
cPCI compliant
Universal / Reversible
Field Replaceable
Injection / Ejection
Low profile design
Ergonomic Design
3d Models Available
3.3X MECHANICAL ADVANTAGE
UP TO 120LBS INSERTION /                                                                     

 EXTRACTION FORCE

Optimized For Vita 48.2 and cPCI

P#14283-xx

OpenCOTS TMMATERIAL:
aluminum AL7075-T7351
Hardware SS300 series

FINISH (-XX):
BA - Black Anodize per MIL-A-8625, Type II, Class 2 
 BH - Hard Black Anodize per MIL-A-8625, Type III, Class 2
 CC - Chemical Film per MIL-C-5541, Class 1A, Clear 
CG - Chemical Film per MIL-C-5541, Class 1A, Gold, non-RoHS
EN - Electroless Nickel per MIL-C-26074, Class 4, Grade B, Bright 

 .370 

 .170 

2X  .130 .003  .107
TAP M2 THRU

W/ CRESCENT WASHER
OD .250” X ID   .130"

SS SLEEVE

0.250"

M2X12 FLAT HEAD

TORQUE 0.5 IN-LBS

LOCTITE 2760

 1.50 

 .180 

 .120 

 
.128 

 .370 

 .270 



WaveThermWaveThermWaveThermWaveTherm   3U Conduction Cooled
Inject/Eject - Ejectors 

REV 20220207      www.wavetherm.com      sales@wavetherm.com

OpenCOTS TM

The OpenCOTS 3U ejectors represent an 
innovative approach to create a field 
replaceable inject / eject handle for cPCI and 
VME/VPX designs.  The ejector handles are 
ergonomically designed to provide a mechanical 
advantage entering and exiting a chassis slot.

Optimized For Vita 48.2 and cPCI

MATERIAL:
aluminum AL6061-T6
Hardware SS300 series

FINISH (-XX):
BA - Black Anodize per MIL-A-8625, Type II, Class 2 
 BH - Hard Black Anodize per MIL-A-8625, Type III, Class 2
 CC - Chemical Film per MIL-C-5541, Class 1A, Clear 
CG - Chemical Film per MIL-C-5541, Class 1A, Gold, non-RoHS
EN - Electroless Nickel per MIL-C-26074, Class 4, Grade B, Bright 

P#14104-xx

LOCTITE 2760

OpenCOTS TM

 .450 

 .125 

2X    .130 .003 .107
TAP M2 THRU

M2X12 FLAT HEAD

TORQUE 0.5 IN-LBS

W/ CRESCENT WASHER

OD .250” X ID   .130"

SS SLEEVE

0.250"

 .180 

 1.60 

.128 

 .120 

 .250 

 .430 

Key Features:
Max Ejection - 0.25”
Vita 48.2 Compliant
cPCI compliant
Universal / Reversible
Field Replaceable
Injection / Ejection
Low profile design
Ergonomic Design
3d Models Available
2.7X MECHANICAL ADVANTAGE
UP TO 120LBS INSERTION /                                                                     

 EXTRACTION FORCE



WaveThermWaveThermWaveThermWaveTherm   3U Conduction Cooled
Inject/Eject - Ejectors 

REV 20220207      www.wavetherm.com      sales@wavetherm.com

OpenCOTS TM

The OpenCOTS 3U ejectors represent an 
innovative approach to create a field 
replaceable inject / eject handle for cPCI and 
VME/VPX designs.  The ejector handles are 
ergonomically designed to provide a mechanical 
advantage entering and exiting a chassis slot.

Optimized For Vita 48.2 and cPCI

P#14090-xx

LOCTITE 2760

OpenCOTS TMMATERIAL:
aluminum AL7075-T7351
Hardware SS300 series

FINISH (-XX):
BA - Black Anodize per MIL-A-8625, Type II, Class 2 
 BH - Hard Black Anodize per MIL-A-8625, Type III, Class 2
 CC - Chemical Film per MIL-C-5541, Class 1A, Clear 
CG - Chemical Film per MIL-C-5541, Class 1A, Gold, non-RoHS
EN - Electroless Nickel per MIL-C-26074, Class 4, Grade B, Bright 

 .420 

 .140 

M2X12 FLAT HEAD

TORQUE 0.5 IN-LBS

W/ CRESCENT WASHER

OD .250” X ID   .130"

SS SLEEVE

0.250"

 .180 

 1.55 

.128 

 .120 

 .250 

 .400 

Key Features:
Max Ejection - 0.23”
Vita 48.2 Compliant
cPCI compliant
Universal / Reversible
Field Replaceable
Injection / Ejection
Low profile design
Ergonomic Design
3d Models Available
2.9X MECHANICAL ADVANTAGE
UP TO 120LBS INSERTION /                                                                     

 EXTRACTION FORCE

2X    .130 .003 .107
TAP M2 THRU



WaveThermWaveThermWaveThermWaveTherm   3U Conduction Cooled
Inject/Eject - Ejectors 

REV 20220207      www.wavetherm.com      sales@wavetherm.com

OpenCOTS TM

The OpenCOTS 3U ejectors represent an 
innovative approach to create a field 
replaceable inject / eject handle for cPCI and 
VME/VPX designs.  The ejector handles are 
ergonomically designed to provide a mechanical 
advantage entering and exiting a chassis slot.

MATERIAL:
aluminum AL7075-T7351
Hardware SS300 series

FINISH (-XX):
BA - Black Anodize per MIL-A-8625, Type II, Class 2 
 BH - Hard Black Anodize per MIL-A-8625, Type III, Class 2
 CC - Chemical Film per MIL-C-5541, Class 1A, Clear 
CG - Chemical Film per MIL-C-5541, Class 1A, Gold, non-RoHS
EN - Electroless Nickel per MIL-C-26074, Class 4, Grade B, Bright 

P#14121-xx

0.370

0.140

SS SLEEVE
0.250" LONG

M2X12 FLAT HEAD

LOCTITE 2760

TORQUE 0.5IN-LBS

OpenCOTS TM

Key Features:
Max Ejection - 0.19”
VME Compliant
cPCI compliant
Universal / Reversible
Field Replaceable
Injection / Ejection
Low profile design
Ergonomic Design
3d Models Available
3.3X MECHANICAL ADVANTAGE
UP TO 160LBS INSERTION /                                                                     

 EXTRACTION FORCE

Optimized For VME and cPCI

 .180 

 1.50 

 .250 

.128  .120 

W/ CRESCENT WASHER

OD .250” X ID   .130"

2X    .130 .003 .107
TAP M2 THRU



WaveThermWaveThermWaveThermWaveTherm   3U Conduction Cooled
Inject/Eject - Ejectors 

REV 20220207      www.wavetherm.com      sales@wavetherm.com

OpenCOTS TM

The OpenCOTS 3U ejectors represent an 
innovative approach to create a field 
replaceable inject / eject handle for cPCI and 
VME/VPX designs.  The ejector handles are 
ergonomically designed to provide a mechanical 
advantage entering and exiting a chassis slot.

Optimized For VME and cPCI

P#1491-xx

0.370

0.140

M2X12 FLAT HEAD

SS SLEEVE
0.250" LONG

LOCTITE 2760

TORQUE 0.5IN-LBS

OpenCOTS TMMATERIAL:
aluminum AL7075-T7351
Hardware SS300 series

FINISH (-XX):
BA - Black Anodize per MIL-A-8625, Type II, Class 2 
 BH - Hard Black Anodize per MIL-A-8625, Type III, Class 2
 CC - Chemical Film per MIL-C-5541, Class 1A, Clear 
CG - Chemical Film per MIL-C-5541, Class 1A, Gold, non-RoHS
EN - Electroless Nickel per MIL-C-26074, Class 4, Grade B, Bright 

 .180 

 1.50 

.128 

 .120 

 .250 

 .350 

Key Features:
Max Ejection - 0.19”
VME Compliant
cPCI compliant
Universal / Reversible
Field Replaceable
Injection / Ejection
Low profile design
Ergonomic Design
3d Models Available
3.3X MECHANICAL ADVANTAGE
UP TO 160LBS INSERTION /                                                                     

 EXTRACTION FORCE

W/ CRESCENT WASHER

OD .250” X ID   .130"

2X    .130 .003 .107
TAP M2 THRU



WaveThermWaveThermWaveThermWaveTherm   3U Conduction Cooled
Inject/Eject - Ejectors 

REV 20220207      www.wavetherm.com      sales@wavetherm.com

OpenCOTS TM

14104 - BA -  250
PART NUMBER BUILDER - KITS

STANDOFF
LENGTH

1/4” - 250
5/16” - 3125

INCLUDES
MATCHING 
M2 SCREW
MOUNTING

EJECTOR
STYLE #

Black Anodize per MIL-A-8625, Type II, Class 2 - BA 
 Hard Black Anodize per MIL-A-8625, Type III, Class 3 - BH
 Chemical Film per MIL-C-5541, Class 1A, Clear - CC 
Chemical Film per MIL-C-5541, Class 1A, Gold, non-RoHS - CG 
Electroless Nickel per MIL-C-26074, Class 4, Grade B, Bright - EN 

3U
STYLES

1472
1473
14021
14022
1491
14104
14036
14035
14090
14121
14283

6U
STYLES

1424
1425
1485
1486
1447
1448
1445
1446
14113
14114
14306

PLATED
SURFACE
FINISH


