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WaveThermWaveTherm
  6U Conduction Cooled

HEX KEY INJECTOR/EJECTOR
 

PART NUMBER BUILDER
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Black Anodize per MIL-A-8625, Type II, Class 2 - BA 
 Hard Black Anodize per MIL-A-8625, Type III, Class 2 - BH

 Chemical Film per MIL-C-5541, Class 1A, Clear - CC 
Chemical Film per MIL-C-5541, Class 1A, Gold, non-RoHS - CG 

Electroless Nickel per MIL-C-26074, Class 4, Grade B, Bright - EN  

HKE - 332E - R162 - BA - 250 
Hex Key
Ejector

HEX
DRIVE

    

3/32” hex key - 332
7/64” hex key - 764
5/32” Hex key - 532
M2.5 hex key - M25

M4 Hex Key -    M4 

Right-R
Left-L

Length

197- length - 1.97”
162- Length - 1.62” 

Mounting
Hardware
.250” STD

(Optional)
includes
sleeve &
screw

-  .1875”
-  .250”
-  .3125”

(or Specify
desired length)
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PART NUMBER: M3 SCREW LENGTH MTG CLEAR

HKE-332-R162-XX-XXX 5.75mm 1.62” 0.775” 0.73”

HKE-332E-R162-XX-XXX 7.0mm 1.62” 0.775” 0.73”

HKE-332-R197-XX-XXX 5.75mm 1.97” 1.125” 0.73”

HKE-332E-R197-XX-XXX 7.0mm 1.97” 1.125” 0.73”

PART NUMBER: M3 SCREW LENGTH MTG CLEAR

HKE-332-L162-XX-XXX 5.75mm 1.62” 0.775” 0.73”

HKE-332E-L162-XX-XXX 7.0mm 1.62” 0.775” 0.73”

HKE-332-L197-XX-XXX 5.75mm 1.97” 1.125” 0.73”

HKE-332E-L197-XX-XXX 7.0mm 1.97” 1.125” 0.73”

MATERIALS:
Ejector - Aluminum AL7075
Screws / Sleeve - SS316 Passivate AMS 2700

PLATING SPECS:
BA - Black Anodize, MIL-A-8625, Type II, Class 2 (Standard)
 CC - Chemical Film, MIL-C-5541, Class 1A, Clear 
CG - Chemical Film, MIL-C-5541, Class 1A, Gold, non-RoHS
EN - Electroless Nickel, MIL-C-26074, Class 4, Grade B, Bright 
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HKE-332E-R162-BA

HKE-332E-R162-BA-250

EXAMPLE PART NUMBERS
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WaveThermWaveTherm
  6U Conduction Cooled

HEX KEY INJECTOR/EJECTOR
 

LOCTITE 2760

Optimized For Vita 48.2 and cPCI

OpenCOTS 6U Hex Drive Ejectors 
•field replaceable inject / eject handles
•cPCI and VME/VPX designs 
•ergonomic designs which provide a 3.7 mechanical   
advantage entering and exiting a chassis slot.
•maximum insertion / extraction force ~120lbs.

3D-CAD
COMPLETE MODULE

ASSEMBLIES 
AVAILABLE

FOR DOWNLOAD

2X  .124  .295
TAP FOR M3X0.5 

HELICOIL INSERT = 1.0 * DIA.
RECOMMENDED

  2X .394  

  2X .075  

PS
  .41  

4X
6.159

  .41  

2X  .130  .170
TAP M2 THRU ALL

HEAT FRAME
MOUNTING HOLE

0.775
OR

1.125

0.775
OR

1.125

2X  .124  .295
TAP FOR M3X0.5 HELICOIL INSERT = 1.0 * DIA.

EXPLODED VIEW
M2X10 & M2X12

PAN HEAD SCREW

INCLUDED 

TORQUE 2 IN-LBS

0.25" STAINLESS SLEEVE

M3 - CAPTIVE SCREW

3/32” HEX DRIVE (STANDARD)

M2.5 HEX DRIVE

7/64” HEX DRIVE

M3 CAPTIVE SCREW

TORQUE 6 IN-LBS

Features:
• field replaceable
• captive screw
• injection / ejection
• Vita 48.2 compliant
• VME compliant
• cPCI compliant
• low profile design
• ergonomic design
• 3.7x force multiplier
• 3d models available

design - simulate - test
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