
Supplies Needed: Tools Needed:
Webbing Bench Vise or Pliers

Webbing Clips Scissors

Screws (screw method) Tape Measure

Drill (screw method)

Webbing Clip Installation

Disclaimer: These instructions are intended to be general guidelines and may not be 
applicable in all scenarios or situations. Safety equipment should be worn at all times 
during the installation. Please read and understand all instructions before beginning.  
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Step 1 - Cut Webbing to Length

Because there are many di�erent types of webbing with di�erent amounts of 
stretch, the actual length you will want to cut the webbing to will vary. As a 
starting point, we recommend measuring the chair from slot to slot and cutting 
the webbing to that length. Make sure that both ends of the webbing are cut 
square.

*If your piece does not have pre-existing slots, your installation will be done with 
screws. You should cut your webbing based on the distance between the inside
edges of the seat. 

Step 2 - Secure Webbing in First Clip

This can be done with either a bench vise or a pair 
of pliers. Note that each clip has a side with a lip 
on it. Pull the webbing over the side with the lip 
and insert it all the way to the bottom of the clip, 
then crimp it closed. Please note that the teeth on 
the clips do not need to poke all the way through 
the webbing.

Pro Tip: Before attaching the second clip, it may be 
bene�cial to insert the �rst clip in the groove and 
then stretch the webbing to the opposing side. This 
will allow you to �ne tune the length based on the 
amount of stretch your webbing has.
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Still have questions? You can email us at support@house2home-us.com. 
We would love to hear from you, please don't forget to leave a review!

Step 3 - Secure Webbing in Second Clip

Once con�dent about the length of the 
webbing, you can secure the second 
clip on the other end. This clip 
should be secured so both 
lips face inward like the
illustration to the right.

Step 4 - Installing the Clips

Begin by inserting one of the clips into one of the 
slots. Make sure the lip is pointing towards the middle 
of the chair. Then with a friend’s help, one person will 
pull on the webbing to stretch it while the other person 
inserts the other clip into the opposite slot.

*If installing with screws, pre-drill the holes before attempting to screw in the 
clips. This will reduce the risk of the frame splitting. The clips should be mounted 
with the lip facing down, overhanging the edge.

Slot Installation Screw Installation


