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Fighting for The Dream

      Thank you for purchasing this product.For optimum performance and 
safety, please read these instructions carefully before connecting, operating 
or adjusting this product. Please keep this manual for future reference.

      This HDMI 4x1 Quad Multi-viewer is a high-performance switch with 
four-channel HD screen segmentation and seamless switching output. It can 
display 4HD digital video signal on the same screen, and has a variety of 
video segmentation, seamless switching 4 HD input signal synchronously. The 
control methods of the switch is flexible, it can be switched via button and IR 
control. It is a very practical and stable switch that easy to install. It can be 
used in the major projects, meeting halls and other places.
        HDMI output resolution up to 1080P/60Hz and 4K/30Hz, support highest 
resolution up to 4K60Hz(YUV), and there are 4 average screens in  
multi-viewer mode when you first use the product. The screen shows color 
bar in case of no signal input.

*Supports 4 HDMI input, 1 HDMI output
*Support 4 HDMI signal screen segmentation
*Support 4 HDMI signal seamless switching
*Switch between 1080P/60Hz and 4K/30Hz, support highest resolution up to 
4K60Hz(YUV)(force the output in the output device), 4K30Hz (RGB) and 
backward compatible.
*SupportHDMI1.4, HDCP1.4 and backward compatible.
*HDMI input and output transmission distance:high speed HDMI cable can 
reach up to 15M.(HDMIcable 19+1,28AW)
*Support IR control
*Power Supply: DC5V2A

SupportHDMIresolution: 
24/50/60fs/4k60(YUV)/4K30HZ/1080P/1080i/720p/576p/576i/480p/480i
Support video color format:24bit/30bit/36bit.
Support audio input format:
DTS-HD/Dolby-realHD/LPCM7.1/DTS/Dolby-AC3/DSD
Support audio output format: LPCM,PCM2
Max bandwidth: 330Mhz

Input/Output TMDS signal:0.5~1.5V p-p(TTL)

Note:There is AAA battery in the IR Remote controller. 
Please take off the battery in case of no use for long.

Please use the product according to the following instructions to ensure a long service life.

erosive and oxidative environment.

      Before power on, please check all the connection cables and make sure 
all interfaces are connected well.The common trouble

shooting way shows as below:
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 Special reminder: 
please do not set the audio format and video resolution of signal source to Force 
Mode.


