


HANGING DRYING RACK

Popular in alpine huts, the Hanging Drying Rack is a 
traditional system used by climbers to dry their damp 
clothing overnight.

It made sense to bring this idea into the home - 
eliminating any worry of wet washing on the line, clothes 
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Suspended using a pulley system that utilizes the warm 
air trapped in the ceiling, the Hanging Drying Rack is a 
beautiful and functional solution for drying your laundry. 

Thank you for your purchase, 

George & Willy



CARE GUIDE

Where you install your product depends on its material/s.

Wooden and Steel Products: We recommend using these 
products inside or under a shelter where they are 
protected from any exposure to rain or water. 

Aluminum Products: These products are non-corrosive 
and suitable for use outside. 

Chalk Products: You should use traditional dry chalk. We 
don't recommend using liquid chalk pens on our products. 

Transportable Outdoor Signage: If there is exposure to 
wind, we recommend bringing signage inside to protect it 
from the extremes. We offer Sandbags to help support 
your product in moderate wind conditions.



COMPONENTS

2 x Side Rails

9 x Dowel

2 x Rope

1 x Cleat

3 x Pulley

18 x Large Screws

18 x Small Screws



S¾��Ý��éÝ����Øé�¾¬ą����é¬¾��Ù�äË�¬ÅÝä�¾¾�ä©��)�Å¤¬Å¤�
Drying Rack to ensure safe assembly and installation of 
this product.

ASSEMBLY



Select a suitable location to install the Hanging Drying 
Rack. Ensure the chosen space allows enough room for 
the rack to be raised and lowered easily. 
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1Screw pulley         into the ceiling. Make sure the pulley is 
secured to a beam. 

2



Install pulley         1085mm back from pulley     
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Install pulley         further back from pulley       , close to the 
corner of the ceiling and wall. Ensure all three pulleys are 
perfectly aligned.
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Install the rope cleat vertically below pulley         on the 
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pulleys and the rope cleat must be aligned. 
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Thread rope          through pulley        .
Continue across, threading through pulley         and 
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Thread rope       through pulley       . Continue across and 
through pulley      . Pull both ends of ropes (       +      ) until 
the Hanging Drying Rack is raised off the ground. Adjust 
each end accordingly until the rack becomes level in the 
air. A builders level should be used for complete accuracy. 
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Raise the Hanging Drying Rack to the desired height 
intended for use (chest height recommended). Tie a knot 
in the two ropes just behind pulley       . This stops the 
rack from lowering any further. Tie off ropes around the 
cleat. Cut any excess rope off and melt the ends for a 
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DISCLAIMER

George & Willy products have a lifetime warranty. This 
covers faulty workmanship and/or materials when the 
product is used in normal, domestic, or commercial 
conditions and following the care and use instructions 
provided. 

It does not cover normal wear and tear, accidents, or 
Ä¬ÝéÝ��Ë£�ä©��ÖÙË�é�äķ�r��Ù��ËÄÄ�Å��éÝ¬Å¤���Øé�¾¬ą���
builder to complete the installation to reduce the risk of 
damage or injury. If the defect was caused by a 
manufacturing fault, the faulty product will be replaced 
free of charge. If the original product is no longer in 
production, it will be replaced with the most similar 
product.

Please keep all parts out of reach of small children as they 
may pose a choking risk.



CONTACT US

sales@georgeandwilly.com

www.georgeandwilly.com

@georgeandwilly

www.pinterest.com/georgeandwilly/


