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JACQUARD SCREEN INK DISCHARGE 

 

Screen Ink Discharge Additive helps achieve bright, vibrant screen printed colours on dyed dark 

fabrics without using an undercoat of white ink. Simply add to screen ink, screen print then steam. 

Works only on dyed fabrics. We recommend patch testing first to ensure that the dye used in your 

fabric is dischargeable. 

 

Step 1) This product was designed for use with Jacquard Screen Inks 

but will work with other waterbased, translucent Screen Inks such as 

Speedball or Screentec. Mix 7% of the Screen Ink Discharge into your 

ink of choice. 7% is roughly 3/4 teaspoon per 50g of Ink. The Discharge 

additive is liquid so if you use too large a percentage it will make the inks 

too runny to print with. 

 

 

Step 2) Screen your selected image onto your T-shirt as normal. We 

used a 43T mesh and a commercially dyed T-shirt. Leave the ink to dry 

for 30 minutes. 

 

 

 

 

Step 3) Steam iron at the highest temperature appropriate for fabric until 

image is developed enough - you can see this happening infront of your 

eyes. A strong odour is given off during steaming, we would recommend 

using in a well ventilated area with a mask.  

 

 

 

 

The T-shirt can now be washed as normal. As you can see the image is much brighter than you 

could usually achieve when printing a translucent, waterbased ink onto a dark T-shirt. 

   


