
Proper Copper Design
Contact: 01273 973 650 

Email: team@propercopperdesign.com

Manufacturer Warranty
Warranty Length
Full or Limited Warranty
Warranty Details

Warranty
Yes
3 Years
Limited
3 years break-down and parts warranty. 
Lacquered finishes (protective coatings) are not
covered under warranty. 

Installation Required
Installation Type

Assembly
Yes; Instruction provided 
Wall Mounted

Installation Parts Included Yes; Supplied with 2x Flexible Hose, Backing 
nuts and washers. 

Finish

Specification
Name
Product Type   

Mounting Location

Adjustable Water Flow
Maximum Water Pressure
Minimum Water Pressure
Pipe Inlet Centres

Craftsmanship

Drip-free

Shut-off Valve Included
Electronic Control Unit Included
Valve Control Type
Valve Installation
Handles Included
Number of Faucet Handles
Number of Handles
Handle Style
Flange / Escutcheon Included (Pipe Covers)

Anti-Scald

Princesa 
Exposed Manual Mixer Tap / Faucet

Available Finishes: Natural Copper(un-lacquered)
or Satin Lacquered. Custom (Specialist Finishes) 
are available upon request. 

Wall Mounted

Yes
5 Bar (70 PSI)
0.5 Bar (7 PSI)
Bathroom: 200mm / 20cm / 7.87” Inches

Handcrafted (Made in England)

Yes

Yes
No
Manual Mixer
Exposed
Yes
2
2
Two Point Tap Turns
Yes, Diameter = 40mm / 4cm / 1.57”

Material Genuine Copper and Brass - WRAS Approved 

Designed By Proper Copper Design
Manufactured Made in Britain - Certified

Manufactured by Proper Copper Design 

fittings.

Pipe Inlet Diameter Required 15mm / 1.5cm / 0.59” Inches

Flow Rate 0.3 Litres / second

Yes; When installed with a thermostatic mixing 
valve (TMV).

American Adaptors Required Yes. Supplied with; 1/2” Inch BSP to 1/2” Inch NPT 
Threaded Adaptors UK Thread to American Convert.

Kitchen: 180mm / 18cm / 7.08” Inches


