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INSTALLATION INSTRUCTIONS 

INSTRUCTIONS FOR VINYL KIT UPGRADE FOR AERO WHEEL COVERS 
 
Please read these installation instructions BEFORE you attempt to apply the vinyl kit. 
 
Installation of an EVANNEX® Vinyl Kit Upgrade for Aero Wheel Covers is a moderately challenging DIY project. It 
requires care, a steady hand, the ability to follow instructions, and the patience to remove and reapply the vinyl, if 
required. If you’re uncomfortable with Vinyl Kit installation for any reason, we recommend that you contact a professional 
vinyl installer at an automotive custom shop or window tinting outlet and have that person do the installation. 
 
GENERAL INSTRUCTIONS FOR APPLYING VINYL FILMS are presented at the end of this document. Read them 
before you attempt to install this vinyl kit, including information about Returns and our Damage Disclaimer.   
 
An INSTALLATION VIDEO for the Vinyl Kit Upgrade for Aero Wheel Covers is available at evannex.com. 
 
INSTALLATION 
 
Step 1a.  Remove all four Aero wheel covers from your Model 3 and wash them thoroughly using a sponge, soap 
and water. Be sure you have removed all dust, 
dirt, sand, and oil before proceeding further. Allow 
the wheel covers to dry. 
Step 1b.  Using a mixture of 40% isopropyl 
alcohol and 60 percent water, clean the 
hubcap surface further in preparation for vinyl 
application. 
 
All further installation steps make reference to the 
figure on the right. 
 
NOTE:  We provide 24 identical vinyl pieces in 
the upgrade kit. Only 20 pieces are required (5 
per cover) but we provide one extra piece for 
each cover just in case you make a mistake. 
 
Step 2.  Remove one (1) vinyl piece from its 
backing and align edge 2-1 to the perimeter of 
the aero wheel cover. Leave ~1mm or less to 
the edge of perimeter. Press down to adhere the 
edge of the vinyl along edge 2-1.  Do the same for 
edge 1-3. 
 
Step 3. Working in the direction of the arrows 
(see the figure), smooth the vinyl in the ‘flat’ 
area along the perimeter of the cover as shown. 
 
Step 4.  Working along the edge curve defined by 3-4-5 and at the same time aligning edge 5-6, press down to 
adhere 3-4-5-6 along its edge.  
 
Note:  If bubbles, wrinkles, or looseness occurs during any installation step, pull up the vinyl and re-smooth. 
 
Step 5.  Using a hair dryer, heat the vinyl below the dashed line in the figure. Heat should be gentle and is intended 
to make the vinyl more pliable. To help in the application, you can choose to continue to heat the vinyl as you smooth it. 
 
Step 6.  After heating, press the vinyl into place along edges 6-7 and 2 -8 using the squeegee (provided). Reheat 
as required. Using the squeegee or your fingers, smooth the vinyl in the curved area that rises from the air vent opening 
(shown in white in the figure). If vinyl extends beyond the lower air vent edge, wrap it around the edge. 
 
Step 7. Examine the vinyl and be sure to remove any air bubbles or wrinkles. Pull up the vinyl and re-smooth if 
required. 
 
Step 8. Repeat Steps 2 – 7 for each of the four remaining “spokes” of the hubcap and for each of the three 
remaining wheels. Note: It’s not a bad idea to clean the spoke surface again just before applying the vinyl piece. 
 
Your installation is now complete. Pop the aero wheel covers back onto your Model 3 and you’re done. 
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GENERIC GUIDELINES FOR APPLYING EVANNEX VINYL FILMS 
 
Surface Preparation (VERY IMPORTANT) 

 
1. Begin your work in a dust free environment with a temperature of at least 72 degrees F. 
2. Clean the surface thoroughly (including all edges and corners) to remove any dirt, dust, finger prints or other 

substances from the surface. We recommend a mixture of 60 percent water and 40 percent Isopropyl alcohol.  
 
Recommended tools: 

• Squeegee—to help smooth the vinyl and force air bubbles out (provided) 
• Hair dryer—to heat the vinyl making it more pliable around edges and corners. 
• (optional) #1 xacto knife or retractable knife with snap-off blades.  If the vinyl is applied with a slight 

angular or positioning error, a knife can be used to trim any undesired overlap at the edges. If you choose to 
use a blade, be VERY careful not to injure yourself or damage the surface of your vehicle. 

• Alcohol (40%) and Water (60%) mix with a lint free cloth—to clean the surface just prior to vinyl installation. 
 
General Guidelines: 
1. Follow the order of application that is recommended. 
2. Use your fingers and squeegee (provided) to smooth the surface.  
3. If you find that you’ve misaligned the vinyl piece or you encounter wrinkles or air bubbles (these events are 

not uncommon) as you do the install, pull the piece off gently to avoid stretching and reapply.  
4. Be certain that all air bubbles are squeegeed out as you apply the vinyl film. To avoid damage to the vinyl, do 

NOT press too hard on the squeegee.  
5. If you encounter “crow’s feet” (ripples/wrinkles in the film as you’re applying it), you can use a hair drier to 

shrink the film slightly (be careful not to damage the film). To do this, lift the film and apply heat until wrinkles 
disappear, then re-apply the film. 

6. Small variations in orientation or alignment while applying the piece and/or stretching during application can 
cause fitment to be off by 1.0 mm or more. 

 
RETURNS 
 
Like all EVANNEX® products, you may return the Aero wheel hubcap  vinyl kit unopened and unused for a period of 30 days from 
delivery. You must have an RMA number for proper processing of a return. The cost of return packaging and shipping is your 
responsibility. However, once the white backing has been removed from any Vinyl Kit piece, the entire vinyl kit to which it belongs 
can no longer be returned for credit or exchange. The reason for this is that the piece and the package cannot be reused or resold.  
Therefore, please be certain that you’re satisfied with the look and style of your Vinyl Kit package BEFORE you remove the backing 
from any Vinyl Kit piece. Stated as succinctly as possible, once you remove the backing from any Vinyl Kit piece, the Vinyl Kit is 
yours—no returns and no credit can be offered. 
 
DISCLAIMER 
 
Although the likelihood of any vehicle surface damage is very low, EVANNEX® is not responsible for any damage to 
automotive surfaces that occurs as a consequence of the application of any EVANNEX Vinyl Kit. The cost to repair 
or replace a damaged surface is the sole responsibility of the customer.  
 
 
 


