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Chrome	Trunk	Molding	for	Model	3		
Installation	Instructions	

Please read this document in its entirety before you begin the installation of the Model 3 Chrome 
Trunk Molding 

The EVANNEX® Model 3 Chrome Trunk Molding has been designed for those Model 3 owners who would 
like to add a chrome accent to the trunk hatch of Model 3. Although we provide detailed instructions for the 
installation of the Model 3 Chrome Trunk Molding, some Model 3 owners may prefer to get help. If you feel 
uncomfortable with this installation for any reason, we strongly recommend that you engage a 
professional installer to do the work for you. 
 
IMPORTANT:  Please be certain that you’re completely satisfied with the look and style of the Model 
3 Trunk Trim piece BEFORE you remove the red adhesive backing from the piece. Once the red 
adhesive backing has been removed from the trim piece, the product cannot be returned for a refund 
or credit. 
 
Installation Video:  A installation video is available at evannex.com 

 
GENERIC INSTALLATION COMMENTS 
 

1. Be certain to properly clean the rear hatch surface of your Model 3 before you install the Model 
3 Chrome Trunk Molding. See Installation Step 1. 

2. It is very important to properly align the Model 3 Chrome Trunk Molding before pressing it 
into place. The adhesive used for the Model 3 Chrome Trunk Molding is extremely strong and it 
will be very difficult to remove the accent piece once it adheres.  

3. In order to avoid problems, we advise installing each The Model 3 Chrome Trunk Molding 
“incrementally.” By this, we mean that you should remove only a small portion of the red adhesive 
backing material (exposing only a small part of the adhesive surface), then align one edge of the 
piece (see detailed instalation steps that follow), checking alignment of the bottom edge and side 
edges. Work slowly to affix the material along its edge while pulling the red backing off.  

 
The following Figure described key terms and application dimensions: 
 

 
Figure 1.  Terms and Application Dimensions 
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INSTALLATION INSTRUCTIONS 
 
IMPORTANT: It is very important to properly align the Model 3 Chrome Trunk Molding before 
pressing it into place. The adhesive used for the product is extremely strong and it will be very 
difficult to remove the the trim piece once it adheres. In general, one edge should be lightly adhered 
to allow alignment to be checked before the piece is pressed into place. 
 
Tools required:  none.   Materials required:  a spray bottle contained a mixture of isopropyl alcohol and 
distilled water (available at any large pharmacy) in a 30% alcohol, 70% water mixture, and a clean cloth. 
 
Step 1a.  Wash you car before the installation, being sure that all dirt, dust and grease have been 
removed from the rear trunk hatch area.  
Step 1b. Once Step 1a is complete, spray the rear trunk area with a mixture of isopropyl alcohol and 
distilled water (available at any large pharmacy) in a 30% alcohol, 70% water mixture, and wipe dry with 
a lint free cloth or paper towel. Be sure the surface is completely dry before proceeding. 
 
Step 2.  Test fit the Model 3 Chrome Trunk Molding but DO NOT remove the red adhesive backing. 
Referring to Figure 1 and Photos 1 and 2 , place the Trunk Trim piece along the “ridge line” that runs from 
the bottom of the driver side lighting assembly to the bottom of the passenger-side lighting assembly. The 
“ridge line” is about 20 mm above the trunk hatch indent that is above the license plate. The bottom edge of 
the Chrome Trunk Molding should sit just above the radius at the ridge line and the sides should be offset 
from each lighting assembly by approximately 1mm. The top edge of the Chrome Trunk Molding should be 
approximately 4 mm from the lower tip of the Tesla “T” 
 

 
Photo 1. Photo 2 
 
Test fit before you remove the red adhesive backing to plan your installation approach and familiarize 
yourself with the shapes and curves involved.  
 
Step 3.  Remove the adhesive backing from about 2 inches of the left side of the Chrome Trunk 
Molding and afix the edge only approximately 1 mm from the lighting assembly and along the ridge 
line (Photo 1).  Check to be sure that: (1) the bottom of the Trunk Trim piece is aligned with the ridge line, 
(2) the center of the“S” in Tesla is aligned with the tip of the Tesla T (Photo 2) and (3) that the entire Chrome 
Trunk Molding is level and will run along the ridge line from the driver-side lighting assembly to the 
passenger side lighting assembly. 
 
Step 4. Remove the red adhesive backing, and using your fingers as a guide along the edge of the 
ridge line, afix the edge of the Chrome Trunk Molding along the ridge line. If misalignment occurs, it’s 
relatively easy to remove the edge of the trim pieces and re-apply. DO NOT yet press the back of the trim 
piece onto the rear hatch surface. 
 
Step 5. Step back and check alignment from a distance. The look should be similar to Photo 3. Adjust 
position, if required. 
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Photo 3. General placement and alignment of Chrome Trunk Molding 
 
Step 6. Working from left to right and using a soft lint free cloth, press the Model 3 Chrome Trunk 
Molding into place being sure not to trap any air bubbles under the adhesive. Take another pass over the 
Chrome Trunk Molding to ensure solid adhesion. 
 
Your Model 3 Trunk Trim piece and now installed. 
 
REMOVAL OF THE MODEL 3 CHROME TRUNK MOLDING 
 
The Model 3 Chrome Trunk Molding has been designed for permanent adhesion, so it’s not easy to remove 
(that's the whole idea). But it can be done. Starting at a corner, use thin nylon fishing line or a plastic putty 
knife or professional auto panel removal tool (i.e., a sharp plastic edge) and pry up the corner. You can heat 
the trim piece with a hair drier -- NOT a heat gun -- and this will help by making the material slightly more 
pliable. Then, working methodically, use the sharp plastic edge and work across the Chrome Trunk Molding, 
pulling the material up as you go. DO NOT use a metal edge of any kind! 
 
It’s important to note a few things:  

 
1)  Some of the adhesive will be left on the surface. This can be removed by rolling it up with the sharp 

plastic edge or even your fingernail; the original surface can then be cleaned with acetone to remove 
any final adhesive smudges. 

2)  It's unlikely that you'll damage the automotive surface beneath the Chrome Trunk Molding, but it can 
happen if you scratch the surface while removing the adhesive. Be careful!  

3) A trim piece that is removed will be stretched or damages, so you should only remove it if you no 
longer want the look. It cannot be re-applied. 

	


