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INSTALLATION INSTRUCTIONS 

LOGO “T” PUDDLE LIGHT UPGRADE KIT FOR TESLA OWNERS 
 
Please read these installation instructions BEFORE you install the EVANNEX® Logo “T” Puddle Light Upgrade Kit 
 
The EVANNEX® Logo “T” Puddle Light Upgrade Kit provides unique puddle lighting that projects an aesthetically 
pleasing Tesla “T” on the ground beneath the doors of your vehicle.  Note: Two (2) Logo “T” lights are included with each 
kit. If you choose to install Logo “T” Puddle Lights on both front and rear doors (Models 3 and S only), two Upgrade Kits 
are required. 
 
Installation of EVANNEX® Logo “T” Puddle Light Upgrade Kit is a DIY project of moderate difficulty. In general, 
DIYers can accomplish the installation without problems. However, if you’re uncomfortable with the installation 
for any reason, we recommend that you contact a professional installer and have them do the installation for you. 
 
Video installation instructions are available at evannex.com. 
 
Tools: A hard plastic wedge (pry) tool is provided to assist you with removal of the OEM light pods. You may also 
choose to use a small, short handle flat-head screwdriver (not 
included) to help pry up the ends of any OEM light pod that is difficult to 
remove with the wedge tool alone. 
 
INSTALLATION  -- PUDDLE LIGHTS  
 
Step 1.  Locate the OEM light on the bottom edge of the door. Begin 
with the passenger side front door.  

Step 2.  Use the wedge tool to pry up one end of the OEM light pod. 
Pull the pod out being careful not to damage the wiring attached to 
it.  (Figure 1) 

Step 3.  Press down on the connector as shown in Figure 2  and pull 
it out of the OEM light pod. 
Step 4.  Reattach the connector into a new EVANNEX LED light pod by pressing it gently into place (Figure 3). 

Step 5.  Place the EVANNEX light pod  into its opening on the bottom edge of the door and press the entire pod 
into place. (Figure 4)  Be certain not to crimp or damage the wiring as you press the pod into place. IMPORTANT:  Be 
sure to remove the blue protective film that covers the “T” lens after you’ve installed the upgraded LED. 
Repeat steps 2 through 5 for all doors and your Puddle Lighting Upgrade is installed. 
 
Notes:  

a) If you’re having difficulty removing the OEM light pods, we recommend that you use a small, short handle flat-
head screwdriver (not included) to help pry up the ends of the OEM light pod. The OEM light pod has a small 
indentation at one end. Place the head of the screw driver there, twist to force the pod out of its opening; use 
the wedge tool to force the pod out until you can grab the edges and pull it out. 

b) In some cases, the wiring length for the light pod may be short, making it difficult to reattach the connector. Try 
orienting the new EVANNEX puddle light pod in different ways until you position it so that the connector 
properly seats, then press  the light pod back into its opening. 

 

 


