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Bose L1 Compact System
L1 Compact

L1C-Wireless

Our smallest and most portable system for an audience of up to 100. It has a six-speaker articulated line
array, and it includes an integrated two-channel mixer with ToneMatch® pre-sets on each channel. Carry it
in one trip. Set it up in one minute. Fill the room with one system.

Bose L1® Compact wireless package.

Includes

SoundTouch® Wireless Link adapter

$

1,649.00

$

1,799.00

$

2,995.00

$

3,375.00

$

3,795.00

$

4,175.00

$

1,949.00

$

1,949.00

$

1,449.00

$

935.00

Bose L1 Model 1S with B1 Bass
L1M1S+B1

Our L1 system offering a unique combination of performance and portability for an audience of up to 300.
With a 12-speaker articulated line array providing 180 degrees of clear, even, sound, the system includes a
B1 bass module. Easy to transport, and set up in minutes

Bose L1 Model 1S with B2 Bass
L1M1S+B2

Our L1 system offering a unique combination of performance and portability for an audience of up to 300.
With a 12-speaker articulated line array providing 180 degrees of clear, even, sound, the system includes a
B2 bass module. Easy to transport, and set up in minutes

Bose L1 Model 2 with B1 Bass
L1M2+B1

Our most advanced L1 system for an audience of up to 500. With a 24-speaker articulated line array
providing 180 degrees clear, even coverage, it combines our best sound reproduction with easy transport
and setup. The system includes a B1 bass module.

Bose L1 Model 2 with B2 Bass
L1M2+B2

Our most advanced L1 system for an audience of up to 500. With a 24-speaker articulated line array
providing 180 degrees clear, even coverage, it combines our best sound reproduction with easy transport
and setup. The system includes a B2 bass module.

Bose F1 Model 812
F1-812

The first powered portable loudspeaker that lets you control its vertical coverage pattern. So whether you’re
playing at floor level, on a stage or facing raked seats or bleachers, you can adapt your PA to the room.

F1-SUB

All the performance of a larger bass box in a more compact design that’s lighter and easier to carry than
conventional subwoofers

Bose F1 Subwoofer

F1-812P

F1 Model 812 Flexible Array Loudspeaker - Passive
Vertically oriented 8-driver mid/high line array. 12-inch LF driver. 400w long term power handling

S1 Pro Multi-Position PA system
S1-Pro

Sound great anywhere with the ultra-portable Bose S1 Pro Multi-Position PA system. Designed for
musicians, DJs, and general PA use, the S1 Pro is the ultimate all-in-one PA, floor monitor, practice amplifier
and primary music system.

S1-Pro Battery

S1 Pro system battery pack
Lithium-ion battery installs easily into the dedicated compartment on your S1 Pro.

$

165.00

$

500.00

$

880.00

$

750.00

$

1,000.00

$

1,400.00

$

675.00

$

80.00

$

45.00

$

249.00

B1 Bass Module
B1

The B1 Bass Module consists of 2 high output, high excursion 6 1/2" drivers that produce deep, strong bass
from the small enclosure

B2 Bass Module
B2

The B2 bass module delivers the most low-frequency output for L1® system users who need more powerful
bass for larger audiences. The rugged enclosure encases two 10-inch woofers.

T1 Tonematch audio engine
T1AE

Provides four independent channels featuring a library of ToneMatch instrument and microphone presets,
proprietary zEQ and a complete suite of studio-class effects and sound processors.

T4S Tonematch audio engine
T4S

An ultra-compact 4-channel interface designed for performers. Engineered with a powerful DSP engine and
intuitive user control, the T4S offers studioquality EQ, dynamics and effects. Sound great with integrated
Bose® ToneMatch processing and zEQ, especially when connected to a Bose L1® or F1 system.

T8S

A compact 8-channel interface designed for performers. Engineered with a powerful DSP engine and
intuitive user control, the T8S offers studioquality EQ, dynamics and effects.

T8S Tonematch audio engine

Packlite power amplifer model A1
A1

The PackLite power amplifier can power up to two additional B1 bass modules or one additional B2 bass
module

T1 Tonematch audio engine power supply
TMPS

TMSB

Provides power for the ToneMatch audio engine when used with an L1 Compact or L1 Model I system, or for
stand alone use

T1 Tonematch audio engine mic stand bracket
Enables T1 ToneMatch audio engine to be mounted to a microphone stand.

SoundTouch Wireless Link adapter
ST-Adaptor

Converts L1 Compact into a SoundTouch wireless music system allowing Bluetooth or Wi-Fi music
streaming

BCAB

T1CAB

B1/B2 bass module cable
Heavy-duty four-pin cable connects bass module to the L1® system power stand. 1.1m

Ethercon cable to suit T1 ToneMatch®
Connects T1 to L1 Model 1S and Model II.

F1812-BAG

F1 Model 812 Padded Bag

F1SUB-BAG

F1 Model 812 SUB Padded Bag

Deluxe padded bag for the Bose F1 speaker

Deluxe padded bag for the Bose F1 Sub

$

90.00

$

116.74

$

209.00

$

209.00

