Material specifications:

Raw material: LDPE /EVA (foam)
HDPE {film)
Production method: super Silent * is extruded with hydrocarbons blowing agent, 400 micran film
is laminated on the Super Silent® with the help of high temperature
Cell structure: Closed cells
Physical Properties™ Test Method Unit Value
Mominal density DINS3420 kg.-'mﬂ 150
Water absorption ASTM C-272-53 % 1
Heat conductivity DIN 52612/ 1508301 W Iimk 0,05
Heat resistance (R) DIN 52612/ 1S0O8301 m= KW 0,03
Water vapour resistance 55021582 Sim 3,35.10°
55021582 Sd (m) B9
S5021582 m*sPalkg 456.10"
Compression strength, 25% DINS36TT ton/m? 535

deformation

Compression strength, 50% DINE3RTT ton/m- 9.8
deformation
Compressive set (%) ASTM3ATE-B % 10
{after 50% deformation in 22 hours)
Aging resistancy SP 0414 year 50
SO 1798

: : SS-ENISO 140-8 dB 72

Impact sound insulation ALw SS 09 B3 67
SS-ENISO T17-2

Sound transmission class aSéESNﬂl_:ISEOE i;,,ﬂ_a ap 70

S5-ENISO T17-2

Fire classification (Euro class) EM 13501-1 Cg-s1




