
WALL PANEL INSTALLATION INSTRUCTIONS 

 
•  Screwdriver with different tips 
•  Electric saw with wood cutting 

blade (a radial arm saw is 
recommended for professionals) 

•  Cartridge gun 
•  Tape measure 
•  Ruler 
•  Paintbrush, brush for putty 

texturing 
•  3mm and 8 mm bits 
•  Wall plugs & screws 
•  Electric nail gun 
•  Filler Putty (indoor installation) 
•  Epoxy putty (outdoor installation) 
•  Paint & aged spray 

RECOMMENDED EQUIPMENT: 

INSTALLATION STEPS: 

Measure the surface 
to be covered and 
calculate how many 
panels will be 
needed. Each is 
approx. 1 metre2. 

Use a ruler and a 
marker, and draw 
a line along the 
surface to be cut. 

For jagged panels, 
start cutting one 
end along the line 
your have drawn. 

Check panels are 
properly cut. 

Place the panel on 
the wall and use 
the 3mm bit to drill 
through the joints 
across the panel 
until you get to 
mark the wall 
where wall plugs 
will be fixed later. 



INSTALLATION STEPS: 

It’s recommended to 
drill in areas easy to 
hide. Repeat the 
action 4 to 6 times 
per panel. 

Remove the panel and 
drill with the 8mm bit 
where the wall has been 
previously marked with 
the 3mm bits. 

Insert all wallplugs. Place the panel on the 
wall and insert screws in 
the holes 2-3mm into 
the panel, so that they 
can later be hidden 
with the putty. 

Assemble all 
interlocking panels. 

Repeat until the wall 
is all covered, always 
bearing in mind to 
insert screws in easy 
to hide areas.   

Once the surface is 
all covered with 
panels, fill in 
assembly joints 
and drilled holes 
with the putty. 

Then texture joints 
using a wet thin 
paintbrush.   

Once all joints are 
texturized wait 2 
to 4 hours before 
the next step. 

When the putty is 
dried, paint over 
the joints. 

The spray is used to 
balance colours 
between joints and 
panels. So once the 
paint is dry spray 
over the joints one 
flash at a 40cm 
distance 

While the paint is still 
wet, rub a wet cloth 
over the joints to 
cover the pores. Do it 
as many times as 
needed.  

Done! 

Once panels are cut we suggest using 
a grinder to get a fast and fine result, 
or to use a chainsaw to cut them 
instead. 
 
For a quick fixing (professional) it’s 
also suggested to use a pneumatic 
nailer instead of screws.. 
 
It is important to leave suitable drying 
time for the paint and mastics. When 
applying aged paints make sure to do 
it at the right distance (40 cms) from 
the panel and always with a quick 
flash and rubbing right after with a 
damp cloth. 

IMPORTANT ADVICE 


