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Red Beam
Green BeamLX25p

LX25pD

- Line & Dot Laser

Line & Dot Laser
 + Detectors

• 5 dots
• Plumb up / down
• 3 @ 90°
• 1 horizontal
   1 vertical line
• Magnetic base
• Fits tripods
• Lines and dots bisects

• LX25P
• Magnetic bracket base
• Target plate
• Padded hard plastic case

Features Kit Inclusions

SPECIFICATIONS 012-LX25P, 012-LX25PG Green Beam,
012-LX25PD Red Beam with Detector

Light Source

Output

Accuracy

Damping Type

Beams

Hours of continuous use

Working Distance

Operating Range

Batteries

 635nm Red diode, 532nm Green

Laser Class 11

+ / - 2mm @ 10m (1/8” @ 30’)

Magnetic - Self Levelling

1 Horizontal line 1 Vertical line -185° Plumb up, 

Plumb down 3 dots @90°

Approximately 15hrs all Lasers

25m (80’) lines, 30m (100’) dots, 50m (160’) outdoors 

with optional detector

-10°c to +70°c (-14°f to 150°f)

4 x AA

the set-out professionals

The new generation Imex LX25P with class leading Imex Laser-edge technology high definition 
line and dots makes this the ultimate dual purpose laser for all interior work. Combines with a 
magnetic bracket that also suits a number of tripod options. Also comes with an optional line detector 
for outdoor use to 50m (160’). The LX25P is one of the most robust multi-purpose lasers available.

Same specs as LX25P with detector for 50m (160’) outdoors
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