
 
 

For long life and optimum operation follow these simple suggestions: 
 

For optimum operation these sprinklers require 50 PSI of water pressure at the sprinkler-end of the hose. The base 
assembly should be positioned in the ground so the copper pole is vertical and not leaning in any direction.  
 
Ease the water on to start the spray, then, slowly turn the pressure up. Do not “pop” on the water all at once or you risk 
ejecting and damaging the hoops. For this reason, the sprinklers cannot be connected to an automated watering system. 
 
Your inner copper hoop with the spiral/glass is made and balanced to spin evenly and consistently. If the hoops are 
dropped or roughly handled they may become out of balance, and not operate properly. If this occurs, please contact 
Hoppy’s through the web site for assistance in correcting this. 
 
When inserting the sprinkler into the ground, DO NOT USE THE COPPER POST AS A LEVER to work the base assembly 
into the ground. Instead, step evenly on the iron base pushing it firmly and evenly into the ground. Do not stomp or 
pound the base into the ground. If your ground is hard, you may need to first loosen the soil in order to fully insert the 
base assembly. A small degree of wobbling while operating is normal, just keep the base secure and vertical to keep 
wobbling minimal. Retighten the lock nuts on the base assembly as necessary. 
 
When relocating/removing the sprinkler base assembly from the ground, DO NOT USE THE COPPER POLE AS A LEVER TO 
LOOSEN OR PULL OUT THE ASSEMBLY. Instead, pick it up by the base. You may need to use a pry tool to loosen it from 
the ground before removing it.  
 
Maintenance: 
It’s not uncommon for water to leave mineral deposits, especially if the sprinkler is used intermittently. If the hoops 
become “sticky” and do not spin properly or freely, as necessary, clean the hoops’ brass stems with steel wool until 
they’re shiny. Other than the water itself, no other lubrication is required. However in low pressure situations, a 
waterproof lube will help the spinning stay consistent. 
 
The base assembly’s steel legs must remain parallel to each other, and go straight into the ground. If over time the legs 
start to spread wide, remove the hoops, flip the base so the legs point upward, grasp and bend the legs back into a 
straight, parallel shape. As necessary, tighten the lock nuts.  
 
The copper is uncoated, and will naturally age, or “patina” to approximately the color of an old penny, with hints of 
green. You have three options: 

1. Let the copper patina naturally by doing nothing; 
2. Enhance the patina process: search online for “homemade patina for copper” and follow the instructions; 
3. Keep the copper shiny and gleaming: polish the copper with steel wool, then apply a liquid car wax as directed on 

the package, or, mask the ball and lightly mist the copper with clear spray acrylic 3-5x, letting each coat dry 
 

For steps 2 and 3, keep the product off of the brass stems and from inside the brass collars. Then poke the spray 
holes clear with a toothpick or small nail. 

 
Now, turn on the water, get the kids playing, sit back with your favorite adult beverage, and be mesmerized by the 

motion, spray and beauty of your wonderful new sprinkler! 
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