
 



dddFddTIME CALENDAR SETTINGddddd  
 
1.The crown for adjusting the time is located on the 
right side of the watch case. Remove the plastic 
disc and gently pull the crown out of the case.  
2. Turn the crown to set the time and once done, 
push the crown back to its original position.  
3. Some of our watches have the ability to adjust 
both the date and time. You use the same pin 
(crown) to adjust the time and date. 4. The pin can 
be pulled out a maximum of two clicks. The first is 
about the width of a fingernail, turning the pin at 
this stage will adjust the date. With the second and 
last click you can adjust the time of the watch.  
5. The available dates go up to 31 days. Months 
that do not have 31 days must be manually 
adjusted on the 1st of the following month. The 
watch does not do this automatically. 



  
DdF. ddSTOPWATCH SETTINGddddddd  
 
1. You have 3 buttons on the side. When you press 
the top button, you immediately see the bottom 
second hand running. On the left you see the 
minutes running; this is the stopwatch.  
2. The right hand indicates the hours, but not for 
the stopwatch, but for the current time.  
3. With the middle button you can set the time and 
with it the dial in hours. You do this by pulling the 
knob off the watch, after which you can turn the 
knob.  
4. You also have the bottom button that resets the 
stopwatch. With the top button you pause the 
stopwatch and then you can reset it as soon as it is 
paused with the bottom button. This only works in 
this order. 



 
 
 
FFFEASY-CLICK CHANGING STRAPFFF 
 
1. Put your watch and your new strap upside 
down. 
2. Pull the steel ball / pin inwards. 
3. The strap will now come off. Make sure that 
any pins do not shoot away or get lost. 
4. Put the new strap in just as you did the other 
strap and follow all the steps for the other half 
of your strap. Test if everything is properly 
attached and then you have changed straps. 
 
 
 



 
 
 
 
 

   344  IRON PEN CHANGING STRAP    F 0 
 
1. Grab your watch and the supplied iron pen. 
2. Make sure your pen is fork side between the 
strap and the watch. Pry back and forth until the 
strap comes loose. Do this with both tires. Make 
sure any pins don't slip or get lost. 
3. Add the new strap, checking that the straps are 
secure. 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 

   344   PUSHPIN CHANGING STRAP    F 0 
 
1. Take your watch and the included pushpin.  
2. Take the watch and use the pin to release the 
strap on the side of the watch. Make sure that any 
pins do not slip or get lost. 
3. Attach the new strap and make sure it is secure. 
Follow all the steps for the other half of your 
strap. You have now replaced your strap. 
 
 
 
 
 
 
 
 



 

 3. MESH STRAP CHANGING SIZE    0 
 
1. Grab a pushpin, paperclip or tweezer. 
2. Insert your tool into the slot and lift the 
plate clamp. 
3. Rotate the strap and move the clasp to the 
desired position. 
4. Finally, push the clamp (firmly) back to the 
first position to secure it. Important! At the 

back of the mesh strap are ridges for the size. 
this is only an indication. You can make the 
strap as small as you want. However, more 
force must be applied, but it won’t break the 
strap.   
 
 
 



 44   STEEL STRAP CHANGING SIZE     0 
 
1. Take the supplied tool and open it. 
2. The pin in the steel band has two sides. One 
convex side and one with screw thread. Insert 
the pin of the tool on the convex side. So not on 
the threaded side. turn until the pin clicks out. Or 
insert a paper clip or tweezers into the hole on 
the side of the tire and push the pin out. Tap the 
pin gently with a small hammer until it comes out 
of the band on the other side. Grab the pin and 
pull it out. 
3. Remove or add the required band links. If you 
are removing more than one strap link, remove 
an equal number of strap links on both sides to 
keep the strap even and symmetrical. 
4. After removing or adding the required number 

of strap links, reinstall the pins in the steps 
opposite to removing the pins 



3BEEEE  44   WATERPROOF    0EEEEEB00 
The KRAEK watches are 3 ATM water resistant. This 
means they can withstand splashes of water, such 
as hand washing or light rain, but heavy exposure 
can damage the item. Please keep in mind that our 
products are not suitable for showering, bathing, 
swimming, snorkeling, fishing or other water-
related work. The jewelry may be exposed to light 
splashes from, for example, washing hands or rain. 
 
3BEE4EEE44   WARRANTY    0EE4EEE 00 
The legal warranty applies to all items that you buy 
from us. Legal guarantee means that a product is or 
must do what the consumer can reasonably expect 
from it. In addition, we also provide our own 
warranty on jewelry and watches. On the product 
page you will find the additional warranty provided 
by us. This extra guarantee does not affect the legal 
guarantee. We offer a standard 2-years warranty 

on our watches and straps that are purchased 
separately and a 1-year warranty on our jewelry 
since the day of purchase. The warranty covers 
most common manufacturing and material defects. 
In most cases damage to the movement, the clock 
or the glass is covered by the warranty.  
The warranty is not valid in the following cases:  
- The product has been damaged by inheritance or 
improper use (such as scratches or damage from a 
fall) - Damage caused by repairs or modifications 
performed by a third party without prior approval 
from KRAEK. 
- Damage or disturbances caused by water or fire 
(contact with water must be avoided) 
- External changes caused during normal use of the 
product, such as discoloration of the leather straps, 
scratches on the casing or glass, etc. 
- Replacement of the battery, even if it has to be 
replaced during the warranty period 



3BEE4EEEEEEE   BATTERY    0EE45EEEEB 
What kind of battery is used and how long will it 
last? We use a standard button cell battery in all 
our watches. The battery lasts for at least 2 years. 
After this, you can replace the battery in most 
watch and fine jewelry stores. 
3B4E  CLEANING A KRAEK ARTICLE    0E0 
- Clock 
The clock is made of hardened mineral glass, you 
can clean it with a dry, soft and lint-free cloth. 
Avoid using detergents or chemical polishers as 
these can damage the finish. 
- Leather 
For all other genuine leather straps, please use a 
leather cleaner available in most shoe and leather 
stores. 
 


