
 

 

always on target. 
Atibal  

At-M15 
1.5-5x Magnifier Instructions for Use 

I. INTRODUCTION 

Thank you for purchasing ATIBALs 1.5-5x Magnifi-

er (AT-M15).  These magnifiers offer users  of red 

dots the additional advantage of vastly improved 

target recognition and increased accuracy at 

medium range distances. The Flip-to-Side mount 

allows the user the ability to engage with confi-

dence in close quarters or at medium range distances. These instructions describe the features 

of the ATIBAL magnifier and provides information on its use and maintenance. Please read the 

instructions carefully before mounting and using the magnifier. Always practice proper firearm 

safety. 

INCLUDED: 

 1.5-5x Magnifier  Flip-to-Side Mount  30mm Ring  Allen Wrench  Cleaning Cloth 

II. SPECIFICATIONS 

 Magnification 1.5-5x Manually Adjustable 

 Eye Relief: 1.5 to 3 inches depending on magni-

fication 

 Length: 5 inches 

 Weight: 9 ounces with mount 

 Objective Lens Diameter: 23 mm 

 Optic Coating: Multi-Antireflective Coating 

 

 Water Proof & Shock Proof 

 Fog proof internal sealing 

 30 mm Flip-to-Side Quick Detach (QD) mount 

 Flip Orientation: Ambidextrous mount to allow 

left or right flip 

 Mount on 20mm weaver or picatinny rail 

 Finish: Non-reflective black. Andonized alumi-

III. INSTALLATION 

To install the magnifier onto the weapon, open the quick release lever. Place the mount in the 

desired position behind the sight. Once the mount is located in the desired position, place the 

magnifier forward until the alignment tabs of the magnifier are set into the slot located on 

the mount. Close the quick release lever.  

IV. BASIC OPERATION 

The 1.5-5x magnifier is designed to be used behind any red dot or holographic sight. The mag-

nifier can be mounted directly behind the sight, however  you may need to purchase an addi-

tional mount or riser depending on your sight. Simply flip the magnifier out of the way to 

operate the sight. 

 

Flip Release Lever 

 

Windage Adjustment 

Magnification Adjustment Dial 

 

Elevation Adjustment 

V. FLIP OPERATION 

To flip the magnifier to the side, simply push down on the silver release lever. To close the 

mount, push the magnifier back into its original position until the release lever catches. After 

utilizing the flip-to-side feature, it may be necessary to reposition the reticle image into the 

center of the magnifier window due to the velocity of the spring loaded flip action. This has no 

impact on the sight’s zero. 

VI. MANUAL MAGNIFICATION ADJUSTMENT 

To adjust the magnification on the sight, turn the dial to one of the four (4) settings on the top 

of the magnifier until the desired magnification is reached. 

VII. WARRANTY 

ATIBAL’s number one priority is exceptional customer service. ATIBAL warrants your sight to be 

free from defects in materials and workmanship for the lifetime warranty of your product. All 

costs that are associated with the product shipment will be incurred by the owner. ATIBAL prod-

ucts, to be refunded or replaced under the warranty service, must be returned in original pack-

aging with original accessories and must include your completed Return Authorization Request 

Form.  

This warranty does not cover defects caused by improper handling (which includes stripping of 

screws and broken elevation and windage adjustments due to overturning), installation or 

maintenance, abnormal use or unapproved alterations. ATIBAL shall not, in any event, be liable 

for any damages, including any lost profits, lost savings or any    other incidental or consequen-

tial damages arising out of the use or inability to use such products. This warranty gives the 

owner certain legal rights, and possibly other rights, which vary from state to state.  


