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The Atibal XP8 1-8x24 Riflescope 
At Atibal, we continuously strive to bring you        

high-quality, high-performance, precision optics 

at a price you can afford. 

The 1-8x24 offers speed and versatility for AR            

shooters who need to engage targets from                  

point-blank out to extended ranges.  

The Atibal XP8 1-8x24 is one of the most versa-

tile 1x variable scopes on the market. The Atibal 

Swyftview Lever allows you to make lightening 

fast magnification changes and was designed 

with 3 gunners in mind. 

Backed with Atibal’s Lifetime Warranty, the XP8 

utilizes the Diamond Tactical Reticle (DTR) with 

a 0.5 MOA center red dot with a BDC calibrated 

for 5.56 62gr ammo.  

Please read the entire manual before using your 

new optic. 

 

WARNING: Ensure weapon is not loaded    

prior to mounting riflescope. 
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RIFLESCOPE ADJUSTMENTS 

Reticle Focus Adjustment 
The Atibal XP8 1-8x24 riflescope uses a fast focus eyepiece. 

This allows shooters to quickly and easily adjust the focus on 

the riflescope’s reticle. To adjust the reticle focus, look 

through the riflescope at a blank white wall or up at the sky 

and turn the dial in or out until the reticle image is as crisp as 

possible. Try to do this quickly, as your eye will try to com-

pensate for an out of focus reticle.  

Once this adjustment is complete, it is not necessary to refo-

cus every time the scope is used. However, as your eyesight 

may change over time, you should recheck this adjustment 

periodically. 

Rotate ring to adjust the reticle focus. 
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RIFLESCOPE ADJUSTMENTS 

Windage and Elevation Adjustments 
The XP8  utilizes precision finger adjustable elevation and 

windage dials with audible clicks.  

To make adjustments: 

 

The clicks are scaled in 1/2 MOA measurements so each 

click will move the point-of-impact 1/2 MOA. Note: 1/2 MOA 

equals 0.53 inches for each 100 yards of distance. 

1 MOA (2 clicks) equals: 

 1.05 inches at 100 yards (29.1 mm at 100 meters) 

 2.1 inches at 200 yards (58.2 mm at 200 meters) 

 3.15 inches at 300 yards (87.3 mm at 300 meters) 

 4.2 inches at 400 yards (116.4 mm at 400 meters) 

1. Remove outer caps. 

2. Turn the adjustment dial in the 

appropriate direction Up/Down 

or Left/Right indicated by the 

arrows. 

3. Move the dials in the direction 

you with the bullet’s point-of-

impact to change. 

Elevation Adjustment Dial 

Windage Adjustment Dial 
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Variable Power Adjustment 
To change the magnification, turn the magnification ring to 

the desired level. 

The Swyftview Lever is removable allowing the shooter to 

choose based on his/her preference. 

 

 

Illumination Adjustment 
The XP8 riflescope uses an illuminated reticle to aid in low 

light performance. Illumination intensity levels vary from bright 

to very low with 11 levels of brightness. 

Battery Replacement 
To change the battery, unscrew outer cap of the power dial/

brightness setting adjustment. Remove the battery and replace 

with a new CR 2032 battery with numbers facing out.  

A spare battery may be stored inside the 

windage cap if desired. 
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Eye Relief and Reticle Adjustment  
Before tightening of the scope ring screws, adjust for maxi-

mum eye relief to avoid injury from recoil.  

To make adjustments: 

1. Set the riflescope to the middle of its magnification range. 

2. Slide the riflescope as far forward as possible in the rings. 

3. While viewing through the riflescope in a normal shooting posi-

tion, slowly slide the riflescope back towards the shooter’s 

face—paying attention to the field of view. Just as the full view 

is visible, stop. 

4. Without disturbing the front-back placement, rotate the rifle-

scope until the vertical crosshair exactly matches the vertical 

axis of the rifle. Use a reticle leveling tool, plumb bob, or an 

adjustable set of feeler gauges placed between a one-piece 

base and the flat bottom of the riflescope’s center section for 

this procedure. 

5. After aligning the reticle, tighten and torque the ring screws 

down per the manufacturer’s instructions. Use caution and do 

not over-tighten. 
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Sight-In 
After the rifle and scope have been zeroed in, the elevation 

and windage dials should be re-indexed to their zero indica-

tors. This will allow you to accurately keep track of elevation 

or windage corrections dialed on the turrets in the field and 

quickly return to an original zero point setting. 

After completing the final sight-in: 

1. Hold the elevation turret cap firmly between thumb and 

forefinger to prevent any rotation. 

2. Find the slot cut into the MOA number dial, and use 

your fingernail or a screwdriver to rotate the number dial 

until the “0” faces to the rear and aligns with the refer-

ence dot on the turret base. 

3. Repeat the same procedure on the windage turret if 

desired. 

After making this adjustment, the turret cap’s zero mark will 

correspond with your chosen zero range. 

 

 



XP8 
XP8 RETICLE 

Second Focal Plane (SFP) 
The Second Focal Plane system (also referred to as the 

Rear Focal Plane system) places the reticle to the rear of the 

erector assembly or zoom mechanism. This is the most com-

mon reticle system and is found in most hunting optics. Be-

cause the reticle is behind the zoom mechanism, the size of 

the reticle is constant and does not change when magnifica-

tion is adjusted. This will make the reticle appear to consume 

more of the target on low power; on high power, the reticle 

will appear to consume less of the target, which is beneficial 

for long-range, precision shooting. 

Since the reticle size never changes on SFP systems, it is 

important to note that the reticle measurements will only be 

correct on one specific power. For the XP8, the measure-

ments are correct at 8x power. 
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The XP8 Diamond CQB Reticle is calibrated for 5.56 62 grain ammuni-

tion. This reticle utilizes milradian measurements and an illuminated 

diamond with center dot that allows for quick engagement at short dis-

tances. The SFP design keeps the reticle size constant, ensuring it’s 

large enough to be successful when close quarter shooting while still 

performing well during long-range, precision shooting. 

*For illustration purposes, not to scale. 
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KEY FEATURES 

 Second Focal Plane (SFP) 

 Extra battery compartment in windage cap 

 .5 moa center dot with BDC calibrated for 5.56 62gr ammo 

 11 Brightness Settings 

 Fully multi-coated lens providing no less than 85% light trans-
mission 

 Low profile turrets for windage and elevation adjustment  

 Water proof 

 Shock Proof 

 Fog Proof 

 

 
 

 

Buy with a peace of mind.  The XP8 is backed with a 30 day money back guaran-

tee with no restocking fees and Atibal’s LIFETIME WARRANTY. 

This warranty does not cover defects caused by opening the optic or improper 

handling (which includes stripping, stripping of screws and broken elevation and 

windage adjustments due to overturning), installation or maintenance, abnormal 

use or unapproved alterations. ATIBAL shall not, in any event, be liable for any 

damages, including any lost profits, lost savings or any other incidental or conse-

quential damages arising out of the use or inability to use such products. This 

warranty gives the owner certain legal rights, and possibly other rights, which 

vary from state to state.  

If you need to inquire about our warranty or would like to replace or return an 

ATIBAL product, email us at info@atibalsights.com for a Return Authorization 

Request Form.  


