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Instructions for removing and replacing thermistor (P/N: G615) on Truckfridge portable 

models TF31/41/51 

Note:  It is recommended that you do this repair with the fridge in the normal operating 

position. If fridge is stood on its end, fridge must remain upright for a minimum of 12 hours prior 

to use to avoid compressor damage. 

Tools needed: #2 Phillips screwdriver and needle-nose pliers. 

 

 

 

 

With the unit sitting on a solid 

surface, remove the three 

screws on each side of the 

cover (marked with a directional 

arrow in white on the picture). 

Note: TF31 shown. Your model 

may differ in appearance. 

 

Remove the five screws from the 

bottom of the cover. Cover is now 

ready for removal. (Unit has been 

stood on end for the purpose of 

taking a picture) 
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Drop the cover down to access the 

thermistor. Complete cover removal 

is not necessary. 

To allow for easier removal of the 

thermistor connector from the electronic 

circuit-board, you will need to remove 

the metal base support from the left 

side. The support is held in place with 

three machine screws. 

This step is not necessary but makes 

replacement easier. Remove the screws 

from the circuit-board. You will also need 

needle-nose pliers to hold the hex nut on 

the back of the circuit-board. This will 

allow you to easily unplug the thermistor. 
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Caution: if the fridge was stood on its end for any length of time, fridge 

must remain upright, in the normal operating position, for a minimum 

of 12 hours prior to use to avoid compressor damage. 

If you run into any problems, please contact Truckfridge technical 

support, M-F, 8am to 5pm eastern time at 502-863-0373. 

 

Remove the screw that holds the clip 

securing the thermistor wire. Remove the 

putty seal from the wire where it enters the 

fridge body. Gently lift the edge of the wire 

clip and slide the wire from underneath. 

Remove the thermistor from the fridge 

body and unplug from the circuit-board. 

 

Install the new thermistor and reverse the process to re-assemble the fridge. Before the cover is ready to 

be replaced, it would also be a good time to take a soft bristle brush to remove any dust and dirt from the 

fan and inner cover before replacing it. 


