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PERGOLA POST BRACKET™ INSTRUCTIONS

BRACKETS FASTENERS DESIGNED FOR USE WITH TOOLS NEEDED
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Remove enough pavers to allow
3-1/2"for blade clearance.

Drive auger and stop when top
of washer is level with pavers.

Loose fit load plate on auger. Place hollow post on plate.
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Solid Wood Post: bore a 1-3/4" (min.)
diameter hole 2" deep into the center of
the post bottom using a spade bit.
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Metal Post With Closed Bottom: cut a
1-3/4" (min.) diameter hole in the bottom
of the post using a bi-metal hole saw.

Mark the position of the post on the plate using masking tape.
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ATTENTION: Before beginning work, consult with ADVERTENCIA : Antes de comenzar a trabajar, consulte con ATTENTION : Avant de commencer le travail, consultez les autorités
local building officials or engage professionals to funcionarios de la construccion local o contrate profesionales locales en construction ou embauchez des professionnels pour
ensure that this product is appropriate for your para asequrarse de que este producto sea apropiado para la assure que ce produit est approprié pour l'application que vous
intended use or help clarify if these warnings are aplicacion deseada o para para ayudar a clarificar en caso de avez en vue ou pour aider a clarifier ces instructions si elles ne
unclear or if you do not understand any of the que estes advertancias no sean claras o en caso de que usted no sont pas claires ou si vous ne comprenez pas quelque information
information in this installation guide. Always comprenda parte de la informacién de esta guia de instalacion. que ce soit dans ce guide d'installation. Conformez vous toujours
comply with applicable building codes and be Siempre cumpia con los cédigos de construccion aplicables y aux codes du batiment qui s'appliguent a sachez que les codes du
advised that building codes may vary. sepa que los cddigos de la construccion pueden variar. batiment peuvent varier d'un endroit a un autre.

IN NO EVENT SHALL TITAN BUILDING PRODUCTS BE LIABLE FOR ANY LOSS OR DAMAGE, DIRECT OR OTHERWISE, WHICH RESULTS FROM THE IMPROPER INSTALLATION OR USE OF THIS PRODUCT. IF FOR ANY REASON TITAN
BUILDING PRODUCTS BECOMES LIABLE FOR LOSS OR DAMAGE, DIRECT OR OTHERWISE, THE AGGREGATE LIABILITY OF TITAN BUILDING PRODUCTS SHALL BE LIMITED TO THE RETAIL PURCHASE PRICE OF THE PRODUCTS.
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More beautiful decks.. Real easy.
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U_sing a3/g" Hex socket, drive the self-
drilling screw through the hole in the bracket

/" andinto the plate. Once the screw tip has Drill the next screw through the other hole in the
Centrally locate the post bracket gone through the plate, allow the screw to same way. Repeat this process for the other post
along the edge of the masking tape. drill into the paver below marking it. bracket(s) on the other sides of the post.
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Remove load plate. Using a 1/4" masonry bit drill a 1" deep hole in all of the Reset the load plate on the auger. Tighten the
superficial holes left on the pavers from the drilling screw. first nut down on the load plate.
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| LA 1 ’J . &% e Set the pergola post inside the post brackets and drive screws
Peel off the masking tape. Place the post bracket over the holes in through the side brackets securing the wood post in place.

the plate. Drive the self-drilling screw through the plate and secure
the bracket. Repeat this for the each post bracket. Fl N | S H E D
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DAMAGE, DIRECT OR OTHERWISE, WHICH RESULTS FROMTHE IMPROPER INSTALLATION OR USE OF THIS PRODUCT. IF FOR ANY REASON TITAN BUILDING PRODUCTS BECOMES LIABLE
FOR LOSS OR DAMAGE, DIRECT OR OTHERWISE, THE AGGREGATE LIABILITY OF TITAN BUILDING PRODUCTS SHALL BE LIMITED TO THE RETAIL PURCHASE PRICE OF THE PRODUCTS.
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